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<< Unchanged sections omitted >>
8.2.3.3.1.6	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (7DL CA)
Editor’s note: The following aspects are either missing or not yet determined:
- Applicability spec.
8.2.3.3.1.6.1	Test purpose
The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.
8.2.3.3.1.6.2	Test applicability
This test applies to all types of E-UTRA FDD and TDD Release 14 and forward UE of categories 8, or categories 11 and onwards that support E-UTRA FDD and TDD and 7DL CA with FDD as PCELL.
Note: This test also applies to UE supporting 4Rx antenna ports.
8.2.3.3.1.6.3	Minimum conformance requirements
For TDD FDD CA with FDD PCell and 7DL CCs, the requirements are specified in Table 8.2.3.3.1.6.3-1 based on single carrier requirement specified in Table 8.2.3.3.1.1.3-2 and Table 8.2.3.3.1.1.3-3, with the addition of the parameters in Table 8.2.3.3.1.1.3-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.
The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.3.3.1.6.3-1: Minimum performance for multiple CA configurations with 7DL CCs (FRC)
	Test number
	CA Bandwidth combination (MHz)
	Minimum performance requirement
	UE Category

	
	Total
	FDD CC
	TDD CC
	
	

	1
	1×20+6×20
	1×20
	6×20
	As defined in Table 8.2.3.3.1.1.3-2  and Table 8.2.3.3.1.1.3-3 per CC
	8, ≥11

	2
	2×20+5×20
	2×20
	5×20
	As defined in Table 8.2.3.3.1.1.3-2  and Table 8.2.3.3.1.1.3-3 per CC
	8, ≥11



The normative reference for this requirement is TS 36.101 [2] clause 8.2.3.3.1.

<< Unchanged sections omitted >>
8.2.3.3.2.6	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (7DL CA)
Editor’s note: The following aspects are either missing or not yet determined:
- Applicability spec.
8.2.3.3.2.6.1	Test purpose
The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.
8.2.3.3.2.6.2	Test applicability
This test applies to all types of E-UTRA FDD and TDD Release 14 and forward UE of categories 8, or categories 11 and onwards that support E-UTRA FDD and TDD and 7DL CA with TDD as PCELL.
Note: This test also applies to UE supporting 4Rx antenna ports.
8.2.3.3.2.6.3	Minimum conformance requirements
For TDD FDD CA with TDD PCell and 7DL CCs, the requirements are specified in Table 8.2.3.3.2.6.3-1 based on single carrier requirement specified in Table 8.2.3.3.2.1.3-2 and Table 8.2.3.3.2.1.3-3, with the addition of the parameters in Table 8.2.3.3.2.1.3-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-two performance with wideband and frequency selective precoding.
The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.3.3.2.6.3-1: Minimum performance for multiple CA configurations with 7DL CCs (FRC)
	Test number
	CA Bandwidth combination (MHz)
	Minimum performance requirement
	UE Category

	
	Total
	FDD CC
	TDD CC
	
	

	1
	1×20+6×20
	1×20
	6×20
	As defined in Table 8.2.3.3.2.1.3-2  and Table 8.2.3.3.2.1.3-3 per CC
	8, ≥11

	2
	2×20+5×20
	2×20
	5×20
	As defined in Table 8.2.3.3.2.1.3-2  and Table 8.2.3.3.2.1.3-3 per CC
	8, ≥11



The normative reference for this requirement is TS 36.101 [2] clause 8.2.3.3.2.
<< Unchanged sections omitted >>

