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<Start of modified section 1>
A.1.4	CSI-RS
A.1.4.1	FDD
Table A.1.4.1-1: CSI-RS Reference Measurement Channels for SCS = 15 kHz for FDD
	
	CSI-RS.1.1 FDD
	CSI-RS.1.2 FDD
	CSI-RS.1.3 FDD
	CSI-RS.1.4 FDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	N/A
	off
	off
	on

	aperiodicTriggeringOffset
	N/A
	N/A
	64
	64

	trs-Info
	N/A
	N/A
	N/A
	N/A

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	0 for resource #0
	0 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	1 for resource #1
	1 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	slot5
	slot10
	N/A
	N/A

	Offset
	1
	1
	N/A
	N/A

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	N/A
	N/A

	
	
	TCI.State.1
	
	

	frequencyDomainAllocation
	000001
	0001
	0001
	0001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0
	6 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1
	10 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276



A.1.4.2	TDD
Table A.1.4.2-1: CSI-RS Reference Measurement Channels for SCS = 15 kHz for TDD
	
	CSI-RS.1.1 TDD
	CSI-RS.1.2 TDD
	CSI-RS.1.3 TDD
	CSI-RS.1.4 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	N/A
	off
	off
	on

	aperiodicTriggeringOffset
	N/A
	N/A
	64
	64

	trs-Info
	N/A
	N/A
	N/A
	N/A

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	0 for resource #0
	0 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	1 for resource #1
	1 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	slot5
	slot10
	N/A
	N/A

	Offset
	1
	1
	N/A
	N/A

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	N/A
	N/A

	
	
	TCI.State.1
	
	

	frequencyDomainAllocation
	000001
	0001
	0001
	0001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0
	6 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1
	10 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276




Table A.1.4.2-2: CSI-RS Reference Measurement Channels for SCS = 30 kHz for TDD
	
	CSI-RS.2.1 TDD
	CSI-RS.2.2 TDD
	CSI-RS.2.3 TDD
	CSI-RS.2.4 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	N/A
	off
	off
	on

	aperiodicTriggeringOffset
	N/A
	N/A
	64
	64

	trs-Info
	N/A
	N/A
	N/A
	N/A

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	0 for resource #0
	0 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	1 for resource #1
	1 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	slot10
	slot20
	N/A
	N/A

	Offset
	2
	2
	N/A
	N/A

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	N/A
	N/A

	
	
	TCI.State.1
	
	

	frequencyDomainAllocation
	000001
	0001
	0001
	0001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0
	6 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1
	10 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276



Table A.1.4.2-3: CSI-RS Reference Measurement Channels for SCS = 120 kHz for TDD
	
	CSI-RS.3.1 TDD
	CSI-RS.3.2 TDD
	CSI-RS.3.3 TDD
	CSI-RS.3.4 TDD

	Resource Type
	periodic
	periodic
	aperiodic
	aperiodic

	Resource Set Config
	
	
	
	

	nzp-CSI-ResourceSetId
	0
	0
	0
	0

	repetition
	N/A
	off
	off
	on

	aperiodicTriggeringOffset
	N/A
	N/A
	64
	64

	trs-Info
	N/A
	N/A
	N/A
	N/A

	Resource Config
	
	
	
	

	nzp-CSI-RS-ResourceId
	0 for resource #0
	0 for resource #0
	0 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	1 for resource #1
	1 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	powerControlOffset
	0
	0
	0
	0

	powerControlOffsetSS
	db0
	db0
	db0
	db0

	scramblingID
	0
	0
	0
	0

	Period (slots)
	slot40
	slot80
	N/A
	N/A

	Offset
	8
	8
	N/A
	N/A

	qcl-InfoPeriodicCSI-RS
	TCI.State.0
	TCI.State.0
	N/A
	N/A

	
	
	TCI.State.1
	
	

	frequencyDomainAllocation
	000001
	0001
	0001
	0001

	nrofPorts
	2
	1
	1
	1

	firstOFDMSymbolInTimeDomain
	5 for resource #0
	6 for resource #0
	6 for resource #0
	0 for resource #0

	
	
	
	
	1 for resource #1

	
	
	
	
	2 for resource #2

	
	
	
	
	3 for resource #3

	
	
	10 for resource #1
	10 for resource #1
	4 for resource #4

	
	
	
	
	5 for resource #5

	
	
	
	
	6 for resource #6

	
	
	
	
	7 for resource #7

	cdm-Type
	FD-CDM2
	noCDM
	noCDM
	noCDM

	density
	1
	3
	3
	3

	startingRB
	0
	0
	0
	0

	nrofRBs
	276
	276
	276
	276


<End of modified section 1>

<Start of modified section 2>
NZP-CSI-RS-ResourceSet: Default NZP-CSI-RS resource set configuration for L1-RSRP measurements 
Table H.3.6-5: NZP-CSI-RS-ResourceSet
	Derivation Path: 38.508-1 [14], Table 4.6.3-87

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp-CSI-ResourceSetId
	NZP-CSI-RS-ResourceSetId
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF {
	2 entries
	
	

	    NZP-CSI-RS-ResourceId[0]
	20
	
	

	    NZP-CSI-RS-ResourceId[1]
	21
	
	

	  }
	
	
	

	  aperiodicTriggeringOffset
	64
	value 6 4 corresponds to 24 4 slots
	

	}
	
	
	


<End of modified section 2>
