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	To update and align IE PDCCH-ConfigCommon for the initial BWP.
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<Start of first modified section>
[bookmark: _Toc21353785][bookmark: _Toc27749404][bookmark: _Toc21353996][bookmark: _Toc27749615][bookmark: _Toc21353781][bookmark: _Toc27749399][bookmark: _Toc21353968][bookmark: _Toc27749587][bookmark: _Toc21353768][bookmark: _Toc27749386]–	BWP-Downlink
Table 4.6.3-9: BWP-Downlink
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	BWP-Id with condition BWP-Id1
	
	

	  bwp-Common
	BWP-DownlinkCommon with condition InitialBWPBWP-Id1
	
	

	  bwp-Dedicated
	BWP-DownlinkDedicated
	
	

	}
	
	
	



[bookmark: _Toc21353786][bookmark: _Toc27749405]–	BWP-DownlinkCommon
Table 4.6.3-10: BWP-DownlinkCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-DownlinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  pdcch-ConfigCommon CHOICE {
	
	
	

	    setup
	PDCCH-ConfigCommon
	
	

	
	PDCCH-ConfigCommon with condition SCell_add
	
	SCell_Add

	
	PDCCH-ConfigCommon with condition InitialBWP_SIB
	
	InitialBWP_SIB

	  }
	
	
	

	  pdcch-ConfigCommon
	Not present
	
	BWP-Id1

	  pdsch-ConfigCommon CHOICE {
	
	
	

	    setup
	PDSCH-ConfigCommon
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	InitialBWP_SIB
	Configured via DownlinkConfigCommonSIB

	BWP-Id1
	Additional BWP 1



<End of modified section>
<Start of next modified section>
[bookmark: _Toc21353830][bookmark: _Toc27749449]–	DownlinkConfigCommonSIB
Table 4.6.3-53: DownlinkConfigCommonSIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DownlinkConfigCommonSIB ::= SEQUENCE {
	
	
	

	  frequencyInfoDL
	FrequencyInfoDL-SIB
	
	

	  initialDownlinkBWP
	BWP-DownlinkCommon with condition InitialBWP_SIB
	
	

	  bcch-Config SEQUENCE {
	
	
	

	    modificationPeriodCoeff
	n4
	
	

	  }
	
	
	

	  pcch-Config SEQUENCE {
	
	
	

	    defaultPagingCycle
	rf128
	
	

	    nAndPagingFrameOffset CHOICE {
	
	
	

	      halfT
	0
	
	

	    }
	
	
	

	    ns
	one
	
	

	    firstPDCCH-MonitoringOccasionOfPO CHOICE {}
	Not present
	
	

	  }
	
	
	

	}
	
	
	



<End of modified section>
<Start of next modified section>
[bookmark: _Toc21353878][bookmark: _Toc27749497]–	PDCCH-ConfigCommon
Table 4.6.3-96: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	Initial BWP
	

	
	Not present
	
	SCell_Add
InitialBWP_SIB

	  commonControlResourceSet
	ControlResourceSet
	
	EN-DC

	
	Not present
	
	

	  searchSpaceZero
	SearchSpaceZero
	Initial BWP
	

	
	Not present
	
	SCell_Add
InitialBWP_SIB

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	    SearchSpace[2]
	SearchSpace with condition SISS
	entry 2
	

	  }
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	1 entry
	
	EN-DC

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	  }
	
	
	

	  commonSearchSpaceList
	Not present
	
	SCell_Add

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  searchSpaceOtherSystemInformation
	SearchSpaceId with condition SISS
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	
	Not present
	
	SCell_Add

	}
	
	
	



	[bookmark: _Hlk63462769]Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SCell_Add
	Add SCell

	InitialBWP_SIB
	Configured via DownlinkConfigCommonSIB or in other BWPs



<End of modified section>



