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<< Unchanged sections omitted >>
[bookmark: _Toc52989985][bookmark: _Toc60823181][bookmark: _Toc60825103]6.2A.4.1.4	Test description
6.2A.4.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR CA configuration specified in 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2A.4.1.4.1-1 to table 6.2A.4.1.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2A.4.1.4.1-1: Inter-band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for PCC and SCC (NOTE 3)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg,  Highest NRB_agg

	Test SCS as specified in Table 5.5A.3-1
	Lowest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration for PCC & SCC
	Uplink Configuration

	
	
	Modulation for all CCs
 (NOTE 2)
	RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	1
	N/A for minimum output power test case
	DFT-s-OFDM Pi/2 BPSK
	Inner Full
	Inner Full

	2
	
	DFT-s-OFDM QPSK
	Inner Full
	Inner Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM Pi/2 BPSK test applies only for UEs which supports Pi/2 BPSK in FR1.
NOTE 3:	For NR band n28, 30MHz test channel bandwidth is tested with High range test frequencies.



Table 6.2A.4.1.4.1-2: Intra-band contiguous CA (contiguous RB allocation) Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest NRB_agg,  Highest NRB_agg
(NOTE 1)

	Test SCS as specified in Table 5.5A.3-1
	Lowest

	Test Parameters for Channel Bandwidths

	Test Parameters for CA bandwidth class B and C

	Test ID
	DL configuration for PCC & SCC
	UL configuration

	
	
	Modulations for all CCs (NOTE 2)
	RB allocation (NOTE 3)

	1
	N/A
	[bookmark: OLE_LINK18]DFT-s-OFDM Pi/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM QPSK
	Inner Full

	NOTE 1:	The Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.5A.1-1.
NOTE 2:	DFT-s-OFDM Pi/2 BPSK test applies only for UEs which supports Pi/2 BPSK in FR1.
NOTE 3:	The specific configuration of each RB allocation is defined in Table 6.1A-1a.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2A.4.1.4.1-1 and Table 6.2A.4.1.4.1-2 as appropriate.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.2A.4.1.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27478077][bookmark: _Toc36226770][bookmark: _Toc44324055][bookmark: _Toc52990248][bookmark: _Toc60823447][bookmark: _Toc60825369]6.4A.1.1.4	Test description
6.4A.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, and are shown in Table 6.4A.1.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4A.1.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Mid range for PCC and SCC (NOTE 3)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Highest for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	Full RB (NOTE 1)
	DFT-s-OFDM QPSK
	REFSENS (NOTE 2)

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to Table 7.3.2.4.1-3 which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band belongs to inter-band CA combination.
NOTE 3:	For NR band n28, 30MHz test channel bandwidth is tested with High range test frequencies.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, in Figure 3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The DL and UL Reference Measurement channels are set according to Table 6.4A.1.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.4A.1.1.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27478186][bookmark: _Toc36226898][bookmark: _Toc44324183][bookmark: _Toc52990377][bookmark: _Toc60823576][bookmark: _Toc60825498]6.5.3.2.4	Test description
6.5.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.5.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1.
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1.
	Low range, Mid range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1.
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A 
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_Full

	2
	
	CP-OFDM QPSK
	Edge_1RB_Left

	3
	
	CP-OFDM QPSK
	Edge_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration.
NOTE 2:	For NR band n28, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [6] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.2.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5.  Message contents are defined in clause 6.5.3.2.4.3.
<< Unchanged sections omitted >>
6.5A.1.1.4	Test description
6.5A.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.5A.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.1.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for both PCC and SCC (NOTE 4)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest for both PCC and SCC
Highest for both PCC and SCC

	Test SCS as specified in Table 5.3.5-1
	Smallest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration for PCC & SCC
	Uplink Configuration

	
	
	Modulation for all CCs
	 RB allocation (NOTE 1)

	
	
	(NOTE 2)
	PCC
	SCC

	1
	N/A for this test
	CP-OFDM QPSK
	Outer_Full
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.3A.4-1.
NOTE 3:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A.3-1.
NOTE 4:	For NR band n28, 30MHz test channel bandwidth is tested with High range test frequencies.



Table 6.5A.1.1.4.1-2: Intra band contiguous CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	All aggregated channel bandwidth

	Test SCS as specified in Table 5.3.5-1
	Smallest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration for PCC & SCC
	Uplink Configuration

	
	
	Modulation for all CCs 
	 RB allocation (NOTE 1)

	
	
	(NOTE 2)
	PCC
	SCC

	1
	N/A for this test
	CP-OFDM QPSK
	Outer_Full
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1A-1a.
NOTE 2:	CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.5A.1-1. 
[bookmark: OLE_LINK41]NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, in Figure A.3.1.1.3 for TE diagram and section A.3.2.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.5A.1.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0. 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5A.1.1.4.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27478231][bookmark: _Toc36226946][bookmark: _Toc44324231][bookmark: _Toc52990425][bookmark: _Toc60823628][bookmark: _Toc60825549]6.5A.4.1.4	Test description
6.5A.4.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.5A.4.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.4.1.4.1-1: Inter-band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	Mid range for PCC and SCC (NOTE 4)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest for both PCC and SCC
Highest for both PCC and SCC

	Test SCS as specified in Table 5.5A.3-1
	Smallest and biggest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	
	Modulation(NOTE 3)
	RB allocation (NOTE 1)

	
	
	
	PCC
	SCC

	13
	N/A
	DFT-s-OFDM PI/2 BPSK
	Inner Full
	Inner Full

	2
	
	DFT-s-OFDM QPSK
	Inner Full
	Inner Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths and Test SCS are checked separately for each NR CA band combination, which applicable channel bandwidths and SCS are specified in Table 5.5A3-1.
NOTE 3:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.
NOTE 4:	For NR band n28, 30MHz test channel bandwidth is tested with High range test frequencies.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, in Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.5A.4.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5A.4.1.4.3.
<< End of changes >>
