

	
3GPP TSG-RAN5 Meeting #91-e	R5-212112
Online, , 17th May 2021 - 28th May 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.523-2
	CR
	0133
	rev
	-
	Current version:
	16.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Addition of applicability for new MDT TC 8.1.6.1.3.x

	
	

	Source to WG:
	MediaTek Inc.

	Source to TSG:
	R5

	
	

	Work item code:
	NR_SON_MDT-UEConTest
	
	Date:
	2021-04-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Add applicability for MDT TC 8.1.6.1.3.4/5/6/7.

	
	

	Summary of change:
	Applicability for TC 8.1.6.1.3.4/5/6/7 was added.

	
	

	Consequences if not approved:
	Lack of case applicability.

	
	

	Clauses affected:
	4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[Start of change]
[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598]4.1	Protocol conformance test cases applicability
…
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.6
	SON and MDT support for NR
	
	
	

	8.1.6.1
	Intra NR MDT
	
	
	

	8.1.6.1.1
	Immediate MDT
	
	
	

	8.1.6.1.1.1
	Immediate MDT / Measurement reporting / Location information
	Rel-16
	C121
	UEs supporting 5G Core and and standalone GNSS receiver to provide detailed location information

	8.1.6.1.1.2
	Immediate MDT / Measurement / Latency metrics for UL PDCP Packet Delay per DRB
	Rel-16
	C122
	UEs supporting 5G Core and UL PDCP Packet Delay per DRB

	8.1.6.1.2
	Logged MDT
	
	
	

	8.1.6.1.2.1
	Logged MDT / RRC_IDLE / Logging and reporting / Intra-frequency measurement
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.2
	Logged MDT / RRC_INACTIVE / Logging and reporting / Inter-frequency measurement
	Rel-16
	C125
	UEs supporting 5G core and RRC_INACTIVE and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.3
	Logged MDT / RRC_IDLE / Logging and reporting / Limiting area scope
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.4
	logged MDT/ RRC_IDLE / Logging and reporting / periodic measurement trigger
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.5
	logged MDT/ RRC_IDLE / Logging and reporting / event-based trigger
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.6
	logged MDT/ RRC_IDLE / Logging and reporting / event-based trigger / out-of-coverage
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.7
	Logged MDT / RRC_IDLE / Logging and reporting / Reporting at NR re-establishment
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.8
	Logged MDT / Logging and reporting / Reporting at RRC reconfiguration
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.9
	Logged MDT / Location information
	Rel-16
	C124
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and equipped with a GNSS receiver to provide detailed location information.

	8.1.6.1.2.10
	Logged MDT / Maintaining logged measurement configuration / UE mobility
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.11
	Logged MDT / Maintaining logged measurement configuration / UE state transitions
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.12
	Logged MDT / Release of logged MDT measurement configuration / Expire of duration timer
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.2.13
	Logged MDT / Release of logged MDT measurement configuration / Reception of new logged measurement configuration
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE.

	8.1.6.1.3
	Radio Link Failure report
	
	
	

	8.1.6.1.3.1
	Radio Link Failure / Reporting of Intra-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.2
	Radio Link Failure / Reporting of Inter-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.3
	Radio Link Failure / Reporting at RRC connection establishment and reestablishment
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.4
	Radio Link Failure / Reporting at NR handover
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.5
	Radio Link Failure / Location information
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.6
	Radio Link Failure / RACH failure report
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.7
	Radio Link Failure / Logging and reporting / Reporting at intra NR handover / PLMN list
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.4
	Connection Establishment Failure
	
	
	

	8.1.6.1.4.3
	Connection Establishment Failure / Logging and reporting / Reporting at intra-NR handover
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.
Editor's note: will probably be assigned as C126.

	8.1.6.1.4.4
	Connection Establishment Failure / Logging and reporting / Reporting at RRC connection re-establishment
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.
Editor's note: will probably be assigned as C126.

	8.1.6.1.4.5
	Connection Establishment Failure / Logging and reporting / Location Information
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.
Editor's note: will probably be assigned as C126.

	8.1.6.1.4.6
	Connection Establishment Failure / Logging and reporting / Reporting of Intra-frequency measurements
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.
Editor's note: will probably be assigned as C126.

	8.1.6.1.4.7
	Connection Establishment Failure / Logging and reporting / Reporting of Inter-frequency measurements
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.
Editor's note: will probably be assigned as C126.

	8.1.6.1.4.8
	Connection Establishment Failure / Logging and reporting / RACH failure report
	Rel-16
	Cxxx
	UEs supporting 5G Core, NR measurements and CEF (Connection Establishment Failure) logging and reporting.
Editor's note: will probably be assigned as C126.

	8.1.6.2
	Inter-RAT MDT
	
	
	

	8.2
	MR-DC RRC
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