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<<Unchaged sections skipped>>
4.5.1.1.4.3 Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 and clause 7.3.1 with the following exceptions.
Table 4.5.1.1.4.3-1: Common Exception messages for EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-5
Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition SSB RLM
Table H.3.5-10



<<Unchaged sections skipped>>
4.5.1.2.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 and clause 7.3.1 with the following exceptions.
Table 4.5.1.2.4.3-1: Common Exception messages for EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-5
Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition SSB RLM



<<Unchaged sections skipped>>
4.5.1.3.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 and clause 7.3.1 with the following exceptions. 
Table 4.5.1.3.4.3-0: Common Exception messages for EN-DC FR1 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-4
Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition SSB RLM
Table H.3.7-1 with condition DRX.3



<<Unchaged sections skipped>>
4.5.1.4.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 and clause 7.3.1 with the following exceptions.
Table 4.5.1.4.4.3-0: Common Exception messages for EN-DC FR1 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-4
Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition SSB RLM
Table H.3.7-1 with condition DRX.3



<<Unchaged sections skipped>>
4.5.1.5.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 and clause 7.3.1 with the following exceptions: 
Table 4.5.1.5.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	
Table H.3.1-9

Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition CSI-RS RLM
Table H.3.5-10



<<Unchaged sections skipped>>
4.5.1.6.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 and clause 7.3.1 with the following exceptions: 
Table 4.5.1.6.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	

Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition CSI-RS RLM



<<Unchaged sections skipped>>
4.5.1.7.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 and clause 7.3.1 with the following exceptions: 
Table 4.5.1.7.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	
Table H.3.5-4

Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8Table H.3.5-9 with Condition CSI-RS RLM

Table H.3.7-1 with condition DRX.3



<<Unchaged sections skipped>>
4.5.1.8.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 and clause 7.3.1 with the following exceptions: 
Table 4.5.1.8.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-4

Table H.3.5-5 with Condition EN-DC
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8

Table H.3.5-9 with Condition CSI-RS RLM
Table H.3.5-10

Table H.3.7-1 with condition DRX.3 and Gap



<<Unchaged sections skipped>>
6.5.1.1.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 and clause 7.3.1 with the following exceptions.
Table 6.5.1.1.4.3-0: Common Exception messages for NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in non-DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9
Table H.3.5-10



<<Unchaged sections skipped>>
6.5.1.2.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 with the following exceptions. 
Table 6.5.1.2.4.3-0: Common Exception messages for NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in non-DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9



<<Unchaged sections skipped>>
6.5.1.3.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1.
Table 6.5.1.3.4.3-0: Common Exception messages for NR SA FR1 radio link monitoring out-of-sync test for PCell configured with SSB-based RLM RS in DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9
Table H.3.7-1 with condition DRX.3



<<Unchaged sections skipped>>
6.5.1.4.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 with the following exceptions.
Table 6.5.1.4.4.3-0: Common Exception messages for NR SA FR1 radio link monitoring in-sync test for PCell configured with SSB-based RLM RS in DRX mode test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9
Table H.3.7-1 with condition DRX.3




<<Unchaged sections skipped>>
6.5.1.5.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions: 
Table 6.5.1.5.4.3-1: Common Exception messages for NR SA FR1 radio link monitoring out-of-sync test for PCell configured with CSI-RS-based RLM RS in non-DRX mode
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-9
Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition CSI-RS RLM
Table H.3.5-10



<<Unchaged sections skipped>>
6.5.1.6.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions: 
Table 6.5.1.6.4.3-1: Common Exception messages for NR SA FR1 radio link monitoring in-sync test for PCell configured with CSI-RS-based RLM RS in non-DRX mode
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	
Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition CSI-RS RLM



<<Unchaged sections skipped>>
6.5.1.7.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions: 
Table 6.5.1.7.4.3-1: Common Exception messages for NR SA FR1 radio link monitoring out-of-sync test for PCell configured with CSI-RS-based RLM RS in DRX mode
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-9; 
Table H.3.5-1
Table H.3.5-2
Table H.3.5-3
Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition CSI-RS RLM
Table H.3.7-1 with condition DRX.3



<<Unchaged sections skipped>>
6.5.1.8.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions: 
Table 6.5.1.8.4.3-1: Common Exception messages for NR SA FR1 radio link monitoring in-sync test for PCell configured with CSI-RS-based RLM RS in DRX mode
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.5-1
Table H.3.5-2
Table H.3.5-3Table H.3.5-4
Table H.3.5-5 with Condition NR
Table H.3.5-6
Table H.3.5-7
Table H.3.5-8
Table H.3.5-9 with Condition CSI-RS RLM
Table H.3.5-10
Table H.3.7-1 with condition DRX.3 and Gap



<<Unchaged sections skipped>>
H.3.5	RRC messages and information elements contents exceptions for NR radio link monitoring (RLM)
CSI-RS information elements contents exception for NR RLM SSB-Based test cases
Table H.3.5-1: VoidCSI-MeasConfig
	Derivation Path: TS 38.508-1 [14] Table 7.3.1-2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-MeasConfig::= SEQUENCE {
	
	
	

	  csi-SSB-ResourceSetToAddModList SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourceSets)) OF{
	1 entry
	
	

	   CSI-SSB-ResourceSet SEQUENCE {
	
	
	

	      csi-SSB-ResourceSetId
	0
	
	

	     csi-SSB-ResourceList SEQUENCE (SIZE(1..maxNrofCSI-SSB-ResourcePerSet)) OF{
	
	
	

	         SSB-Index
	SSB-Index
	
	

	     }
	
	
	

	   }
	
	
	

	  }
	
	
	

	csi-ResourceConfigToAddModList SEQUENCE (SIZE (1..maxNrofCSI-ResourceConfigurations)) OF{
	2 entries
	
	

	  CSI-ResourceConfig[0]
	CSI-ResourceConfig for TRS
	
	

	  CSI-ResourceConfig[1]
	CSI-ResourceConfig
	
	

	  }
	
	
	

	}
	
	
	

	csi_ReportConfigToAddModList
	CSI-ReportConfig
	
	

	reportTriggerSize
	Not present
	
	

	aperiodicTriggerStateList
	Not present
	
	

	}
	
	
	



Table H.3.5-2: VoidCSI-ResourceConfig
	Derivation Path: TS 38.331[13], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfig ::= SEQUENCE {
	
	
	

	  csi-ResourceConfigId
	CSI-ResourceConfigId
	
	

	  csi-RS-ResourceSetList CHOICE {
	
	
	

	    nzp-CSI-RS-SSB  SEQUENCE {
	
	
	

	        csi-SSB-ResourceSetList SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourceSetsPerConfig)) OF{
	1 entry
	
	

	        CSI-SSB-ResourceSetId[0]
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table H.3.5-3: VoidCSI-ResourceConfigId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfigId
	1
	
	



Table H.3.5-4: CSI-ReportConfig
	Derivation Path: TS 38.508[14] Table 4.6.3-39

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigId
	CSI-ReportConfigId
	
	

	  carrier
	Not present
	
	

	  resourcesForChannelMeasurement
	1
	
	

	  csi-IM-ResourcesForInterference
	Not present 
	
	

	  nzp-CSI-RS-ResourcesForInterference
	Not present 
	
	

	  reportConfigType CHOICE {
	
	
	

	    periodic SEQUENCE {
	
	
	

	      reportSlotConfig ::=  CHOICE {
	
	
	

	         slots5
	0
	
	SCS15kHz_FDD

	         slots5
	2
	
	SCS15kHz_TDD

	         slots10
	4
	
	SCS30kHz

	       }
	
	
	

	       pucch-CSI-ResourceList SEQUENCE (SIZE (1..maxNrofBWPs)) OF{
	
	
	

	          PUCCH_CSI_Resource[0] SEQUENCE {
	
	
	

	               uplinkBandwidthPartId
	BWP-Id
	
	

	                pucch_Resource
	9
	
	

	           }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	     ssb-Index-RSRP
	NULL, 
	
	

	  }
	
	
	

	  reportFreqConfiguration
	Not present
	
	

	  codebookConfig
	Not present
	
	

	  cqi-Table
	Table1
	
	

	  subbandSize
	Value1
	
	

	}
	
	
	



	Condition
	Explanation

	SCS15kHz_FDD
	SCS 15 kHz test configuration for FDD configuration

	SCS15kHz_TDD
	SCS 15 kHz test configuration for TDD configuration

	SCS30kHz
	SCS 30 kHz test configuration



RRCReconfiguration: to setup secondaryCellGroup Configuration
Table H.3.5-5: VoidRRCReconfiguration
	Derivation path: 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration::=SEQUENCE{
	
	
	

	  criticalExtensions CHOICE{
	
	
	

	    rrcReconfiguration SEQUENCE{
	
	
	

	      secondaryCellGroup
	CellGroupConfig
	OCTET STRING
	EN-DC

	      nonCriticalExtension SEQUENCE {
	
	
	NR

	        masterCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	NR
	NG-RAN NR Radio Access



CellGroupConfig: to setup spCellConfigDedicated Configuration
Table H.3.5-6: VoidCellGroupConfig
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	}
	
	
	



ServingCellConfig: to setup initialDownlinkBWP Configuration
Table H.3.5-7: VoidServingCellConfig
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  initialDownlinkBWP
	BWP-DownlinkDedicated
	
	

	}
	
	
	



BWP-DownlinkDedicated: to setup radioLinkMonitoringConfig Configuration
Table H.3.5-8: VoidBWP-DownlinkDedicated
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-11

	Information Element
	Value/remark
	Comment
	Condition

	BWP-DownlinkDedicated ::= SEQUENCE {
	
	
	

	  radioLinkMonitoringConfig
	RadioLinkMonitoringConfig
	
	

	}
	
	
	



RadioLinkMonitoringConfig: Configuration for RLM RS
Table H.3.5-9: RadioLinkMonitoringConfig
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-133

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringConfig ::= SEQUENCE {
	
	
	

	  failureDetectionResourcesToAddModList SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF SEQUENCE {
	1 entry
	
	

	    radioLinkMonitoringRS-Id[1]
	0
	
	

	    purpose[1]
	rlf
	
	

	    detectionResource[1] CHOICE {
	
	
	

	      ssb-Index
	0
	
	SSB RLM

	      csi-RS-Index
	NZP-CSI-RS-ResourceId of the RLM-RSspecified in TC
	
	CSI-RS RLM

	    }
	
	
	

	  }
	
	
	

	  failureDetectionResourcesToReleaseList
	Not present
	
	

	  beamFailureInstanceMaxCount
	Not present
	
	

	  beamFailureDetectionTimer
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	SSB RLM
	Configuration for SSB based RLM test cases

	CSI-RS RLM
	Configuration for CSI-RS based RLM test cases



MeasConfig-RLM
Table H.3.5-10: MeasConfig-RLM
	Derivation path: 38.508-1 [14] table 4.6.3-69

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList 
	Not present
	
	

	  reportConfigToAddModList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-DEFAULT with condition RLM
	
	

	}
	
	
	




<<End of change>>

