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<Unchanged Sections Skipped>
Table 6.2.1.1.3.3-4: UE multi-band relaxation factors for power class 3 (Rel-15)
	Supported bands
	∑MBP (dB)
	∑MBS (dB)

	n257, n258
	≤ 1.3
	≤ 1.25

	n257, n260
	≤ 1.0
	≤ 0.753

	n258, n260
	≤ 1.0
	≤ 0.753

	n258, n261
	≤ 1.0
	≤ 1.25

	n260, n261
	0.0
	≤ 0.752

	n257, n261
	0.0
	0.0

	n257, n258, n260
	≤ 1.7
	≤ 1.753

	n257, n258, n261
	≤ 1.7
	≤ 1.75

	n257, n260, n261
	≤ 0.5
	≤ 1.253

	n258, n260, n261
	≤ 1.5
	≤ 1.253

	n257, n258, n260, n261
	≤ 1.7
	≤ 1.753

	NOTE 1:	The requirements in this table are applicable to UEs which support only the indicated bands
NOTE 2:	For supported bands n260 + n261, ΔMBS,n is not applied for band n260
NOTE 3:	For n260, maximum applicable MBS,n is 0.4 dB and MBP,n is 0.75 dB
NOTE 4:	For all bands except n260, the maximum applicable MBP,n and MBS,n is 0.75 dB.
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