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	Reason for change:
	Test direction selection rule is still not finalized.

	
	

	Summary of change:
	  Test direction selection rule is finalized.
· For setup 2b, it is clarified that the separtion of AoA for consecutive iteration is 30deg in great circle distance so that readers misunderstand it is a degree in long-lat system (theta, phi). 
· For setup 4b, specify the rule based on R5-204886(Seem missed to be implement to the 38.533). Although minimum number of test direction is proposed with [10] in R5-204886, after some consideration, we propose 5 directions instead. This is because that the freedom of rotation is constrained by the condition “one of the test direction is Rx beam peak”, hence the avilable test direction is much less than those of setup 3, and is in fact constrained by the number of physical probes. Considering that variation of relative AoA is 30, 60, 90, 120 and150, we propose 5 points as a minimum number.
· For test setup 3 and setup 2b, as per the outcome of discussion during RAN5#91 ( associated paper : R5-213337r1 ), 33 directions is selected for Setup 2b and Setup 3
· Removed square brackets.
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	Consequences if not approved:
	Test case remains incomplete due to pending test direction selection rule
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<<Unchaged sections skipped>>
A.9	Angle of Arrival (AoA) for FR2 RRM test cases
This clause specifies the AoA setups for FR2 RRM test cases in section 5 and 7. The applicable AoA setup is defined in each test case in section 5 and 7.
A.9.1	Setup 1: Single AoA in Rx beam peak direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, are aligned to the UE Rx beam peak direction (as defined in TS 38.101-2 [3]).
A.9.2	Setup 2: Single AoA in non Rx beam peak direction
A.9.2.1	Setup 2a: Single AoA in non Rx beam peak direction without change in direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, align to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] for each UE power class. The direction (AoA) of the signals shall not be changed between test iterations.
A.9.2.2	Setup 2b: Single AoA in non Rx beam peak direction with change in direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, align to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] for each UE power class. For UE power class 3, the direction (AoA) of the signals shall be changed for each test iteration (for UE power classes other than 3, this is FFS). Unless otherwise specified by the test case, the TE shall alternate between a minimum of [1033] different AoAs. The minimum separation between AoAs used in consecutive iterations shall be [30°] in great-circle distance.
Note: if it is not possible to find at least [1033] different test points meeting the required criteria (FFS), the test shall [alternate between all the available test points].
Editor’s Note: the definition of further rules to select the different AoAs is FFS.
A.9.3	Setup 3: 2 AoAs
There are 2 active probes in the test. The DL signals, and noise if applicable, transmitted from the two active probes, align to directions (AoAs) which are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] for each UE power class. The relative angular offset between the directions (AoAs) of the 2 active probes, shall be changed for each test iteration. Unless otherwise specified by the test case, the TE shall alternate between a minimum of [1033] different test points. A test point comprehends the relative angular offset between the active probes, and the AoA of each of the signals from the UE point of view. The relative angular offset between the active probes must change for consecutive test points.
The applicable set of relative angular offsets between the 2 active probes is given in Table A.9.3-1 for each UE power class.
Table A.9.3-1: Set of relative angular offsets between active probes for each power class
	UE Power class
	Relative angular offset between active probes

	1
	FFS

	2
	FFS

	3
	30°, 60°, 90°, 120° and 150°

	4
	FFS



Note: if it is not possible to find at least [1033] different test points meeting the required criteria (that is, the two AoAs are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] and the angular offset between them corresponds to one of the offsets in Table A.9.3-1 for the corresponding UE power class), the test shall [alternate between all the available test points].
Editor’s Note: the definition of further rules to select the different test points is FFS.
A.9.4	Setup 4: 2 AoAs, 1 AoA in Rx beam peak direction, 1 in non Rx beam peak
A.9.4.1	Setup 4a: 2 AoAs, 1 AoA in Rx beam peak direction, 1 in non Rx beam peak without change in direction
There are 2 active probes in the test. The DL signals, and noise if applicable, are transmitted from the two active probes. One probe is aligned to the UE Rx beam peak direction as defined in TS 38.101-2 [3]. The second is aligned to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] for each UE power class. The direction (AoA) of the non Rx beam peak signal shall not be changed between test iterations. 
A.9.4.2	Setup 4b: 2 AoAs, 1 AoA in Rx beam peak direction, 1 in non Rx beam peak with change in direction
There are 2 active probes in the test. The DL signals, and noise if applicable, are transmitted from the two active probes. One probe is aligned to the UE Rx beam peak direction as defined in TS 38.101-2 [3]. The second is aligned to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] for each UE power class.
For UE power class 3, the relative angular offset between the directions (AoAs) of the 2 active probes shall be changed for each test iteration, within the probe alignment described above. The applicable set of relative angular offsets between the 2 active probes is given in Table A.9.3-1 for each UE power class. Unless otherwise specified by the test case, the TE shall alternate between a minimum of 5 different test points. A test point comprehends the relative angular offset between the active probes, and the AoA of each of the signals from the UE point of view, one of them being the Rx beam peak direction. The relative angular offset between the active probes must change for consecutive test points.
Note: if it is not possible to find at least 5 different test points meeting the required criteria (that is, the two AoAs are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] and the angular offset between them corresponds to one of the offsets in Table A.9.3-1 for the corresponding UE power class), the test shall alternate between all the available test points.
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