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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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[6]	3GPP TS 34.229-3: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) conformance specification; Part 3: Abstract Test Suites (ATS)".
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[29]	Void.
[30]	Void.
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[54]	Void.
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[64]	3GPP TS 24.109: “Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details”.
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[73]	3GPP TS 36.523-2: "User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS)proforma specification".
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[83]	GSMA PRD IR.92: "IMS Profile for Voice and SMS".
[84]	GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi".
[85]	3GPP TS 24.238: "Session Initiation Protocol (SIP) based user configuration; Stage3".
[86]	IETF RFC 4028 (April 2005): "Session Timers in the Session Initiation Protocol (SIP)".
[87]	GSMA PRD NG.108: "IMS Profile for Voice and SMS for UE category M1".[88]	IETF RFC 8147 (May 2017): "Next-Generation Pan-European eCall".
[88]	FFS
[89]	GSMA PRD NG.102: "IMS Profile for Converged IP Communications".
[90]	3GPP TS 24.390: " Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem IMS; Stage 3"
[91]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone"
[92]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone"
[93]	3GPP TS 38.508-2: "5GS; User Equipment (UE) conformance specification; Part 2: Common Implementation Conformance Statement (ICS) proforma specification".
[94]	3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".
[95]	3GPP TS 34.229-5: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) conformance specification; Part 5: Protocol conformance specification using 5G System (5GS)".
[96]	GSMA PRD NG.114: "IMS Profile for Voice, Video and Messaging over 5GS, Version 1.0".
[97]	3GPP TS 27.007: "AT command set for User Equipment (UE)".
[98]	GSMA PRD NG.114: "IMS Profile for Voice, Video and Messaging over 5GS, Version 2.0".
[99]	3GPP TS 34.229-2 Release 16: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) specification"
[bookmark: _Toc500932310][bookmark: _Toc51774537][bookmark: _Toc68191981][bookmark: _Toc75424688]3	Definitions and abbreviations
[bookmark: _Toc500932311][bookmark: _Toc51774538][bookmark: _Toc68191982][bookmark: _Toc75424689]3.1	Definitions
VoidFor the purposes of the present document, the following terms and definitions apply, in addition to those in TR 21.905 [1]:
-	terms defined in the relevant 3GPP core specifications (see normative references);
-	terms defined in ISO/IEC 9646‑1 [7] and in ISO/IEC 9646‑7 [8].
In particular, the following terms defined in ISO/IEC 9646‑1 [7] apply:
Implementation Conformance Statement (ICS): statement made by the supplier of an implementation or system claimed to conform to a given specification, stating which capabilities have been implemented
The ICS can take several forms: protocol ICS, profile ICS, profile specific ICS, information object ICS, etc.
ICS proforma: document, in the form of a questionnaire, which when completed for an implementation or system becomes an ICS
[bookmark: _Toc500932312][bookmark: _Toc51774539][bookmark: _Toc68191983][bookmark: _Toc75424690]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ICS	Implementation Conformance Statement
SCS	System Conformance Statement
UEUT	User Equipment Under Test
[bookmark: _Toc500932313][bookmark: _Toc51774540][bookmark: _Toc68191984][bookmark: _Toc75424691]4	Recommended test case applicability
The requirements of the present document are provided in 3GPP TS 34.229-2 Release 16 [99].
The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.
The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.
Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well.
[bookmark: _Toc500932314][bookmark: _Toc51774543][bookmark: _Toc68191987][bookmark: _Toc75424694][bookmark: _Hlk86331113]Annex A (normative): Void

ICS proforma for 3rd Generation User Equipment supporting IP multimedia call control based on SIP and SDP
Notwithstanding the provisions of the copyright related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.
[bookmark: _Toc500932315][bookmark: _Toc51774544][bookmark: _Toc68191988][bookmark: _Toc75424695]A.1	Guidance for completing the ICS proforma
[bookmark: _Toc500932316][bookmark: _Toc51774545][bookmark: _Toc68191989][bookmark: _Toc75424696]A.1.1	Purposes and structure
The purpose of this ICS proforma is to provide a mechanism whereby a supplier of an implementation of the requirements defined in relevant specifications may provide information about the implementation in a standardised manner.
The ICS proforma is subdivided into clauses for the following categories of information:
-	instructions for completing the ICS proforma;
-	identification of the implementation;
-	identification of the protocol;
-	ICS proforma tables (for example: UE roles specific to additional capabilities, Major capabilities etc).
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