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6.3D.3.4.5	Test requirement
The ON/OFF power of SRS time mask for UL MIMO shall not exceed the values specified in Table 6.3D.3.4.5-1 to Table 6.3D.3.4.5-4.
Table 6.3D.3.4.5-1: Test requirement of OFF power of SRS time mask for UL MIMO ON/OFF time mask
	
	Channel bandwidth/Opera Output Power [dBm] / measurement bandwidth

	
	50
MHz
	100
MHz
	200
MHz
	400
MHz

	Transmit OFF
power
	≤ -30+TT+R dBm

	Transmission OFF measurement bandwidth
	47.58 MHz
	95.16 MHz
	190.20 MHz
	380.28 MHz

	Note 1:	Core requirements cannot be tested due to testability issue and test requirement includes relaxation to achieve impact from test system noise to measurement results = 1.0 dB (Minimum requirement + relaxation R).
Note 2:	Relaxation R is specified in Table 6.3D.3.4.5-3.



Table 6.3D.3.4.5-2: Test requirement of ON power of SRS for UL MIMO ON/OFF time mask
	
	SCS 
	Channel bandwidth / measurement bandwidth

	
	[kHz]
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	Expected Transmission ON 
	60
	8.1 dBm
	7.1 dBm
	8.1 dBm
	N/A

	power for DFT-s-OFDM
	120
	8.1 dBm
	7.1 dBm
	8.1 dBm
	7.1 dBm

	ON 
Power tolerance
	± (14+TT) dB

	Note 1:	The lower power limit shall not exceed the minimum output power requirements defined in sub-clause 6.3.2.3, and the higher power limit shall not exceed the Max EIRP defined in sub-clause 6.2.1.3.
Note 2:	TT for each frequency and channel bandwidth is specified in Table 6.3D.3.4.5-3.



Table 6.3D.3.4.5-3: Relaxation required for OFF power for PC3 UEs
	Operating band
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257, n258, n261
	[19.4] dB
	[22.4] dB
	[25.4] dB
	[28.4] dB

	n260
	[21.5] dB
	[24.5] dB
	[27.5] dB
	[30.5] dB



Table 6.3D.3.4.5-4: Test Tolerance for SRS time mask for UL-MIMO ON power 
	Test Metric
	FR2a
	FR2b

	DUT ≤ 30 cm
	[TBD] dB
	[TBD] dB
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