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[Start of changes]
6.6.2.3_3.5	Test requirement
6.6.2.3_3.5.1	Test requirements E-UTRA
-	The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.3_1.5-1 as appropriate, and
-	if the measured adjacent channel power is greater than –50 dBm then the measured E-UTRAACLR, derived in step 7, shall be higher than the limits in table 6.6.2.3_3.5.1-1.
Table 6.6.2.3_3.5.1-1: E-UTRA UE ACLR
	
	Channel bandwidth / E-UTRAACLR1 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	E-UTRAACLR1
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UE channel
	+1.4 MHz or -1.4 MHz
	+3 MHz or
-3 MHz
	+5MHz or
-5MHz
	+10MHz or
-10MHz
	+15MHz or -15MHz
	+20MHz or
-20MHz



6.6.2.3_3.5.12	Test requirements UTRA
If the measured UTRA channel power is greater than –50dBm then the measured UTRAACLR1, UTRAACLR2, derived in step 8, shall be higher than the limits in table 6.6.2.3_3.5.2-1.
Table 6.6.2.3_3.5.2-1: UTRA UE ACLR
	
	Channel bandwidth / UTRAACLR1/2 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	UTRAACLR1
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB

	Adjacent channel centre frequency offset (in MHz)
	0.7+BWUTRA/2
/
-0.7-BWUTRA/2
	1.5+BWUTRA/2
/
-1.5-BWUTRA/2
	2.5+BWUTRA/2
/
-2.5-BWUTRA/2
	5+BWUTRA/2
/
-5-BWUTRA/2
	7.5+BWUTRA/2
/
-7.5-BWUTRA/2
	10+BWUTRA/2
/
-10-BWUTRA/2

	UTRAACLR2
	-
	-
	35.2 dB
	35.2 dB
	35.2 dB
	35.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2
/
-2.5-3*BWUTRA/2
	5+3*BWUTRA/2
/
-5-3*BWUTRA/2
	7.5+3*BWUTRA/2
/
-7.5-3*BWUTRA/2
	10+3*BWUTRA/2
/
-10-3*BWUTRA/2

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	Note 1:	Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
Note 2:	Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
Note 3:	BWUTRA for UTRA FDD is 5MHz and for UTRA TDD is 1.6MHz.


[Several Clauses skipped]
6.6.2.3_5.5	Test requirement
6.6.2.3_5.5.1	Test requirements E-UTRA
-	The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.3_5.5-1 as appropriate, and
-	if the measured adjacent channel power is greater than –50 dBm then the measured E-UTRAACLR, derived in step 7, shall be higher than the limits in table 6.6.2.3_5.5.1-1.
Table 6.6.2.3_5.5.1-1: E-UTRA UE ACLR
	
	Channel bandwidth / E-UTRAACLR1 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	E-UTRAACLR1
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UE channel
	+1.4 MHz or -1.4 MHz
	+3 MHz or
-3 MHz
	+5MHz or
-5MHz
	+10MHz or
-10MHz
	+15MHz or -15MHz
	+20MHz or
-20MHz



6.6.2.3_5.5.12	Test requirements UTRA
If the measured UTRA channel power is greater than –50dBm then the measured UTRAACLR1, UTRAACLR2, derived in step 8, shall be higher than the limits in table 6.6.2.3_5.5.2-1.
Table 6.6.2.3_5.5.2-1: UTRA UE ACLR
	
	Channel bandwidth / UTRAACLR1/2 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	UTRAACLR1
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB

	Adjacent channel centre frequency offset (in MHz)
	0.7+BWUTRA/2
/
-0.7-BWUTRA/2
	1.5+BWUTRA/2
/
-1.5-BWUTRA/2
	2.5+BWUTRA/2
/
-2.5-BWUTRA/2
	5+BWUTRA/2
/
-5-BWUTRA/2
	7.5+BWUTRA/2
/
-7.5-BWUTRA/2
	10+BWUTRA/2
/
-10-BWUTRA/2

	UTRAACLR2
	-
	-
	35.2 dB
	35.2 dB
	35.2 dB
	35.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2
/
-2.5-3*BWUTRA/2
	5+3*BWUTRA/2
/
-5-3*BWUTRA/2
	7.5+3*BWUTRA/2
/
-7.5-3*BWUTRA/2
	10+3*BWUTRA/2
/
-10-3*BWUTRA/2

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	Note 1:	Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
Note 2:	Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
Note 3:	BWUTRA for UTRA FDD is 5MHz and for UTRA TDD is 1.6MHz.



[Several Clauses skipped]
6.6.2.3_6.5	Test requirement
Same test requirements as in clause 6.6.2.3_2.5 with following exception:
-	Instead of Table 6.2.3_2.5-1  use Table 6.2.3_6.5-1
[bookmark: _Toc336589692]6.6.2.3EA.5	Test requirement
6.6.2.3EA.5.1	Test requirements E-UTRA
-	The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in [Table 6.2.3EA.5-1 to 6.2.3EA.5-7, as appropriate,
and
-	if the measured adjacent channel power is greater than –50 dBm then the measured E-UTRAACLR, derived in step 7, shall be higher than the limits in table 6.6.2.3EA.5.1-1.
Table 6.6.2.3EA.5.1-1: E-UTRA UE ACLR
	
	Channel bandwidth / E-UTRAACLR1 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	E-UTRAACLR1
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UE channel
	+1.4 MHz or -1.4 MHz
	+3 MHz or
-3 MHz
	+5MHz or
-5MHz
	+10MHz or
-10MHz
	+15MHz or -15MHz
	+20MHz or
-20MHz



6.6.2.3EA.5.2	Test requirements UTRA
If the measured UTRA channel power is greater than –50dBm then the measured UTRAACLR1, UTRAACLR2, derived in step 8, shall be higher than the limits in table 6.6.2.3EA.5.2-1.
Table 6.6.2.3EA.5.2-1: UTRA UE ACLR
	
	Channel bandwidth / UTRAACLR1/2 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	UTRAACLR1
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB

	Adjacent channel centre frequency offset (in MHz)
	0.7+BWUTRA/2
/
-0.7-BWUTRA/2
	1.5+BWUTRA/2
/
-1.5-BWUTRA/2
	2.5+BWUTRA/2
/
-2.5-BWUTRA/2
	5+BWUTRA/2
/
-5-BWUTRA/2
	7.5+BWUTRA/2
/
-7.5-BWUTRA/2
	10+BWUTRA/2
/
-10-BWUTRA/2

	UTRAACLR2
	-
	-
	35.2 dB
	35.2 dB
	35.2 dB
	35.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2
/
-2.5-3*BWUTRA/2
	5+3*BWUTRA/2
/
-5-3*BWUTRA/2
	7.5+3*BWUTRA/2
/
-7.5-3*BWUTRA/2
	10+3*BWUTRA/2
/
-10-3*BWUTRA/2

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	Note 1:	Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
Note 2:	Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
Note 3:	BWUTRA for UTRA FDD is 5MHz and for UTRA TDD is 1.6MHz.



[Several Clauses skipped]
6.6.2.3EB.5	Test requirement
6.6.2.3EB.5.1	Test requirements E-UTRA
-	The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.3EB.5-1 as appropriate,
and
-	if the measured adjacent channel power is greater than –50 dBm then the measured E-UTRAACLR, derived in step 7, shall be higher than the limits in table 6.6.2.3EB.5.1-1.
Table 6.6.2.3EB.5.1-1: E-UTRA UE ACLR
	
	Channel bandwidth / E-UTRAACLR1 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	E-UTRAACLR1
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UE channel
	+1.4 MHz or -1.4 MHz
	+3 MHz or
-3 MHz
	+5MHz or
-5MHz
	+10MHz or
-10MHz
	+15MHz or -15MHz
	+20MHz or
-20MHz



6.6.2.3EB.5.2	Test requirements UTRA
If the measured UTRA channel power is greater than –50dBm then the measured UTRAACLR1, UTRAACLR2, derived in step 8, shall be higher than the limits in table 6.6.2.3EB.5.2-1.
Table 6.6.2.3EB.5.2-1: UTRA UE ACLR
	
	Channel bandwidth / UTRAACLR1/2 / measurement bandwidth

	
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	UTRAACLR1
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB

	Adjacent channel centre frequency offset (in MHz)
	0.7+BWUTRA/2
/
-0.7-BWUTRA/2
	1.5+BWUTRA/2
/
-1.5-BWUTRA/2
	2.5+BWUTRA/2
/
-2.5-BWUTRA/2
	5+BWUTRA/2
/
-5-BWUTRA/2
	7.5+BWUTRA/2
/
-7.5-BWUTRA/2
	10+BWUTRA/2
/
-10-BWUTRA/2

	UTRAACLR2
	-
	-
	35.2 dB
	35.2 dB
	35.2 dB
	35.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2
/
-2.5-3*BWUTRA/2
	5+3*BWUTRA/2
/
-5-3*BWUTRA/2
	7.5+3*BWUTRA/2
/
-7.5-3*BWUTRA/2
	10+3*BWUTRA/2
/
-10-3*BWUTRA/2

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	Note 1:	Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
Note 2:	Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
Note 3:	BWUTRA for UTRA FDD is 5MHz and for UTRA TDD is 1.6MHz.



[End of changes]
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