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[bookmark: _Toc27479486][bookmark: _Toc36058673][bookmark: _Toc44067596][bookmark: _Toc52716522][bookmark: _Toc58239167][bookmark: _Toc68246749][bookmark: _Toc75790062]6.1.1.4	Applicability of requirements for mandatory UE features with capability signalling
The performance requirements in Table 6.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 6.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR1 FDD
	CQI
	Clause 6.2.3.1.1.1
	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	
	
	PMI
	Clause 6.3.3.1.2
	

	
	
	RI
	Clause 6.4.2.1
Clause 6.4.3.1
	

	
	FR1 TDD
	CQI
	Clause 6.2.3.2.1.1
	

	
	
	PMI
	Clause 6.3.3.2.2
	

	
	
	RI
	Clause 6.4.2.2
Clause 6.4.3.2
	

	Supported maximum number of ports across all configured NZP-CSI-RS resources per CC
(maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC)
	FR1 FDD
	PMI
	Clause 6.3.2.1.1
Clause 6.3.2.1.2
Clause 6.3.3.1.1
Clause 6.3.3.1.2
	The requirements apply only in case the number of NZP-CSI-RS ports in the test case satisfies UE capability on maximum number of NZP-CSI-RS ports

	
	
	RI
	Clause 6.4.3.1 (Test 4)
	

	
	FR1 TDD
	PMI
	Clause 6.3.2.2.1
Clause 6.3.2.2.2
Clause 6.3.3.2.1
Clause 6.3.3.2.2
	

	
	
	RI
	Clause 6.4.3.2 (Test 4)
	



<Start of change>
[bookmark: _Toc67918136][bookmark: _Toc76298179][bookmark: _Toc76572191][bookmark: _Toc76652058][bookmark: _Toc76652896]6.1.1.5	Applicability of Channel Quality Indicator (CQI) reporting requirements for CA
[bookmark: _Toc67918137][bookmark: _Toc76298180][bookmark: _Toc76572192][bookmark: _Toc76652059][bookmark: _Toc76652897]6.1.1.5.1	Applicability and test rules for different duplex modes and SCS combinations
The applicability and test rules for different duplex modes and SCS combinations are defined in Table 6.1.1.5.1-1.
Table 6.1.1.5.1-1: Applicability for different duplex modes and SCS combinations
	Tests
	PCell CC configuration

	Test 1 in Clause 6.2A.3.1.1
	TDD CC if supported, otherwise FDD CC

	Test 2 in Clause 6.2A.3.1.1 (NOTE 2)
	Any of CCs

	Test 3 in Clause 6.2A.3.1.1
	Any of CCs

	NOTE 1: 	The test coverage can be considered fulfilled if UE passes one of the CC as PCell in Test 1.
NOTE 2: 	These scenarios are only tested for UEs which are not verified with Test 1 in Clause 6.2A.3.1.1.



[bookmark: _Toc67918138][bookmark: _Toc76298181][bookmark: _Toc76572193][bookmark: _Toc76652060][bookmark: _Toc76652898]6.1.1.5.2	Applicability and test rules for different CA configurations and bandwidth combination sets
The performance requirement for CA CQI tests in clause 6.2A are defined independent of CA configurations and bandwidth combination sets specified in clause 5.5A in TS 38.101-1 [6]. 
For UEs supporting multiple CA capabilities, test any one of the supported CA capabilities with largest aggregated CA bandwidth combination. The categorization of CA capability is specified in clause 5.1.1.7.1.
For UEs supporting multiple CA configurations from the selected CA capability, test any one of the supported CA configurations with largest aggregated CA bandwidth combination. For simplicity, the CA configuration refers to combination of CA configuration and bandwidth combination set.
A single uplink CC is configured for all tests.
[bookmark: _Toc67918139][bookmark: _Toc76298182][bookmark: _Toc76572194][bookmark: _Toc76652061][bookmark: _Toc76652899]6.1.1.5.3	Test coverage for different number of component carriers
For CA CQI tests specified in clause 6.2A, among all supported CA capabilities, if corresponding CA tests with the largest number of CCs supported by the UE are tested, the test coverage can be considered fulfilled without executing the CA tests with less than the largest number of CCs supported by the UE.
[bookmark: _Toc67918140][bookmark: _Toc76298183][bookmark: _Toc76572195][bookmark: _Toc76652062][bookmark: _Toc76652900]6.1.1.5.4	Applicability rule and antenna connection for CA tests with 4 RX
All the requirements specified in clause 6.2A for CA with 2 RX are applied for 4 RX capable UEs by connecting all 4 RX with data source from system simulator and reducing the signal power density by 3 dB compared to the signal power density for 2 RX in the test configurations.

<End of change>
[bookmark: _Toc27479487][bookmark: _Toc36058674][bookmark: _Toc44067597][bookmark: _Toc52716523][bookmark: _Toc58239168][bookmark: _Toc68246750][bookmark: _Toc75790063]6.1.2	Common test parameters
Parameters specified in Table 6.1.2-1 are applied for all test cases in this section unless otherwise stated.
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