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<Start of modified section 1>
–	RRCReconfigurationSidelink
Table 4.6.1A-3: RRCReconfigurationSidelink
	Derivation Path: TS 38.331 [6], clause 6.6.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationSidelink ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier-r16
	RRC-TransactionIdentifier
	
	[bookmark: _GoBack]RX

	
	(0..3)
	
	TX

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfigurationSidelink-r16 SEQUENCE {
	
	
	

	      slrb-ConfigToAddModList-r16
	Not present
	
	

	      slrb-ConfigToAddModList-r16 SEQUENCE (SIZE (1..maxNrofSLRB-r16)) OF SLRB-Config-r16 {
	1 entry
	
	SL_DRB

	        SLRB-Config-r16[1] SEQUENCE {
	
	entry 1
	

	          slrb-PC5-ConfigIndex-r16
	Not checked
	
	TX

	
	1
	
	RX

	          sl-SDAP-ConfigPC5-r16
	Not checked
	
	TX

	          sl-SDAP-ConfigPC5-r16 SEQUENCE {
	
	
	RX

	            sl-MappedQoS-FlowsToAddList-r16 SEQUENCE (SIZE (1.. maxNrofSL-QFIsPerDest-r16)) OF SL-PQFI-r16 {
	1 entry
	
	

	              SL-PQFI-r16[1]
	Not checked1
	entry 1
	

	            }
	
	
	

	            sl-MappedQoS-FlowsToReleaseList-r16
	Not present
	
	

	            sl-SDAP-Header-r16
	absent
	
	

	          }
	
	
	

	          sl-PDCP-ConfigPC5-r16
	Not checked
	
	TX

	          sl-PDCP-ConfigPC5-r16 SEQUENCE {
	
	
	RX

	            sl-PDCP-SN-Size-r16
	len12bits
	
	

	            sl-OutOfOrderDelivery-r16
	Not present
	
	

	          }
	
	
	

	          sl-RLC-ConfigPC5-r16
	Not checked
	
	TX

	          sl-RLC-ConfigPC5-r16 CHOICE {
	
	
	RX

	            sl-AM-RLC-r16 SEQUENCE {
	
	
	

	              sl-SN-FieldLengthAM-r16
	size12
	
	

	            }
	
	
	

	          }
	
	
	

	          sl-MAC-LogicalChannelConfigPC5-r16
	Not Checked
	
	TX

	          sl-MAC-LogicalChannelConfigPC5-r16 SEQUENCE {
	
	
	RX

	            sl-LogicalChannelIdentity-r16
	Not checked LogicalChannelIdentity with condition DRB1
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      slrb-ConfigToReleaseList-r16
	Not present
	
	

	      sl-MeasConfig-r16
	Not present
	
	

	      sl-MeasConfig-r16 CHOICE {
	
	
	SL_MEAS

	        setup
	Not Checked
	
	TX

	        setup SEQUENCE {
	
	
	RX

	          sl-MeasObjectToRemoveList-r16
	Not present
	
	

	          sl-MeasObjectToAddModList-r16
	SL-MeasObjectList-r16
	
	

	          sl-ReportConfigToRemoveList-r16
	Not present
	
	

	          sl-ReportConfigToAddModList-r16
	SL-ReportConfigList-r16
	
	

	          sl-MeasIdToRemoveList-r16
	Not present
	
	

	          sl-MeasIdToAddModList-r16
	SL-MeasIdList-r16
	
	

	          sl-QuantityConfig-r16
	SL-QuantityConfig-r16
	
	

	        }
	
	
	

	      }
	
	
	

	      sl-CSI-RS-Config-r16
	Not present
	
	SL_CSI

	      sl-CSI-RS-Config-r16 CHOICE {
	
	
	SL_CSI

	        setup
	Not Checked
	
	TX

	        setup SEQUENCE {
	
	
	RX

	          sl-CSI-RS-FreqAllocation-r16 CHOICE {
	
	
	

	            sl-OneAntennaPort-r16
	000000000001
	
	

	          }
	
	
	

	          sl-CSI-RS-FirstSymbol-r16
	6
	
	

	        }
	
	
	

	      }
	
	
	

	      sl-ResetConfig-r16
	Not present
	
	

	      sl-LatencyBoundCSI-Report-r16
	Not present
	
	

	
	160
	
	SL_CSI

	      lateNonCriticalExtension
	Not checked
	
	TX

	
	Not present
	
	RX

	      nonCriticalExtension
	Not checked
	
	TX

	
	Not present
	
	RX

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	SL_DRB
	To provide peer UE SL DRB related configuration via PC5 RRC

	SL_MEAS
	To provide peer UE SL RSRP measurement and reporting related configuration via PC5 RRC

	SL_CSI
	To provide peer UE SL CSI reporting related configuration via PC5 RRC

	TX
	UE transmits and NR-SS-UE receives.

	RX
	UE receives and NR-SS-UE transmits.



<End of modified section 1>
