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Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	7
	Layer 2
	
	
	

	7.1
	NR Layer 2
	
	
	

	7.1.1
	MAC
	
	
	

	7.1.1.1
	Random Access Procedures
	
	
	

	7.1.1.1.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.1a
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by PDCCH Order / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.2
	Random access procedure / Successful / C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.3
	Random access procedure / Successful / SI request
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.4
	Random access procedure / Successful / Beam Failure / Preamble selected by MAC itself / non-Contention Free RACH procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.5
	Random access procedure / Successful / Supplementary Uplink
	Rel-15
	C28
	UEs supporting 5GS and supplemental uplink with dynamic switch

	7.1.1.1.6
	Random access procedure / Successful / Temporary C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.7
	Random access procedure / 2-step RACH / RA_TYPE selection
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.8
	Correct selection of RACH parameters / 2-step RACH/MSGA and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.9
	Random access procedure / Successful / 2-step RACH/C-RNTI Based / Preamble selected by MAC itself
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.10
	Random access procedure / 2-step RACH/not complete/ RA_TYPE to 4-stepRA
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.2
	Downlink Data Transfer
	
	
	

	7.1.1.2.1
	Correct Handling of DL MAC PDU / Assignment / HARQ process
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.2
	Correct Handling of DL HARQ process PDSCH Aggregation
	Rel-15
	C20
	UEs supporting 5GS and PDSCH aggregation

	7.1.1.2.3
	Correct HARQ process handling / CCCH
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.4
	Correct HARQ process handling / BCCH
	Rel-15
	R
	UEs supporting 5GS

	[bookmark: _Hlk95469078]7.1.1.2.5
	Correct HARQ process handling / DL grant prioritization
	Rel-16
	CXX
	UEs supporting DCI DL Priority Indicator

	7.1.1.3
	Uplink Data Transfer
	
	
	

	7.1.1.3.1
	Correct Handling of UL MAC PDU / Assignment / HARQ process
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.2
	Logical channel prioritization handling
	Rel-15
	C02
	UEs supporting 5GS and RLC UM Mode

	7.1.1.3.2b
	Logical channel prioritization handling with Mapping restrictions
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.3
	Correct handling of MAC control information / Scheduling requests
	Rel-15
	C53
	UEs supporting 5GS and Logical Channel SR-Delay Timer

	7.1.1.3.4
	Correct handling of MAC control information / Buffer status / UL data arrive in the UE Tx buffer / Regular BSR
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.5
	Correct handling of MAC control information / Buffer Status / UL resources are allocated / Padding BSR
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.6
	Correct handling of MAC control information / Buffer status / Periodic BSR timer expires
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.7
	UE power headroom reporting / Periodic reporting / DL pathloss change reporting
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.8
	UE power headroom reporting / SCell activation / DL pathloss change reporting
	
	
	

	7.1.1.3.8.1
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Intra-band Contiguous CA
	Rel-15
	C81
	UEs supporting 5GS and intra-band contiguous CA and UL NR CA with 2 carriers

	7.1.1.3.8.2
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Inter-band CA
	Rel-15
	C82
	UEs supporting 5GS and inter-band CA and UL NR CA with 2 carriers

	7.1.1.3.8.3
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Intra-band non Contiguous CA
	Rel-15
	C83
	UEs supporting 5GS and intra-band non-contiguous CA and UL NR CA with 2 carriers

	7.1.1.3.9
	Correct Handling of UL HARQ process / PUSCH Aggregation
	Rel-15
	C51
	UEs supporting 5GS and PUSCH aggregation

	7.1.1.3.10
	Correct Handling of HARQ process / Multiple CORESETPoolIndex
	Rel-16
	C107
	UEs supporting 5GS and multi-DCI based Multi-TRP

	7.1.1.3.11
	Correct handling of UL grant prioritization
	Rel-16
	C114
	UEs supporting 5GS and LCH-based UL grant prioritization

	7.1.1.3.12
	Correct Handling of UL HARQ process / PUSCH Repetition Type B
	Rel-16
	C134
	UEs supporting PUSCH repetition type B

	7.1.1.3.13
	Logical channel prioritization handling with Mapping restrictions / physical layer priority
	Rel-16
	CYY
	UEs supporting DCI UL Priority Indicator and LCH grant prioritisation

	7.1.1.4
	Transport Size Selection
	
	
	


<<< Skipped Text Here>>>
[bookmark: _Toc27419192][bookmark: _Toc36040068][bookmark: _Toc43900800][bookmark: _Toc51768023][bookmark: _Toc58241946][bookmark: _Toc68076599][bookmark: _Toc75369789][bookmark: _Toc90490560]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode
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	C171
	IF A.4.1-5/1 AND [10](A.4.1-1/1 OR A.4.1-1/2) AND [9]A.12/64 AND [11]A.10/16 AND [11]A.10/19 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and IMS eCall Only type of emergency services over 5GS and Manual type of eCall initiation and capable of triggering a Test eCall

	CXX
	IF A.4.3.2-1/xx THEN R ELSE N/A
	UEs supporting DCI DL Priority Indicator

	CYY
	IF A.4.3.2-1/yy AND A.4.3.2-1/zz THEN R ELSE N/A
	UEs supporting DCI UL Priority Indicator and LCH grant prioritisation





