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[bookmark: _Toc524968914][bookmark: _Toc524968908]<<< START OF CHANGES >>>
[bookmark: _Toc45888106][bookmark: _Toc45888705][bookmark: _Toc52989949][bookmark: _Toc60823145][bookmark: _Toc60825067][bookmark: _Toc69305964][bookmark: _Toc69309793][bookmark: _Toc76020105][bookmark: _Toc83720578][bookmark: _Toc90916434][bookmark: _Toc90916631][bookmark: _Toc90917387]6.2A.1.0.4	UE maximum output power for Intra-band contiguous CA
For uplink intra-band contiguous carrier aggregation, the maximum output power is specified in Table 6.2A.1.0.4-1. For power class 3 downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the NR band, the maximum output power power class 3 is specified in Table 6.2.1.3-1.
For other supported power class except class 3 inter-band downlink carrier aggregation with one uplink carrier assigned to one NR band as listed in clause 5.5A.1, the maximum output power for the supported power class is specified in Table 6.2.1.3-1.
Table 6.2A.1.0.4-1: UE Power Class for intra-band contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n7B
	
	
	
	
	23
	+2/-21
	
	

	CA_n41C
	
	
	
	
	23
	+2/-21
	
	

	CA_n48B
	
	
	
	
	23
	+2/-3
	
	

	CA_n77C
	
	
	
	
	23
	+2/-3
	
	

	CA_n78C
	
	
	
	
	23
	+2/-3
	
	

	CA_n79C
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	If all transmitted resource blocks over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For intra-band contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).
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