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< Unchanged sections omitted >
[bookmark: _Toc27482806][bookmark: _Toc68184063]15	UE Rx-Tx time difference measurement requirements
15.1	General
This clause defines the minimum performance requirements for Multi-RTT NR UEs.
15.2	UE Rx-Tx time difference measurement period test cases
15.2.1	UE Rx-Tx time difference measurement period for single positioning frequency layer in FR1 SA
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Test tolerance are not added in and analysis is missing
- SRS-config for test configuration 3 is missing

< Unchanged sections omitted >
Table 15.2.1.4.3-3: SRS-Config (Table 15.2.1.4.3-2)
	[bookmark: OLE_LINK3][bookmark: OLE_LINK4]Derivation Path: TS 38.508-1 [45], Table 4.6.3-182

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList
	Not present
	
	

	  srs-ResourceToReleaseList
	Not present
	
	

	  srs-ResourceToAddModList
	Not present
	
	

	  tpc-Accumulation
	Not present
	
	

	  srs-RequestDCI-1-2-r16
	Not present
	
	

	  srs-RequestDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToAddModListDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToReleaseListDCI-0-2-r16
	Not present
	
	

	  srs-PosResourceSetToReleaseList-r16
	Not present
	
	

	  srs-PosResourceSetToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSet-r16 {
	1 entry
	
	

	    SRS-PosResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceSetId-r16
	0
	
	

	      srs-PosResourceIdList-r16 SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF SRS-PosResourceId-r16  {
	1 entry
	
	

	        SRS-PosResourceId-r16
	0
	1 entry
	

	      }
	
	
	

	      resourceType CHOICE {
	
	
	

	        periodic SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      alpha-r16
	alpha0
	
	

	      p0-r16
	0
	
	

	      pathlossReferenceRS-Pos-r16
	Not present
	
	

	    }
	
	
	

	  srs-PosResourceToReleaseList-r16
	Not present
	
	

	  srs-PosResourceToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResource-r16  {
	1 entry
	
	

	    SRS-PosResource-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceId-r16
	0
	
	

	      transmissionComb-r16 CHOICE {
	
	
	

	        n4-r16 SEQUENCE {
	
	
	

	          combOffset-n4-r16
	0
	
	

	          cyclicShift-n4-r16
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      resourceMapping-r16 SEQUENCE {
	
	
	

	        startPosition-r16
	0
	
	

	        nrofSymbols-r16
	n4
	
	

	      }
	
	
	

	      freqDomainShift-r16
	0
	
	

	      freqHopping-r16 SEQUENCE {
	
	
	

	        c-SRS-r16
	Matches NRB,c Table 15.2.1.5-1
	
	

	      }
	
	
	

	      groupOrSequenceHopping-r16
	neither
	
	

	      resourceType-r16 CHOICE {
	
	
	

	        periodic-r16 SEQUENCE {
	
	
	

	          periodicityAndOffset-p-r16 CHOICE {
	
	
	

	            sl160
	20
	
	Configuration 1 and Configuration 2

	            sl320
	40
	
	Configuration 3

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      sequenceId-r16
	0
	
	

	      spatialRelationInfoPos-r16 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: OLE_LINK1][bookmark: OLE_LINK2]< Unchanged sections omitted >
15.2.2	UE Rx-Tx time difference measurement period for dual positioning frequency layer in FR1 SA
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Test tolerance are not added in and analysis is missing
- SRS-config for test configuration 3 is missing
< Unchanged sections omitted >
Table 15.2.2.4.3-3: SRS-Config (Table 15.2.1.4.3-2)
	Derivation Path: TS 38.508-1 [45], Table 4.6.3-182

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList
	Not present
	
	

	  srs-ResourceToReleaseList
	Not present
	
	

	  srs-ResourceToAddModList
	Not present
	
	

	  tpc-Accumulation
	Not present
	
	

	  srs-RequestDCI-1-2-r16
	Not present
	
	

	  srs-RequestDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToAddModListDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToReleaseListDCI-0-2-r16
	Not present
	
	

	  srs-PosResourceSetToReleaseList-r16
	Not present
	
	

	  srs-PosResourceSetToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSet-r16 {
	1 entry
	
	

	    SRS-PosResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceSetId-r16
	0
	
	

	      srs-PosResourceIdList-r16 SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF SRS-PosResourceId-r16  {
	1 entry
	
	

	        SRS-PosResourceId-r16
	0
	1 entry
	

	      }
	
	
	

	      resourceType CHOICE {
	
	
	

	        periodic SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      alpha-r16
	alpha0
	
	

	      p0-r16
	0
	
	

	      pathlossReferenceRS-Pos-r16
	Not present
	
	

	    }
	
	
	

	  srs-PosResourceToReleaseList-r16
	Not present
	
	

	  srs-PosResourceToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResource-r16  {
	1 entry
	
	

	    SRS-PosResource-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceId-r16
	0
	
	

	      transmissionComb-r16 CHOICE {
	
	
	

	        n4-r16 SEQUENCE {
	
	
	

	          combOffset-n4-r16
	0
	
	

	          cyclicShift-n4-r16
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      resourceMapping-r16 SEQUENCE {
	
	
	

	        startPosition-r16
	0
	
	

	        nrofSymbols-r16
	n4
	
	

	      }
	
	
	

	      freqDomainShift-r16
	0
	
	

	      freqHopping-r16 SEQUENCE {
	
	
	

	        c-SRS-r16
	Matches NRB,c Table 15.2.2.5-1
	
	

	      }
	
	
	

	      groupOrSequenceHopping-r16
	neither
	
	

	      resourceType-r16 CHOICE {
	
	
	

	        periodic-r16 SEQUENCE {
	
	
	

	          periodicityAndOffset-p-r16 CHOICE {
	
	
	

	            sl160
	20
	
	Configuration 1 and Configuration 2

	            sl320
	40
	
	Configuration 3

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      sequenceId-r16
	0
	
	

	      spatialRelationInfoPos-r16 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



< Unchanged sections omitted >
15.2.3	UE Rx-Tx time difference measurement period for single positioning frequency layer in FR2 SA
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Test tolerance are not added in and analysis is missing
- SRS-config is missing

< Unchanged sections omitted >
Table 15.2.3.4.3-3: SRS-Config (Table 15.2.3.4.3-2)
	Derivation Path: TS 38.508-1 [45], Table 4.6.3-182

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList
	Not present
	
	

	  srs-ResourceToReleaseList
	Not present
	
	

	  srs-ResourceToAddModList
	Not present
	
	

	  tpc-Accumulation
	Not present
	
	

	  srs-RequestDCI-1-2-r16
	Not present
	
	

	  srs-RequestDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToAddModListDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToReleaseListDCI-0-2-r16
	Not present
	
	

	  srs-PosResourceSetToReleaseList-r16
	Not present
	
	

	  srs-PosResourceSetToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSet-r16 {
	1 entry
	
	

	    SRS-PosResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceSetId-r16
	0
	
	

	      srs-PosResourceIdList-r16 SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF SRS-PosResourceId-r16  {
	1 entry
	
	

	        SRS-PosResourceId-r16
	0
	1 entry
	

	      }
	
	
	

	      resourceType CHOICE {
	
	
	

	        periodic SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      alpha-r16
	alpha0
	
	

	      p0-r16
	0
	
	

	      pathlossReferenceRS-Pos-r16
	Not present
	
	

	    }
	
	
	

	  srs-PosResourceToReleaseList-r16
	Not present
	
	

	  srs-PosResourceToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResource-r16  {
	1 entry
	
	

	    SRS-PosResource-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceId-r16
	0
	
	

	      transmissionComb-r16 CHOICE {
	
	
	

	        n4-r16 SEQUENCE {
	
	
	

	          combOffset-n4-r16
	0
	
	

	          cyclicShift-n4-r16
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      resourceMapping-r16 SEQUENCE {
	
	
	

	        startPosition-r16
	0
	
	

	        nrofSymbols-r16
	n4
	
	

	      }
	
	
	

	      freqDomainShift-r16
	0
	
	

	      freqHopping-r16 SEQUENCE {
	
	
	

	        c-SRS-r16
	Matches NRB,c Table 15.3.2.5-1
	
	

	      }
	
	
	

	      groupOrSequenceHopping-r16
	neither
	
	

	      resourceType-r16 CHOICE {
	
	
	

	        periodic-r16 SEQUENCE {
	
	
	

	          periodicityAndOffset-p-r16 CHOICE {
	
	
	

	            sl1280
	160
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      sequenceId-r16
	0
	
	

	      spatialRelationInfoPos-r16 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Derivation Path: TS 38.508-1 [45], Table 4.6.3-182

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	 FFS
	FFS
	
	

	}
	
	
	



< Unchanged sections omitted >
15.2.4	UE Rx-Tx time difference measurement period for dual positioning frequency layer in FR2 SA
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Test tolerance are not added in and analysis is missing
- SRS-config is missing

< Unchanged sections omitted >
Table 15.2.4.4.3-3: SRS-Config (Table 15.2.4.4.3-2)
	Derivation Path: TS 38.508-1 [45], Table 4.6.3-182

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	 FFS
	
	
	

	}
	
	
	

	Derivation Path: TS 38.508-1 [45], Table 4.6.3-182

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList
	Not present
	
	

	  srs-ResourceToReleaseList
	Not present
	
	

	  srs-ResourceToAddModList
	Not present
	
	

	  tpc-Accumulation
	Not present
	
	

	  srs-RequestDCI-1-2-r16
	Not present
	
	

	  srs-RequestDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToAddModListDCI-0-2-r16
	Not present
	
	

	  srs-ResourceSetToReleaseListDCI-0-2-r16
	Not present
	
	

	  srs-PosResourceSetToReleaseList-r16
	Not present
	
	

	  srs-PosResourceSetToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSet-r16 {
	1 entry
	
	

	    SRS-PosResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceSetId-r16
	0
	
	

	      srs-PosResourceIdList-r16 SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF SRS-PosResourceId-r16  {
	1 entry
	
	

	        SRS-PosResourceId-r16
	0
	1 entry
	

	      }
	
	
	

	      resourceType CHOICE {
	
	
	

	        periodic SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      alpha-r16
	alpha0
	
	

	      p0-r16
	0
	
	

	      pathlossReferenceRS-Pos-r16
	Not present
	
	

	    }
	
	
	

	  srs-PosResourceToReleaseList-r16
	Not present
	
	

	  srs-PosResourceToAddModList-r16 SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResource-r16  {
	1 entry
	
	

	    SRS-PosResource-r16[1] SEQUENCE {
	
	entry 1
	

	      srs-PosResourceId-r16
	0
	
	

	      transmissionComb-r16 CHOICE {
	
	
	

	        n4-r16 SEQUENCE {
	
	
	

	          combOffset-n4-r16
	0
	
	

	          cyclicShift-n4-r16
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      resourceMapping-r16 SEQUENCE {
	
	
	

	        startPosition-r16
	0
	
	

	        nrofSymbols-r16
	n4
	
	

	      }
	
	
	

	      freqDomainShift-r16
	0
	
	

	      freqHopping-r16 SEQUENCE {
	
	
	

	        c-SRS-r16
	Matches NRB,c Table 15.3.2.5-1
	
	

	      }
	
	
	

	      groupOrSequenceHopping-r16
	neither
	
	

	      resourceType-r16 CHOICE {
	
	
	

	        periodic-r16 SEQUENCE {
	
	
	

	          periodicityAndOffset-p-r16 CHOICE {
	
	
	

	            sl1280
	160
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      sequenceId-r16
	0
	
	

	      spatialRelationInfoPos-r16 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



