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<Start of modified section 1>
Table 4.8.1-1B: RRCReconfiguration-SRB2-DRB(n, m)
	Derivation Path: Table 4.6.1-13 with condition NR.

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration SEQUENCE {
	
	
	

	        radioBearerConfig
	RadioBearerConfig-SRB2-DRB(n,m)
	
	

	
	RadioBearerConfig-SRB2-DRB(n,m) with condition RedCap
	
	RedCap

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        masterCellGroup
	CellGroupConfig-SRB2-DRB(n, m)
	OCTET STRING (CONTAINING CellGroupConfig)
	

	
	CellGroupConfig-SRB2-DRB(n, m) with condition RedCap
	OCTET STRING (CONTAINING CellGroupConfig)
	RedCap

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	RedCap
	For RedCap UE under test


<End of modified section 1>

<Start of modified section 2>
Table 4.8.1-2B: CellGroupConfig-SRB2-DRB(n, m)
	Derivation Path: Table 4.6.3-19: CellGroupConfig

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1+n+m entries
	
	

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[k, k=2..n+1]
	RLC-BearerConfig with conditions AM and DRBj 
	entry (2..n+1)
j is allocated according to internal TTCN mapping
	n>0 and (NOT RedCap)

	
	RLC-BearerConfig with conditions AM, RedCap and DRBj 
	entry (2..n+1)
j is allocated according to internal TTCN mapping
	n>0 and RedCap

	...
	
	...
	

	    RLC-BearerConfig[k, k=n+2..n+m+1]
	RLC-BearerConfig with conditions UM and DRBj 
	entry (n+2..n+m+1)
j is allocated according to internal TTCN mapping
	m>0

	  }
	
	
	

	  mac-CellGroupConfig
	Not present
	
	

	  physicalCellGroupConfig
	Not present
	
	

	  spCellConfig 
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	n>0
	n is greater than zero

	m>0
	m is greater than zero

	RedCap
	For RedCap UE under test



<End of modified section 2>
<Start of modified section 3>
[bookmark: _Toc27749761]–	RadioBearerConfig-SRB2-DRB (n, m)
Table 4.8.1-4: RadioBearerConfig-SRB2-DRB (n, m)
	Derivation Path: Table 4.6.3-132 and condition SRB2.

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	n+m entries
	
	

	    DRB-ToAddMod[k=1..n+m] := SEQUENCE {
	
	entry (1..n+m)
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	SDAP-Config
	SDAP-Config is configured according to internal TTCN mapping
	

	        }
	
	
	

	        drb-Identity
	j
	j is allocated according to internal TTCN mapping
	

	        reestablishPDCP
	Not present
	
	

	        recoverPDCP
	Not present
	
	

	        pdcp-Config
	PDCP-Config
	
	((1<k <= n) OR (k=1 AND NOT NR_split)) AND (NOT RedCap)

	
	PDCP-Config with condition RedCap
	
	((1<k <= n) OR (k=1 AND NOT NR_split)) AND RedCap

	
	PDCP-Config with condition UM
	
	k > n


	
	PDCP-Config with condition NR_split
	
	k=1 AND NR_split

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	RedCap
	For RedCap UE under test


<End of modified section 3>
