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[bookmark: _Toc21026746][bookmark: _Toc27744044][bookmark: _Toc36197215][bookmark: _Toc36197907]A.2.3	Reference measurement channels for TDD
For UL RMCs defined below, TDD slot pattern defined in Table A.2.3-1 will be used for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, TDD slot patterns defined for reference sensitivity tests in Table A.3.3.1-1 will be used.
Table A.2.3-1: Additional reference channels parameters for TDD
	Parameter
	Value

	
	SCS 60 kHz (µ=2)
	SCS 120 kHz (µ=3)

	TDD Slot Configuration pattern (Note 1)
	DDDSUUUU
	7DS8U

	Special Slot Configuration (Note 2)
	S=4D+6G+4U
	S=12D+2G

	UL-DL configuration
	referenceSubcarrierSpacing
	60 kHz
	120 kHz

	
	dl-UL-TransmissionPeriodicity
	2 ms
	2 ms

	
	nrofDownlinkSlots
	3
	7

	
	nrofDownlinkSymbols
	4
	12

	
	nrofUplinkSlot
	4
	8

	
	nrofUplinkSymbols
	4
	0

	
	UL slot numbers
	mod(slot index, 40) = {36,…,39}
	mod(slot index, 80) = {72,…,79}

	NOTE 1:	D denotes a slot with all DL symbols; S denotes a slot with a mix of DL, UL and guard symbols; U denotes a slot with all UL symbols. The field is for information.
NOTE 2:	D, G, U denote DL, guard and UL symbols, respectively. The field is for information.



[bookmark: _Toc21026747][bookmark: _Toc27744045][bookmark: _Toc36197216][bookmark: _Toc36197908]A.2.3.1	DFT-s-OFDM Pi/2-BPSK
Table A.2.3.1-1: Reference Channels for DFT-s-OFDM pi/2-BPSK

	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	pi/2 BPSK
	0
	32
	16
	2
	1
	132
	132

	 
	16
	11
	pi/2 BPSK
	0
	504
	16
	2
	1
	2112
	2112

	 
	32
	11
	pi/2 BPSK
	0
	1032
	16
	2
	1
	4224
	4224

	 
	64
	11
	pi/2 BPSK
	0
	2024
	16
	2
	1
	8448
	8448

	 
	128
	11
	pi/2 BPSK
	0
	3976
	24
	2
	2
	16896
	16896

	 
	256
	11
	pi/2 BPSK
	0
	7944
	24
	2
	3
	33792
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.1-2: Void

[bookmark: _Toc21026748][bookmark: _Toc27744046][bookmark: _Toc36197217][bookmark: _Toc36197909]A.2.3.2	DFT-s-OFDM QPSK
Table A.2.3.2-1: Reference Channels for DFT-s-OFDM QPSK

	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	QPSK
	2
	48
	16
	2
	1
	264
	132

	 
	16
	11
	QPSK
	2
	808
	16
	2
	1
	4224
	2112

	 
	20
	11
	QPSK
	2
	1032
	16
	2
	1
	5280
	2640

	 
	32
	11
	QPSK
	2
	1608
	16
	2
	1
	8448
	4224

	 
	64
	11
	QPSK
	2
	3240
	16
	2
	1
	16896
	8448

	 
	128
	11
	QPSK
	2
	6408
	24
	2
	2
	33792
	16896

	 
	256
	11
	QPSK
	2
	12808
	24
	2
	4
	67584
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.2-2: Void

[bookmark: _Toc21026749][bookmark: _Toc27744047][bookmark: _Toc36197218][bookmark: _Toc36197910]A.2.3.3	DFT-s-OFDM 16QAM
Table A.2.3.3-1: Reference Channels for DFT-s-OFDM 16QAM

	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	16QAM
	10
	176
	16
	2
	1
	528
	132

	 
	16
	11
	16QAM
	10
	2792
	16
	2
	1
	8448
	2112

	 
	32
	11
	16QAM
	10
	5632
	24
	1
	1
	16896
	4224

	 
	64
	11
	16QAM
	10
	11272
	24
	1
	2
	33792
	8448

	 
	128
	11
	16QAM
	10
	22536
	24
	1
	3
	67584
	16896

	 
	256
	11
	16QAM
	10
	45096
	24
	1
	6
	135168
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.3-2: Void

[bookmark: _Toc21026750][bookmark: _Toc27744048][bookmark: _Toc36197219][bookmark: _Toc36197911]A.2.3.4	DFT-s-OFDM 64QAM
Table A.2.3.4-1: Reference Channels for DFT-s-OFDM 64QAM

	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	64QAM
	18
	408
	16
	2
	1
	792
	132

	 
	16
	11
	64QAM
	18
	6400
	24
	1
	1
	12672
	2112

	 
	32
	11
	64QAM
	18
	12808
	24
	1
	2
	25344
	4224

	 
	64
	11
	64QAM
	18
	25608
	24
	1
	4
	50688
	8448

	 
	128
	11
	64QAM
	18
	51216
	24
	1
	7
	101376
	16896

	 
	256
	11
	64QAM
	18
	102416
	24
	1
	13
	202752
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.4-2: Void

[bookmark: _Toc21026751][bookmark: _Toc27744049][bookmark: _Toc36197220][bookmark: _Toc36197912]A.2.3.5	CP-OFDM QPSK
Table A.2.3.5-1: Reference Channels for CP-OFDM QPSK

	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	QPSK
	2
	48
	16
	2
	1
	264
	132

	 
	16
	11
	QPSK
	2
	808
	16
	2
	1
	4224
	2112

	 
	32
	11
	QPSK
	2
	1608
	16
	2
	1
	8448
	4224

	 
	33
	11
	QPSK
	2
	1672
	16
	2
	1
	8712
	4356

	 
	66
	11
	QPSK
	2
	3368
	16
	2
	1
	17424
	8712

	 
	132
	11
	QPSK
	2
	6536
	24
	2
	2
	34848
	17424

	
	264
	11
	QPSK
	2
	13064
	24
	2
	4
	69696
	34848

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.5-2: Void

[bookmark: _Toc21026752][bookmark: _Toc27744050][bookmark: _Toc36197221][bookmark: _Toc36197913]A.2.3.6	CP-OFDM 16QAM
Table A.2.3.6-1: Reference Channels for CP-OFDM 16QAM

	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	16QAM
	10
	176
	16
	2
	1
	528
	132

	 
	16
	11
	16QAM
	10
	2792
	16
	2
	1
	8448
	2112

	 
	32
	11
	16QAM
	10
	5632
	24
	1
	1
	16896
	4224

	 
	33
	11
	16QAM
	10
	5760
	24
	1
	1
	17424
	4356

	 
	66
	11
	16QAM
	10
	11528
	24
	1
	2
	34848
	8712

	 
	132
	11
	16QAM
	10
	23040
	24
	1
	3
	69696
	17424

	
	264
	11
	16QAM
	10
	46104
	24
	1
	6
	139392
	34848

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.6-2: Void

[bookmark: _Toc21026753][bookmark: _Toc27744051][bookmark: _Toc36197222][bookmark: _Toc36197914]A.2.3.7	CP-OFDM 64QAM
Table A.2.3.7-1: Reference Channels for CP-OFDM 64QAM

	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	64QAM
	19
	408
	16
	2
	1
	792
	132

	 
	16
	11
	64QAM
	19
	6400
	24
	1
	1
	12672
	2112

	 
	32
	11
	64QAM
	19
	12808
	24
	1
	2
	25344
	4224

	 
	33
	11
	64QAM
	19
	13064
	24
	1
	2
	26136
	4356

	 
	66
	11
	64QAM
	19
	26120
	24
	1
	4
	52272
	8712

	 
	132
	11
	64QAM
	19
	53288
	24
	1
	7
	104544
	17424

	
	264
	11
	64QAM
	19
	106576
	24
	1
	13
	209088
	34848

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.7-2: Void


[bookmark: _Toc21340978][bookmark: _Toc29805426][bookmark: _Toc36456635][bookmark: _Toc36469733][bookmark: _Toc37254150][bookmark: _Toc37323008][bookmark: _Toc37324414][bookmark: _Toc45889938][bookmark: _Toc52196618][bookmark: _Toc52197598][bookmark: _Toc53173321][bookmark: _Toc53173690][bookmark: _Toc61118958][bookmark: _Toc61119340][bookmark: _Toc61119721][bookmark: _Toc67923912][bookmark: _Toc75294724][bookmark: _Toc76510487][bookmark: _Toc83130451][bookmark: _Toc90590036][bookmark: _Toc98869610][bookmark: _Toc21026754][bookmark: _Toc27744052][bookmark: _Toc36197223][bookmark: _Toc36197915]A.2.3.1	DFT-s-OFDM Pi/2-BPSK
Table A.2.3.1-1: Reference Channels for DFT-s-OFDM pi/2-BPSK
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	pi/2 BPSK
	0
	24
	16
	2
	1
	132
	132

	 
	16
	11
	pi/2 BPSK
	0
	504
	16
	2
	1
	2112
	2112

	 
	32
	11
	pi/2 BPSK
	0
	1032
	16
	2
	1
	4224
	4224

	 
	64
	11
	pi/2 BPSK
	0
	2024
	16
	2
	1
	8448
	8448

	 
	128
	11
	pi/2 BPSK
	0
	3976
	24
	2
	2
	16896
	16896

	 
	256
	11
	pi/2 BPSK
	0
	7944
	24
	2
	3
	33792
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.1-2: Void

[bookmark: _Toc21340979][bookmark: _Toc29805427][bookmark: _Toc36456636][bookmark: _Toc36469734][bookmark: _Toc37254151][bookmark: _Toc37323009][bookmark: _Toc37324415][bookmark: _Toc45889939][bookmark: _Toc52196619][bookmark: _Toc52197599][bookmark: _Toc53173322][bookmark: _Toc53173691][bookmark: _Toc61118959][bookmark: _Toc61119341][bookmark: _Toc61119722][bookmark: _Toc67923913][bookmark: _Toc75294725][bookmark: _Toc76510488][bookmark: _Toc83130452][bookmark: _Toc90590037][bookmark: _Toc98869611]A.2.3.2	DFT-s-OFDM QPSK
Table A.2.3.2-1: Reference Channels for DFT-s-OFDM QPSK
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	QPSK
	2
	48
	16
	2
	1
	264
	132

	 
	16
	11
	QPSK
	2
	808
	16
	2
	1
	4224
	2112

	 
	20
	11
	QPSK
	2
	1032
	16
	2
	1
	5280
	2640

	 
	32
	11
	QPSK
	2
	1608
	16
	2
	1
	8448
	4224

	 
	64
	11
	QPSK
	2
	3240
	16
	2
	1
	16896
	8448

	 
	128
	11
	QPSK
	2
	6408
	24
	2
	2
	33792
	16896

	 
	256
	11
	QPSK
	2
	12808
	24
	2
	4
	67584
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.2-2: Void

[bookmark: _Toc21340980][bookmark: _Toc29805428][bookmark: _Toc36456637][bookmark: _Toc36469735][bookmark: _Toc37254152][bookmark: _Toc37323010][bookmark: _Toc37324416][bookmark: _Toc45889940][bookmark: _Toc52196620][bookmark: _Toc52197600][bookmark: _Toc53173323][bookmark: _Toc53173692][bookmark: _Toc61118960][bookmark: _Toc61119342][bookmark: _Toc61119723][bookmark: _Toc67923914][bookmark: _Toc75294726][bookmark: _Toc76510489][bookmark: _Toc83130453][bookmark: _Toc90590038][bookmark: _Toc98869612]A.2.3.3	DFT-s-OFDM 16QAM
Table A.2.3.3-1: Reference Channels for DFT-s-OFDM 16QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	16QAM
	10
	176
	16
	2
	1
	528
	132

	 
	16
	11
	16QAM
	10
	2792
	16
	2
	1
	8448
	2112

	 
	32
	11
	16QAM
	10
	5632
	24
	1
	1
	16896
	4224

	 
	64
	11
	16QAM
	10
	11272
	24
	1
	2
	33792
	8448

	 
	128
	11
	16QAM
	10
	22536
	24
	1
	3
	67584
	16896

	 
	256
	11
	16QAM
	10
	45096
	24
	1
	6
	135168
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.3-2: Void

[bookmark: _Toc21340981][bookmark: _Toc29805429][bookmark: _Toc36456638][bookmark: _Toc36469736][bookmark: _Toc37254153][bookmark: _Toc37323011][bookmark: _Toc37324417][bookmark: _Toc45889941][bookmark: _Toc52196621][bookmark: _Toc52197601][bookmark: _Toc53173324][bookmark: _Toc53173693][bookmark: _Toc61118961][bookmark: _Toc61119343][bookmark: _Toc61119724][bookmark: _Toc67923915][bookmark: _Toc75294727][bookmark: _Toc76510490][bookmark: _Toc83130454][bookmark: _Toc90590039][bookmark: _Toc98869613]A.2.3.4	DFT-s-OFDM 64QAM
Table A.2.3.4-1: Reference Channels for DFT-s-OFDM 64QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	64QAM
	18
	408
	16
	2
	1
	792
	132

	 
	16
	11
	64QAM
	18
	6400
	24
	1
	1
	12672
	2112

	 
	32
	11
	64QAM
	18
	12808
	24
	1
	2
	25344
	4224

	 
	64
	11
	64QAM
	18
	25608
	24
	1
	4
	50688
	8448

	 
	128
	11
	64QAM
	18
	51216
	24
	1
	7
	101376
	16896

	 
	256
	11
	64QAM
	18
	102416
	24
	1
	13
	202752
	33792

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 6.1.4.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.




Table A.2.3.4-2: Void

[bookmark: _Toc21340982][bookmark: _Toc29805430][bookmark: _Toc36456639][bookmark: _Toc36469737][bookmark: _Toc37254154][bookmark: _Toc37323012][bookmark: _Toc37324418][bookmark: _Toc45889942][bookmark: _Toc52196622][bookmark: _Toc52197602][bookmark: _Toc53173325][bookmark: _Toc53173694][bookmark: _Toc61118962][bookmark: _Toc61119344][bookmark: _Toc61119725][bookmark: _Toc67923916][bookmark: _Toc75294728][bookmark: _Toc76510491][bookmark: _Toc83130455][bookmark: _Toc90590040][bookmark: _Toc98869614]A.2.3.5	CP-OFDM QPSK
Table A.2.3.5-1: Reference Channels for CP-OFDM QPSK
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	QPSK
	2
	48
	16
	2
	1
	264
	132

	 
	16
	11
	QPSK
	2
	808
	16
	2
	1
	4224
	2112

	 
	32
	11
	QPSK
	2
	1608
	16
	2
	1
	8448
	4224

	 
	33
	11
	QPSK
	2
	1672
	16
	2
	1
	8712
	4356

	 
	66
	11
	QPSK
	2
	3368
	16
	2
	1
	17424
	8712

	 
	132
	11
	QPSK
	2
	6536
	24
	2
	2
	34848
	17424

	
	264
	11
	QPSK
	2
	13064
	24
	2
	4
	69696
	34848

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.5-2: Void

[bookmark: _Toc21340983][bookmark: _Toc29805431][bookmark: _Toc36456640][bookmark: _Toc36469738][bookmark: _Toc37254155][bookmark: _Toc37323013][bookmark: _Toc37324419][bookmark: _Toc45889943][bookmark: _Toc52196623][bookmark: _Toc52197603][bookmark: _Toc53173326][bookmark: _Toc53173695][bookmark: _Toc61118963][bookmark: _Toc61119345][bookmark: _Toc61119726][bookmark: _Toc67923917][bookmark: _Toc75294729][bookmark: _Toc76510492][bookmark: _Toc83130456][bookmark: _Toc90590041][bookmark: _Toc98869615]A.2.3.6	CP-OFDM 16QAM
Table A.2.3.6-1: Reference Channels for CP-OFDM 16QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	16QAM
	10
	176
	16
	2
	1
	528
	132

	 
	16
	11
	16QAM
	10
	2792
	16
	2
	1
	8448
	2112

	 
	32
	11
	16QAM
	10
	5632
	24
	1
	1
	16896
	4224

	 
	33
	11
	16QAM
	10
	5760
	24
	1
	1
	17424
	4356

	 
	66
	11
	16QAM
	10
	11528
	24
	1
	2
	34848
	8712

	 
	132
	11
	16QAM
	10
	23040
	24
	1
	3
	69696
	17424

	
	264
	11
	16QAM
	10
	46104
	24
	1
	6
	139392
	34848

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.6-2: Void

[bookmark: _Toc21340984][bookmark: _Toc29805432][bookmark: _Toc36456641][bookmark: _Toc36469739][bookmark: _Toc37254156][bookmark: _Toc37323014][bookmark: _Toc37324420][bookmark: _Toc45889944][bookmark: _Toc52196624][bookmark: _Toc52197604][bookmark: _Toc53173327][bookmark: _Toc53173696][bookmark: _Toc61118964][bookmark: _Toc61119346][bookmark: _Toc61119727][bookmark: _Toc67923918][bookmark: _Toc75294730][bookmark: _Toc76510493][bookmark: _Toc83130457][bookmark: _Toc90590042][bookmark: _Toc98869616]A.2.3.7	CP-OFDM 64QAM
Table A.2.3.7-1: Reference Channels for CP-OFDM 64QAM
	Parameter
	Allocated resource blocks (LCRB)
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Payload size
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot (Note 3)
	Total number of bits per slot
	Total modulated symbols per slot

	Unit
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	1
	11
	64QAM
	19
	408
	16
	2
	1
	792
	132

	 
	16
	11
	64QAM
	19
	6400
	24
	1
	1
	12672
	2112

	 
	32
	11
	64QAM
	19
	12808
	24
	1
	2
	25344
	4224

	 
	33
	11
	64QAM
	19
	13064
	24
	1
	2
	26136
	4356

	 
	66
	11
	64QAM
	19
	26120
	24
	1
	4
	52272
	8712

	 
	132
	11
	64QAM
	19
	53288
	24
	1
	7
	104544
	17424

	
	264
	11
	64QAM
	19
	106576
	24
	1
	13
	209088
	34848

	NOTE 1:	PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM'ed] with PUSCH data. DM-RS symbols are not counted.
NOTE 2:	MCS Index is based on MCS table 5.1.3.1-1 defined in 38.214.
NOTE 3:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
NOTE 4:	Indexes of active UL slots are given by Table A.2.3-1 with TDD UL-DL configuration specified in A2.3 for the requirements requiring at least one sub frame (1ms) for the measurement period. For other requirements, indexes of active UL slots are given by the slots satisfying mod(slot index+1, 5) = 0 with TDD UL-DL configuration specified in A.3.3.1.
NOTE 5:	The RMCs apply to all channel bandwidth where LCRB ≤ NRB.



Table A.2.3.7-2: Void

A.3	DL reference measurement channels
[bookmark: _Toc21026755][bookmark: _Toc27744053][bookmark: _Toc36197224][bookmark: _Toc36197916]A.3.1	General
Unless otherwise stated, Tables A.3.3.2-1 and A.3.3.2-2 are applicable for measurements of the Receiver Characteristics (clause 7).
Unless otherwise stated, Tables A.3.3.2-1 and A.3.3.2-2 also apply for the modulated interferer used in Clauses 7.5 and 7.6 with test specific bandwidths.
CSI-RS configuration parameter defined in A.3.1-2 is used for verifying the beam correspondence requirement, 2 slots of CSI-RS shall be provided at each test grid point. The DL channel shall be configured for zero power on all tones except those used by CSI-RS in slots containing CSI-RS for beam refinement, and the DL and UL channel sizes shall be the same during verification.
Table A.3.1-1: Test parameters
	Parameter
	Unit
	Value

	CORESET frequency domain allocation
	
	Full BW

	CORESET time domain allocation
	
	2 OFDM symbols at the begin of each slot

	PDSCH mapping type
	
	Type A

	PDSCH start symbol index (S)
	
	2

	Number of consecutive PDSCH symbols (L)
	
	12

	PDSCH PRB bundling
	PRBs
	2

	Dynamic PRB bundling
	
	false

	MCS table for TBS determination
	
	64QAM

	Overhead value for TBS determination
	
	0

	First DMRS position for Type A PDSCH mapping
	
	2

	DMRS type
	
	Type 1

	Number of additional DMRS
	
	2

	FDM between DMRS and PDSCH
	
	Disable

	CSI‑RS for tracking
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0 for CSI-RS resource 1,2

	
	OFDM symbols in the PRB used for CSI‑RS
	
	l0 = 8 for CSI-RS resource 1
l0 = 12 for CSI-RS resource 2

	
	Number of CSI-RS ports
	
	1 for CSI-RS resource 1,2

	
	CDM Type
	
	'No CDM' for CSI-RS resource 1,2

	
	Density (ρ)
	
	3 for CSI-RS resource 1,2

	
	CSI‑RS periodicity
	Slots
	60 kHz SCS: 80 for CSI-RS resources 1 and 2
120 kHz SCS: 160 for CSI-RS resources 1 and 2

	
	CSI‑RS offset
	Slots
	60 kHz SCS: 40 for CSI-RS resources 1 and 2
120kHz SCS: 80 for CSI-RS resources 1 and 2

	
	Frequency Occupation
	
	Start PRB 0
Number of PRB = BWP size

	
	QCL info
	
	TCI state #0

	PTRS configuration
	
	PTRS is not configured



Table A.3.1-2: CSI-RS parameters
	Resource Type
	aperiodic

	Resource Set Config
	

	repetition
	on

	aperiodicTriggeringOffset
	Depending on UE capability

	Resource Config
	

	nzp-CSI-RS-ResourceId
	30 for resource #0

	
	31 for resource #1

	
	32 for resource #2

	
	33 for resource #3

	
	34 for resource #4

	
	35 for resource #5

	
	36 for resource #6

	
	37 for resource #7

	powerControlOffset
	0

	powerControlOffsetSS
	db0

	nrofPorts
	1

	firstOFDMSymbolInTimeDomain
	6 for resource #0

	
	7 for resource #1

	
	8 for resource #2

	
	9 for resource #3

	
	10 for resource #4

	
	11 for resource #5

	
	12 for resource #6

	
	13 for resource #7

	cdm-Type
	noCDM

	density
	3

	nrofRBs
	48 for channel bandwdith≥100MHz
32 for channel bandwidth=50MHz

	qcl-info
	Type D to SSB



The CSI-RS configuration parameter defined in Table A.3.1-3 is used for verifying the beam correspondence requirement. CSI-RS shall be provided once every 10msec.
Table A.3.1-3: CSI-RS parameters for CSI-RS based beam correspondence
	Resource Type
	aperiodic

	Resource Set Config
	

	repetition
	on

	aperiodicTriggeringOffset
	Depending on UE capability

	Resource Config
	

	nzp-CSI-RS-ResourceId
	30 for resource #0

	
	31 for resource #1

	
	32 for resource #2

	
	33 for resource #3

	
	…

	
	…

	
	…

	
	29+N for resource #(N-1), where N is maxNumberRxBeam in UE capability IE of MIMO-ParametersPerBand

	powerControlOffset
	0

	powerControlOffsetSS
	db0

	nrofPorts
	1

	firstOFDMSymbolInTimeDomain
	6 for resource #0

	
	7 for resource #1

	
	8 for resource #2

	
	9 for resource #3

	
	…

	
	…

	
	…

	
	5+N for resource #(N-1), where N=maxNumberRxBeam-1 in UE capability IE of MIMO-ParametersPerBand

	cdm-Type
	noCDM

	density
	3

	nrofRBs
	48 for channel bandwidth≥100MHz
32 for channel bandwidth=50MHz

	qcl-info
	Type D to SSB



[bookmark: _Toc21026756][bookmark: _Toc27744054][bookmark: _Toc36197225][bookmark: _Toc36197917]A.3.2	Void
[bookmark: _Toc21026757][bookmark: _Toc27744055][bookmark: _Toc36197226][bookmark: _Toc36197918]A.3.3	DL reference measurement channels for TDD
[bookmark: _Toc21026758][bookmark: _Toc27744056][bookmark: _Toc36197227][bookmark: _Toc36197919]A.3.3.1	General
Table A.3.3.1-1: Additional test parameters for TDD
	Parameter
	Value

	
	SCS 60 kHz (µ=2)
	SCS 120 kHz (µ=3)

	UL-DL configuration
	referenceSubcarrierSpacing
	60 kHz
	120 kHz

	
	dl-UL-TransmissionPeriodicity
	1.25 ms
	0.625 ms

	
	nrofDownlinkSlots
	3
	3

	
	nrofDownlinkSymbols
	4
	10

	
	nrofUplinkSlot
	1
	1

	
	nrofUplinkSymbols
	4
	2

	Number of HARQ Processes
	8
	8

	K1 value
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =7 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,39}
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =7 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,79}



[bookmark: _Toc21026759][bookmark: _Toc27744057][bookmark: _Toc36197228][bookmark: _Toc36197920]A.3.3.2	FRC for receiver requirements for QPSK
Table A.3.3.2-1: Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	
Subcarrier spacing configuration 
	
	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame (NOTE 7)
	
	23 / 24
	23 / 24
	23 / 24

	MCS index
	
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5) 
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	Bits
	4224
	8456
	16896

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	CBs
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	CBs
	1
	2
	2

	Binary Channel Bits Per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79} (NOTE 5)
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79} (NOTE 6)
	Bits
	14256
	28512
	57024

	Max. Throughput averaged over 1 frame
(NOTE 8)
	Mbps
	10.138
	20.294
	40.550

	Note 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
Note 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
Note 4:	Slot i is slot index per 2 frames
Note 5:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 8) = {3,4,5,6,7} for i from {0,…,79} together with the TDD UL-DL configuration specified in A2.3.
Note 6:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 8) = {0,1,2} for i from {0,…,79} together with the TDD UL-DL configuration specified in A2.3.
NOTE 7:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 8:	Throughput is averaged over 2nd frame of RMC.



Table A.3.3.2-2: Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	
Subcarrier spacing configuration 
	
	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame (NOTE 7)
	
	47 / 48
	47 / 48
	47 / 48
	47 / 48

	MCS index
	
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	Bits
	2088
	4224
	8456
	16896

	Transport block CRC
	Bits
	16
	24
	24
	24

	LDPC base graph
	
	2
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	CBs
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	CBs
	1
	1
	2
	2

	Binary Channel Bits Per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159} (NOTE 5)
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159} (NOTE 6)
	Bits
	6912
	14256
	28512
	57024

	Max. Throughput averaged over 1 frame
(NOTE 8)
	Mbps
	10.022
	20.275
	40.589
	81.101

	Note 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
Note 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
Note 4:	Slot i is slot index per 2 frames
Note 5:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 16) = {7,…,15} for i from {0,…,159} together with the TDD UL-DL configuration specified in A2.3.
Note 6:	When this DL RMC used together with the UL RMC for the transmitter requirements requiring at least one sub frame (1ms) for the measurement period, Slot i, if mod(i, 16) = {0,…,6} for i from {0,…,159} together with the TDD UL-DL configuration specified in A2.3.
NOTE 7:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 8:	Throughput is averaged over 2nd frame of RMC.
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TBD
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Table A.3.3.4-1: Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	
Subcarrier spacing configuration 
	
	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	23 / 24
	23 / 24
	23 / 24

	MCS index
	
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = {0,1,2} for i from {1,…,79}
	Bits
	20496
	40976
	81976

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	CBs
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = {0,1,2} for i from {1,…,79}
	CBs
	3
	5
	10

	Binary Channel Bits Per Slot
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 105) = {0,1,2} for i from {1,…,79}
	Bits
	4098640392
	8197280784
	163944161568

	Max. Throughput averaged over 1 frame
(NOTE 7)
	Mbps
	49.190
	98.343
	196.742

	Note 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
Note 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 3:	SS/PBCH block is transmitted in slot 0 with periodicity 20 ms
Note 4:	Slot i is slot index per 2 frames
Note 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.



Table A.3.3.4-2: Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	
Subcarrier spacing configuration 
	
	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame (NOTE 6)
	
	47 / 48
	47 /48
	47 / 48
	47 / 48

	MCS index
	
	19
	19
	19
	19

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2
	1/2
	1/2

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	9992
	20496
	40976
	81976

	Transport block CRC
	Bits
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	2
	3
	5
	10

	Binary Channel Bits Per Slot
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	1987219584
	4098640392
	8197280784
	163944161568

	Max. Throughput averaged over 1 frame
(NOTE 7)
	Mbps
	47.962
	98.381
	196.685
	393.485

	Note 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
Note 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 3:	SS/PBCH block is transmitted in slot with periodicity 20 ms
Note 4:	Slot i is slot index per 2 frames
Note 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.
NOTE 6:	First number corresponds to the number slots allocated in the first frame of the RMC; second number corresponds to the number slots allocated in the second frame of the RMC.
NOTE 7:	Throughput is averaged over 2nd frame of RMC.
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Table A.3.3.5-1: Fixed Reference Channel for Receiver Requirements (SCS 60 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200

	
Subcarrier spacing configuration 
	
	2
	2
	2

	Allocated resource blocks
	
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12

	Allocated slots per Frame
	
	23
	23
	23

	MCS index
	
	24
	24
	24

	Modulation
	
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5

	Maximum number of HARQ transmissions
	
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	Bits
	44040
	88064
	176208

	Transport block CRC
	Bits
	24
	24
	24

	LDPC base graph
	
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	CBs
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	CBs
	6
	11
	21

	Binary Channel Bits Per Slot
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,79}
	Bits
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,79}
	Bits
	54648
	109296
	218592

	Max. Throughput averaged over 1 frame
	Mbps
	101.292
	202.547
	405.278

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 of each frame
NOTE 4:	Slot i is slot index per frame
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.



Table A.3.3.5-2: Fixed Reference Channel for Receiver Requirements (SCS 120 kHz, TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	50
	100
	200
	400

	
Subcarrier spacing configuration 
	
	3
	3
	3
	3

	Allocated resource blocks
	
	32
	66
	132
	264

	Subcarriers per resource block
	
	12
	12
	12
	12

	Allocated slots per Frame
	
	47
	47
	47
	47

	MCS index
	
	24
	24
	24
	24

	Modulation
	
	256QAM
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5
	4/5

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	21504
	44040
	88064
	176208

	Transport block CRC
	Bits
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	CBs
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	CBs
	3
	6
	11
	21

	Binary Channel Bits Per Slot
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = {3,4} for i from {0,…,159}
	Bits
	N/A
	N/A
	N/A
	N/A

	For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,159}
	Bits
	26496
	54648
	109296
	218592

	Max. Throughput averaged over 1 frame
	Mbps
	101.069
	206.988
	413.901
	828.178

	NOTE 1:	Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.
NOTE 2:	If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
NOTE 3:	SS/PBCH block is transmitted in slot 0 of each frame
NOTE 4:	Slot i is slot index per frame
NOTE 5:	PTRS is configured on symbols containing PDSCH with 1 port, per 2PRB in frequency domain, per symbol in time domain. Overhead for TBS calculation is assumed to be 6.




==============================================================
<< End of changes >>

image1.wmf
m


oleObject1.bin

oleObject2.bin

oleObject3.bin

oleObject4.bin

oleObject5.bin

oleObject6.bin

