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<Start of modified section >
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	Idle mode operations
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<skip to the change>

	8
	RRC
	
	
	
	
	
	
	

	8.1.1.1
	Void
	
	
	
	
	
	
	

	8.1.1.1a
	RRC / Direct Indication Information / Notification of BCCH modification in idle mode
	Rel-13
	C254
	UEs supporting E-UTRA and (CE Mode A or CE Mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.2
	RRC / Paging for notification of BCCH modification in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.2a
	RRC / Paging for notification of BCCH modification in idle mode / eDRX cycle longer than the modification period / eDRX cycle with eDRX Allowed/Not Allowed
	Rel-13
	C262
	UEs supporting E-UTRA and Extended DRX
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.3
	RRC / Paging for connection in idle mode / Multiple paging records
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.4
	RRC / Paging for connection in idle mode / Shared network environment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.1.5
	Void
	
	
	
	
	
	
	

	8.1.1.6
	RRC / BCCH modification in connected mode
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	<skip to the change>

	8.1.2.14
	RRC connection establishment / High speed flag
	Rel-9
(Note 3)

	C224c 
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.2.15
	RRC connection establishment / Extended and spare fields in SI
	Rel-8 to Rel-15 16 only
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.1
	Void
	
	
	
	
	
	
	

	<skip to the change>

	22.4.23
	NB-IoT / Radio link failure / T310 expiry / Dedicated RLF timer (CP CIoT)
	Rel-13
	C266
	UEs supporting NB-IoT
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.24
	NB-IoT / RRC / Paging for connection in idle mode / Non-anchor carrier
	Rel-14
	C349
	UEs supporting NB-IoT and paging on non-anchor carriers in NB-IoT
	pc_NB_FDD
	
	
	

	
	
	
	C403
	
	pc_NB_TDD
	
	
	

	22.4.25
	NB-IoT / SC-MCCH information acquisition
	Rel-14
	C350
	UEs supporting NB-IoTFDD and SC-PTM in Idle mode
	pc_NB_FDD
	
	
	

	22.4.26
	NB-IoT / RRC connection establishment / Extended and spare fields in SI
	Rel-13 to Rel-15 16 only
	C266
	UEs supporting NB-IoT
	pc_NB_FDD
	
	
	

	
	
	Rel-15 to Rel-16 only
	
	
	pc_NB_TDD
	
	
	

	22.4.27
	NB-IoT / RRC connection establishment / Access barring enhancement
	Rel-15
	C266
	UEs supporting NB-IoT
	pc_NB_FDD
	
	
	

	
	
	
	
	
	pc_NB_TDD
	
	
	

	22.4.28
	NB-IoT / Wake-up Signal / DRX
	Rel-15
	C390
	UEs supporting NB-IoT FDD and WUS
	pc_NB_FDD
	
	
	

	22.4.29
	NB-IoT / Wake-up Signal / eDRX
	Rel-15
	C391
	UEs supporting NB-IoT FDD and Extended DRX and WUS
	pc_NB_FDD
	
	
	



<End of modified section >

