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<Start of Changes>
[bookmark: _Toc27478106][bookmark: _Toc36226818][bookmark: _Toc44324103][bookmark: _Toc52990297][bookmark: _Toc60823496][bookmark: _Toc60825418][bookmark: _Toc69306254][bookmark: _Toc69309919][bookmark: _Toc76020237][bookmark: _Toc83720720]6.4D.2	Transmit modulation quality for UL MIMO
For UE supporting UL-MIMO, the transmit modulation quality requirements are specified at each transmit antenna connector.
If UE is configured for transmission on single-antenna port, the requirements specified for single carrier apply.
The transmit modulation quality is specified in terms of:
-	Error Vector Magnitude (EVM) for the allocated resource blocks (RBs) 
-	EVM equalizer spectrum flatness derived from the equalizer coefficients generated by the EVM measurement process
-	Carrier leakage (caused by IQ offset)
-	In-band emissions for the non-allocated RB
[bookmark: _Toc27478107][bookmark: _Toc36226819][bookmark: _Toc44324104][bookmark: _Toc52990298][bookmark: _Toc60823497][bookmark: _Toc60825419][bookmark: _Toc69306255][bookmark: _Toc69309920][bookmark: _Toc76020238][bookmark: _Toc83720721]6.4D.2.1	Error Vector Magnitude for UL MIMO
[bookmark: _Toc27478108][bookmark: _Toc36226820][bookmark: _Toc44324105][bookmark: _Toc52990299][bookmark: _Toc60823498][bookmark: _Toc60825420]6.4D.2.1.1	Test purpose
The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in sub-clause 6.4D.2.4.3. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval in the time domain is the duration of PUSCH channel, or one hop, if frequency hopping is enabled for PUSCH in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient as defined in subclause 6.3D.3.3.
[bookmark: _Toc27478109][bookmark: _Toc36226821][bookmark: _Toc44324106][bookmark: _Toc52990300][bookmark: _Toc60823499][bookmark: _Toc60825421]6.4D.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support UL MIMO.
[bookmark: _Toc27478110][bookmark: _Toc36226822][bookmark: _Toc44324107][bookmark: _Toc52990301][bookmark: _Toc60823500][bookmark: _Toc60825422]6.4D.2.1.3	Minimum conformance requirements
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the Error Vector Magnitude requirements specified in Table 6.4.2.1.3-1 which is defined in subclause 6.4.2.1.3 apply  at each transmit antenna connectorper layer. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1.3-2
The normative reference for this requirement is TS 38.101-1 [2] clause 6.4D.2.1.
[bookmark: _Toc27478111][bookmark: _Toc36226823][bookmark: _Toc44324108][bookmark: _Toc52990302][bookmark: _Toc60823501][bookmark: _Toc60825423]6.4D.2.1.4	Test description
6.4D.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.4D.2.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.4D.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Highest

	Test SCS as specified in Table 5.3.5-1
	All

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Inner Full

	2
	
	CP-OFDM QPSK
	Outer Full

	3
	
	CP-OFDM 16 QAM
	Inner Full

	4
	
	CP-OFDM 16 QAM
	Outer Full

	5
	
	CP-OFDM 64 QAM
	Outer Full

	6
	
	CP-OFDM 256 QAM
	Outer Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.2 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.4D.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.4D.2.1.4.3.
6.4D.2.1.4.2	Test procedure
Test procedure for PUSCH:
1.1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.4D.2.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC. The PDCCH DCI format 0_1 is specified with the condition 2TX_UL_MIMO in 38.508-1 [5] subclause 4.3.6.1.1.2
1.2.	Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level, allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.

1.3.	Measure the EVM and  using Global In-Channel Tx-Test (Annex E)  for per layer each of transmit antenna of the UE. For TDD, only slots consisting of only UL symbols are under test.
[bookmark: _Hlk20949299]1.4.	For modulations except 256QAM, send uplink power control commands to the UE using 1dB power step size to ensure that the UE output power at each antenna connector under measurement measured by the test system is within the Uplink power control window, defined as +MU to +(MU + Uplink power control window size) dB of the target power level Pmin, where:
-	Pmin is the minimum output power according to Table 6.3.1.3-1.
-	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.2-1 for the carrier frequency f and the channel bandwidth BW.
-	Uplink power control window size = 1dB (UE power step size) + 0.7dB (UE power step tolerance) + (Test system relative power measurement uncertainty), where, the UE power step tolerance is specified in TS 38.101-1 [2], Table 6.3.4.3-1 and is 0.7dB for 1dB power step size, and the Test system relative power measurement uncertainty is specified in Table F.1.2-1.

For 256 QAM, send uplink power control commands to the UE using 1dB power step size to ensure that the UE output power at each antenna connector under measurement measured by the test system is within the Uplink power control window, defined as +MU to +(MU + Uplink power control window size) dB of the target power level  Pmin + 10 dB, where MU and Uplink power control window size are defined above. Pmin is the minimum output power according to Table 6.3D.1.3-1.

1.5.	Measure the EVM and  using Global In-Channel Tx-Test (Annex E) for per layer each of transmit antennas of the UE. For TDD, only slots consisting of only UL symbols are under test.
NOTE1:	Void.
NOTE2:	The purpose of the Uplink power control window is to ensure that the actual UE output power at each antenna connector under measurement is no less than the target power level, and as close as possible to the target power level. The relationship between the Uplink power control window, the target power level and the corresponding possible actual UE Uplink power window is illustrated in Annex F.4.2.
NOTE3:	For the UE which the output power at each antenna connector can reach the Uplink power control window at the same time, execute measurement for each of antenna connectors. For the UE which the output power at each antenna connector cannot reach the Uplink power control window at the same time, execute measurement for the one antenna connector which the output power is within Uplink power control window. And then ensure output power of the other antenna connector is within Uplink power control window and execute measurement for this antenna connector.
Table 6.4D.2.1.4.2-1: Void
6.4D.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 with the condition 2TX_UL_MIMO.
[bookmark: _Toc27478112][bookmark: _Toc36226824][bookmark: _Toc44324109][bookmark: _Toc52990303][bookmark: _Toc60823502][bookmark: _Toc60825424]6.4D.2.1.5	Test requirement
The requirements apply to each transmit antenna connector.
The PUSCH EVM, derived in Annex E.4.2, shall not exceed the values in Table 6.4D.2.1.5-1.

The PUSCH, derived in Annex E.4.6.2, shall not exceed the values in Table 6.4D.2.1.5-1 when embedded with data symbols of the respective modulation scheme.
Table 6.4D.2.1.5-1: Test requirements for Error Vector Magnitude
	
Parameter
	Unit
	Average EVM Level

	Pi/2-BPSK 
	%
	30 + TT

	QPSK
	%
	17.5 + TT

	16 QAM 
	%
	12.5 + TT

	64 QAM 
	%
	8 + TT

	256 QAM
	%
	3.5 + TT

	Note 1:	TT is defined in Table 6.4D.2.1.5-2.



Table 6.4D.2.1.5-2: Test Tolerance
	
Parameter
	Unit
	Average EVM Level

	Pi/2-BPSK 
	%
	0

	QPSK
	%
	0

	16 QAM 
	%
	0

	64 QAM 
	%
	0

	256 QAM
	%
	0.3 for 15 dBm < PUL
0.8 for -25 dBm < PUL≤ 15 dBm
1.1 for -40dBm ≤ PUL ≤ -25dBm
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<End of Change>
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For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the Error Vector Magnitude
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