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<< Unchanged sections omitted >>
[bookmark: _Toc27477899][bookmark: _Toc36226592][bookmark: _Toc44323849][bookmark: _Toc52990032][bookmark: _Toc60823228][bookmark: _Toc60825150][bookmark: _Toc69306047]6.2D.2.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2D.2.5-1, Table 6.2D.2.5-2, Table 6.2D.2.5-3, or Table 6.2D.2.5-4. The maximum output power, derived in step 4 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2D.2.5-1a, Table 6.2D.2.5-2a, Table 6.2D.2.5-3a, or Table 6.2D.2.5-4a.
Table 6.2D.2.5-1: UE Power Class test requirements (for Band n1, n2, n3, n7, n25, n30, n34, n38, n39, n40, n41, n48, n66, n70, n71, n77, n78, n79, n97) for Power Class 3
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	1.5
	0
	（1.52）
	21.5
	（20.02）
	5.0
	（6.02）
	3
	25.0 + TT
	16.5 - TT
	（14.0 - TT2）

	2
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	3
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	4
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	5
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	5.0
	（5.02）
	3
	25.0 + TT
	16.0 - TT
	（14.5 - TT2）

	6
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	7
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	8
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	9
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	10
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	11
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	12
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	（6.02）
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	13
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	（6.02）
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	14
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	（6.02）
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n2, n3, n7, n25, n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-5.



Table 6.2D.2.5-1a: UE Power Class test requirements (for Band n1, n2, n3, n7, n25, n30, n34, n38, n41, n48, n66, n70, n71, n77, n78, n79) for Power Class 3 supporting ULFPTx
TBD

Table 6.2D.2.5-2: UE Power Class test requirements (for Bands n41, n77, n78, n79) for Power Class 2
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	26
	0
	1.5
	0
	（1.52）
	24.5
	（23.02）
	2.0
	（2.52）
	3
	28.0 + TT
	21.5 - TT
	（20.0 - TT2）

	2
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	3
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	4
	26
	0
	3
	0
	（1.52）
	23.0
	（21.52）
	3.0
	（5.02）
	3
	28.0 + TT
	20.0 - TT
	（16.5 - TT2）

	5
	26
	0
	2
	0
	（1.52）
	24.0
	（22.52）
	3.0
	（5.02）
	3
	28.0 + TT
	21.0 - TT
	（17.5 - TT2）

	6
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	7
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	8
	26
	0
	3
	0
	（1.52）
	23.0
	（21.52）
	3.0
	（5.02）
	3
	28.0 + TT
	20.0 - TT
	（16.5 - TT2）

	9
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	10
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	11
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	12
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	28.0 + TT
	14.5 - TT
	（13.0 - TT2）

	13
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	28.0 + TT
	14.5 - TT
	（13.0 - TT2）

	14
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	28.0 + TT
	14.5 - TT
	（13.0 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-5.



The maximum output power, derived in step 4 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2D.2.5-2a and Table 6.2D.2.5-2b.
Table 6.2D.2.5-2a: UE Power Class test requirements (for Band n1, n2, n3, n7, n25, n30, n34, n38, n41, n48, n66, n70, n71, n77, n78, n79) for Power Class 3 with supporting ULFPTx
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	3.0
	(5.02)
	3
	25.0 + TT
	20.0 - TT
	（16.5 - TT2）

	2
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	25.0 + TT
	17.5 - TT
	（16.0 - TT2）

	3
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	25.0 + TT
	17.5 - TT
	（16.0 - TT2）

	4
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	25.0 + TT
	17.5 - TT
	（16.0 - TT2）

	5
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	3.0
	(5.02)
	3
	25.0 + TT
	20.0 - TT
	（16.5 - TT2）

	6
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	5.0
	(6.02)
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	7
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	5.0
	(6.02)
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	8
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	5.0
	(6.02)
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	9
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	5.0
	(6.02)
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	10
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	5.0
	
	3
	25.0 + TT
	16.0 - TT
	（14.5 - TT2）

	11
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	5.0
	
	3
	25.0 + TT
	16.0 - TT
	（14.5 - TT2）

	12
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	5.0
	
	3
	25.0 + TT
	16.0 - TT
	（14.5 - TT2）

	13
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	(5.02)
	3
	25.0 + TT
	14.5 - TT
	（14.0 - TT2）

	14
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	(5.02)
	3
	25.0 + TT
	14.5 - TT
	（14.0 - TT2）

	15
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	(5.02)
	3
	25.0 + TT
	14.5 - TT
	（14.0 - TT2）

	16
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	5.0
	
	3
	25.0 + TT
	13.5 - TT
	（12.0 - TT2）

	17
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	5.0
	
	3
	25.0 + TT
	13.5 - TT
	（12.0 - TT2）

	18
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	5.0
	
	3
	25.0 + TT
	13.5 - TT
	（12.0 - TT2）

	19
	23
	0
	1.5
	0
	（1.52）
	21.5
	（20.02）
	5.0
	(6.02)
	3
	25.0 + TT
	16.5 - TT
	（14.0 - TT2）

	20
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	(5.02)
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	21
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	(5.02)
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	22
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	(5.02)
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	23
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	5.0
	
	3
	25.0 + TT
	16.0 - TT
	（14.5 - TT2）

	24
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	(5.02)
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	25
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	(5.02)
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	26
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	(5.02)
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	27
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	28
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	29
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	30
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	(6.02)
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	31
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	(6.02)
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	32
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	(6.02)
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-3.



Table 6.2D.2.5-2b: UE Power Class test requirements (for Bands n41, n77, n78, n79) for Power Class 2 with supporting ULFPTx
TBD
Table 6.2D.2.5-3: UL MIMO MPR test requirements (for Band n41, n77, n78, n79) for Power Class 1.5 UEs
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
	Upper limit (dBm)
	Lower limit (dBm)

	1
	29
	0
	2
	0
	（1.52）
	27.0
	（25.52）
	3.0
	
	3
	31.0 + TT
	24.0 - TT
	（22.5 - TT2）

	2
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	3
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	4
	29
	0
	4.5
	0
	（1.52）
	24.5
	（23.02）
	3.0
	
	3
	31.0 + TT
	21.5 - TT
	（20.0 - TT2）

	5
	29
	0
	2.5
	0
	（1.52）
	26.5
	（25.02）
	3.0
	
	3
	31.0 + TT
	23.5 - TT
	（22.0 - TT2）

	6
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	7
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	8
	29
	0
	4.5
	0
	（1.52）
	24.5
	（23.02）
	3.0
	
	3
	31.0 + TT
	21.5 - TT
	（20.0 - TT2）

	9
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	10
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	11
	29
	0
	5
	0
	（1.52）
	24.0
	（22.52）
	3.0
	（5.02）
	3
	31.0 + TT
	21.0 - TT
	（17.5 - TT2）

	12
	29
	0
	8.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	（5.02）
	3
	31.0 + TT
	14.5 - TT
	（14.0- TT2）

	13
	29
	0
	8.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	（5.02）
	3
	31.0 + TT
	14.5 - TT
	（14.0 - TT2）

	14
	29
	0
	8.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	（5.02）
	3
	31.0 + TT
	14.5 - TT
	（14.0 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-5.



Table 6.2D.2.5-3a: UL MIMO MPR test requirements (for Band n41, n77, n78, n79) for Power Class 1.5 UEs supporting ULFPTx except the feature ul-FullPwrMode-r16 or ul-FullPwrMode2-TPMIGroup-r16
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	29
	0
	0.5
	0
	（1.52）
	28.5
	（27.02）
	3.0
	
	3
	31.0 + TT
	25.5 – TT
	（24.0 - TT2）

	2
	29
	0
	6
	0
	（1.52）
	23.0
	（21.52）
	3.0
	(5.02)
	3
	31.0 + TT
	20.0 – TT
	（18.5 - TT2）

	3
	29
	0
	6
	0
	（1.52）
	23.0
	（21.52）
	3.0
	(5.02)
	3
	31.0 + TT
	20.0 – TT
	（18.5 - TT2）

	4
	29
	0
	2
	0
	（1.52）
	27.0
	（25.52）
	3.0
	
	3
	31.0 + TT
	24.0 – TT
	（22.5 - TT2）

	5
	29
	0
	0.5
	0
	（1.52）
	28.5
	（27.02）
	3.0
	
	3
	31.0 + TT
	25.5 – TT
	（24.0 - TT2）

	6
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT2）

	7
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT2）

	8
	29
	0
	2.5
	0
	（1.52）
	26.5
	（25.02）
	3.0
	
	3
	31.0 + TT
	23.5 - TT
	（22.0 - TT2）

	9
	29
	0
	1.5
	0
	（1.52）
	27.5
	（26.02）
	3.0
	
	3
	31.0 + TT
	24.5 - TT
	（23.0 - TT2）

	10
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	11
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	12
	29
	0
	3.5
	0
	（1.52）
	25.5
	（24.02）
	3.0
	
	3
	31.0 + TT
	22.5 - TT
	（21.0 - TT2）

	13
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	14
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	15
	29
	0
	4
	0
	（1.52）
	25.0
	（23.52）
	3.0
	
	3
	31.0 + TT
	22.0 - TT
	（20.5 - TT2）

	16
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0- TT2）

	17
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	18
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	19
	29
	0
	2
	0
	（1.52）
	27.0
	（25.52）
	3.0
	
	3
	31.0 + TT
	24.0 - TT
	（22.5 - TT2）

	20
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	21
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	22
	29
	0
	4.5
	0
	（1.52）
	24.5
	（23.02）
	3.0
	
	3
	31.0 + TT
	21.5 - TT
	（20.0 - TT2）

	23
	29
	0
	2.5
	0
	（1.52）
	26.5
	（25.02）
	3.0
	
	3
	31.0 + TT
	23.5 - TT
	（22.0 - TT2）

	24
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	25
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	26
	29
	0
	4.5
	0
	（1.52）
	24.5
	（23.02）
	3.0
	
	3
	31.0 + TT
	21.5 - TT
	（20.0 - TT2）

	27
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	28
	29
	0
	6.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT2）

	29
	29
	0
	5
	0
	（1.52）
	24.0
	（22.52）
	3.0
	（5.02）
	3
	31.0 + TT
	21.0 - TT
	（17.5 - TT2）

	30
	29
	0
	8.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	（5.02）
	3
	31.0 + TT
	14.5 - TT
	（14.0- TT2）

	31
	29
	0
	8.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	（5.02）
	3
	31.0 + TT
	14.5 - TT
	（14.0 - TT2）

	32
	29
	0
	8.5
	0
	（1.52）
	20.5
	（19.02）
	6.0
	（5.02）
	3
	31.0 + TT
	14.5 - TT
	（14.0 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-5.



Table 6.2D.2.5-4: UL MIMO MPR test requirements (for Band n41, n77, n78, n79) for Power Class 1.5 FWA UEs
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
	Upper limit (dBm)
	Lower limit (dBm)

	1
	29
	0
	1.5
	0
	（1.53）
	27.5
	（26.03）
	3.0
	
	3
	31.0 + TT
	24.5 - TT
	（23.0 - TT3）

	2
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT3）

	3
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT3）

	4
	29
	0
	4
	0
	（1.53）
	25.0
	（23.53）
	3.0
	
	3
	31.0 + TT
	22.0 – TT
	（20.5 - TT3）

	5
	29
	0
	2
	0
	（1.53）
	27.0
	（25.53）
	3.0
	
	3
	31.0 + TT
	24.0 – TT
	（22.5 - TT3）

	6
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	7
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	8
	29
	0
	4
	0
	（1.53）
	25.0
	（23.53）
	3.0
	
	3
	31.0 + TT
	22.0 - TT
	（20.5 - TT3）

	9
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	10
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	11
	29
	0
	4.5
	0
	（1.53）
	24.5
	（23.03）
	3.0
	
	3
	31.0 + TT
	21.5 - TT
	（20.0 - TT3）

	12
	29
	0
	7.5
	0
	（1.53）
	21.5
	（20.03）
	5.0
	（6.03）
	3
	31.0 + TT
	16.5 - TT
	（14.0- TT3）

	13
	29
	0
	7.5
	0
	（1.53）
	21.5
	（20.03）
	5.0
	（6.03）
	3
	31.0 + TT
	16.5 - TT
	（14.0 - TT3）

	14
	29
	0
	7.5
	0
	（1.53）
	21.5
	（20.03）
	5.0
	（6.03）
	3
	31.0 + TT
	16.5 - TT
	（14.0 - TT3）

	NOTE 1:	This table is targeted to large FWA form factor with 20 dB or above antenna isolation.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 4:	TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-5.



Table 6.2D.2.5-4a: UL MIMO MPR test requirements (for Band n41, n77, n78, n79) for Power Class 1.5 FWA UEs supporting ULFPTx except the feature ul-FullPwrMode-r16 or ul-FullPwrMode2-TPMIGroup-r16
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	29
	0
	0
	0
	（1.53）
	29.0
	（27.53）
	3.0
	
	3
	31.0 + TT
	26.0 – TT
	（24.5 - TT3）

	2
	29
	0
	6
	0
	（1.53）
	23.0
	（21.53）
	3.0
	(5.03)
	3
	31.0 + TT
	20.0 – TT
	（18.5 - TT3）

	3
	29
	0
	6
	0
	（1.53）
	23.0
	（21.53）
	3.0
	(5.03)
	3
	31.0 + TT
	20.0 – TT
	（18.5 - TT3）

	4
	29
	0
	1.5
	0
	（1.53）
	27.5
	（26.03）
	3.0
	
	3
	31.0 + TT
	24.5 – TT
	（23.0 - TT3）

	5
	29
	0
	0
	0
	（1.53）
	29.0
	（27.53）
	3.0
	
	3
	31.0 + TT
	26.0 – TT
	（24.5 - TT3）

	6
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT3）

	7
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT3）

	8
	29
	0
	2
	0
	（1.53）
	27.0
	（25.53）
	3.0
	
	3
	31.0 + TT
	24.0 - TT
	（22.5 - TT3）

	9
	29
	0
	1
	0
	（1.53）
	28.0
	（26.53）
	3.0
	
	3
	31.0 + TT
	25.0 - TT
	（23.5 - TT3）

	10
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	11
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	12
	29
	0
	3
	0
	（1.53）
	26.0
	（24.53）
	3.0
	
	3
	31.0 + TT
	23.0 - TT
	（21.5 - TT3）

	13
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	14
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT3）

	15
	29
	0
	3.5
	0
	（1.53）
	25.5
	（24.03）
	3.0
	
	3
	31.0 + TT
	22.5 - TT
	（21.0 - TT3）

	16
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0- TT3）

	17
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	18
	29
	0
	5.5
	0
	（1.53）
	23.5
	（22.03）
	3.0
	(5.03)
	3
	31.0 + TT
	20.5 - TT
	（17.0 - TT3）

	19
	29
	0
	1.5
	0
	（1.53）
	27.5
	（26.03）
	3.0
	
	3
	31.0 + TT
	24.5 - TT
	（23.0 - TT3）

	20
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT3）

	21
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 – TT
	（16.0 - TT3）

	22
	29
	0
	4
	0
	（1.53）
	25.0
	（23.53）
	3.0
	
	3
	31.0 + TT
	22.0 – TT
	（20.5 - TT3）

	23
	29
	0
	2
	0
	（1.53）
	27.0
	（25.53）
	3.0
	
	3
	31.0 + TT
	24.0 – TT
	（22.5 - TT3）

	24
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	25
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	26
	29
	0
	4
	0
	（1.53）
	25.0
	（23.53）
	3.0
	
	3
	31.0 + TT
	22.0 - TT
	（20.5 - TT3）

	27
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	28
	29
	0
	6.5
	0
	（1.53）
	22.5
	（21.03）
	5.0
	
	3
	31.0 + TT
	17.5 - TT
	（16.0 - TT3）

	29
	29
	0
	4.5
	0
	（1.53）
	24.5
	（23.03）
	3.0
	
	3
	31.0 + TT
	21.5 - TT
	（20.0 - TT3）

	30
	29
	0
	7.5
	0
	（1.53）
	21.5
	（20.03）
	5.0
	（6.03）
	3
	31.0 + TT
	16.5 - TT
	（14.0- TT3）

	31
	29
	0
	7.5
	0
	（1.53）
	21.5
	（20.03）
	5.0
	（6.03）
	3
	31.0 + TT
	16.5 - TT
	（14.0 - TT3）

	32
	29
	0
	7.5
	0
	（1.53）
	21.5
	（20.03）
	5.0
	（6.03）
	3
	31.0 + TT
	16.5 - TT
	（14.0 - TT3）

	NOTE 1:	This table is targeted to large FWA form factor with 20 dB or above antenna isolation.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 4:	TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-5.
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	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7
	1.0

	40MHz < BW ≤ 100MHz
	1.0
	1.0



For the UE which supports inter-band NR CA configuration, inter-band NR-DC configuration, SUL configuration or inter-band EN-DC configuration, ΔTIB,c as specified in 6.2A.4.0.2 for NR CA, 6.2B.4.0.2 for NR-DC, clause 6.2C.2 for SUL, or TS 38.521-3 [14] clause 6.2B.4.2 for EN-DC applies. Unless otherwise stated, ΔTIB,c is set to zero. In case the UE supports more than one of band combinations for CA, NR-DC, SUL or EN-DC, and an operating band belongs to more than one band combinations then
a)	When the operating band frequency range is ≤ 1 GHz, the applicable additional ΔTIB,c shall be the average value for all band combinations defined in clause 6.2A.4.0.2, 6.2B.4.0.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.521-3 [14], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔTIB,c among the different supported band combinations involving such band shall be applied.
b)	When the operating band frequency range is > 1 GHz, the applicable additional ΔTIB,c shall be the maximum value for all band combinations defined in clause 6.2A.4.0.2, 6.2B.4.0.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.521-3 [14] for the applicable operating bands.
6.2D.3	UE additional maximum output power reduction for UL MIMO
<< End of changes >>
