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<Start of first modified section>
[bookmark: _Toc27419189][bookmark: _Toc36040065][bookmark: _Toc43900797][bookmark: _Toc51768020][bookmark: _Toc58241943][bookmark: _Toc68076596][bookmark: _Toc75369786]4	Recommended Test Case Applicability
[bookmark: _Toc27419190][bookmark: _Toc36040066][bookmark: _Toc43900798][bookmark: _Toc51768021][bookmark: _Toc58241944][bookmark: _Toc68076597][bookmark: _Toc75369787]4.0	Introduction
The applicability of each individual test is identified in subclause 4.1. This is just a recommendation based on the purpose for which the test case was written.
<<<Skipped part >>>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.2
	Void
	
	
	

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.4
	RRC connection establishment / Extended and spare fields in SI
	Rel-15 only
	C21
	UEs supporting 5G Core

	8.1.1.3
	RRC release
	
	
	

	8.1.1.3.1
	RRC connection release / Redirection to another NR frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.2
	RRC connection release / Redirection from NR to E-UTRA
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.1.3.3
	RRC connection release / Success / With priority information
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.4
	RRC connection release / Success / With priority information / E-UTRA
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.1.3.5
	Void
	
	
	

	8.1.1.3.6
	Void
	
	
	

	8.1.1.3.7
	RRC connection release / Success / Deprioritisation / Frequency / T325 expiry
	Rel-15
	C133
	UEs supporting 5G Core and RRC connection release with Deprioritisation

	8.1.1.3.7a
	RRC connection release / Success / Deprioritisation / NR / T325 expiry
	Rel-15
	C148
	UEs supporting 5G Core and E-UTRA and RRC connection release with Deprioritisation

	8.1.1.3.7b
	RRC connection release / Success / Deprioritisation / Deletion of Stored deprioritisation request
	Rel-15
	C161
	UEs supporting 5G Core and RRC connection release with Deprioritisation and ManualModeNetworkSelectionException

	8.1.1.4
	RRC resume
	
	
	

	8.1.1.4.1
	RRC resume / Suspend-Resume / RNA update / Success
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.2
	RRC resume / Suspend-Resume / RRC setup / T319 expiry
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.3
	Void
	
	
	

	8.1.1.4.4
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C154
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE

	8.1.1.4.5
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C155
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE

	8.1.1.4.6
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Inter-band CA
	Rel-16
	C156
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE

	8.1.1.4.7
	RRC resume / Suspend-Resume / RRC setup / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C154
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE

	8.1.1.4.8
	RRC resume / Suspend-Resume / RRC setup / Active SCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C155
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE

	8.1.1.4.9
	RRC resume / Suspend-Resume / RRC setup / Active SCG SCell addition / Inter-band CA
	Rel-16
	C156
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE

	8.1.2
	RRC reconfiguration
	
	
	

	8.1.2.1
	Radio bearer establishment / reconfiguration / release
	
	
	

	8.1.2.1.1
	RRC reconfiguration / DRB / SRB / Establishment / Modification / Release / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.2
	RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.3
	Void
	
	
	

	8.1.2.1.4
	RRC reconfiguration / Dedicated RLF timer
	Rel-15
	R
	UEs supporting 5GS

	8.1.2.1.5
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success
	
	
	

	8.1.2.1.5.1
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.2.1.5.2
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.2.1.5.3
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.2.1.5.4
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	Cxx1
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band contiguous CA

	[bookmark: _Hlk118111104]8.1.2.1.5.5
	[bookmark: _Hlk118111122]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band non-contiguous CA
	Rel-16
	Cxx2
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band non-contiguous CA

	[bookmark: _Hlk118111173]8.1.2.1.5.6
	[bookmark: _Hlk118111188]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Inter-band CA
	Rel-16
	Cxx3
	UEs supporting 5G Core and direct NR MCG SCell activation and inter-band CA



<<<Skipped part >>>
[bookmark: _Toc27419192][bookmark: _Toc36040068][bookmark: _Toc43900800][bookmark: _Toc51768023][bookmark: _Toc58241946][bookmark: _Toc68076599][bookmark: _Toc75369789][bookmark: _Toc90490560][bookmark: _Toc100141933][bookmark: _Toc114918859]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
<<<Skipped part >>>

	C212
	IF A.4.1-5/1 AND A.4.3.12-1/2 THEN R ELSE N/A
	UEs supporting 5G Core and RedCap

	Cxx1
	IF A.4.1-5/1 AND A.4.3.5-1/NN AND (A.4.1-4A/1 OR A.4.1-4A/3) THEN R ELSE N/A
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band contiguous CA

	Cxx2
	IF A.4.1-5/1 AND A.4.3.5-1/NN AND (A.4.1-4A/2 OR A.4.1-4A/4) THEN R ELSE N/A
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band non-contiguous CA

	Cxx3
	IF A.4.1-5/1 AND A.4.3.5-1/NN AND (A.4.1-4A/5 OR A.4.1-4A/6 OR A.4.1-4A/7) THEN R ELSE N/A
	UEs supporting 5G Core and direct NR MCG SCell activation and inter-band CA




<End of modified section>
<< informal Note for the implementer: /NN is defined in TS 38:508-2 as : >>
	NN
	Support direct NR MCG SCell activation, as specified in TS 38.321, upon SCell addition, upon reconfiguration with sync of the MCG, as specified in TS 38.331.
	38.306, 4.2.6
	Rel-17
	pc_directMCG_SCellActivation_r17
	No
	
	



