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4.6.3	Radio resource control information elements
< Unchanged sections omitted >
[bookmark: _Toc21353790][bookmark: _Toc27749409]–	BWP-UplinkCommon
Table 4.6.3-14: BWP-UplinkCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-UplinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  rach-ConfigCommon CHOICE {
	
	
	

	    setup
	RACH-ConfigCommon
	
	

	  }
	
	
	

	  rach-ConfigCommon
	Not present
	
	SUL_SUL AND (RF OR RRM),
RF AND SCell_Add

	  pusch-ConfigCommon CHOICE {
	
	
	

	    setup
	PUSCH-ConfigCommon
	
	

	  }
	
	
	

	  pucch-ConfigCommon CHOICE {
	
	
	

	    setup
	PUCCH-ConfigCommon
	
	

	  }
	
	
	

	  pucch-ConfigCommon
	Not present
	
	RF AND SCell_Add

	enableRA-PrioritizationForSlicing-r17
	Not present
	
	

	
	true
	
	Slice_RACH

	}
	
	
	



	Condition
	Explanation

	SUL_SUL
	On the SUL carrier when supplementary carrier is configured

	SCell_Add
	Add SCell

	Slice_RACH
	Slice specific RACH configuration



< Unchanged sections omitted >
–	NSAG-ID
Table 4.6.3-84BA: NSAG-ID
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NSAG-ID-r17
	FFS
	
	



–	NSAG-IdentityInfo
Table 4.6.3-84B: NSAG-IdentityInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NSAG-IdentityInfo-r17 ::= SEQUENCE {
	
	
	

	nsag-ID-r17FFS
	NSAG-ID-r17
	
	

	}
	
	
	



< Unchanged sections omitted >
–	RACH-ConfigCommonTwoStepRA
Table 4.6.3-128A: RACH-ConfigCommonTwoStepRA
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommonTwoStepRA-r16 ::= SEQUENCE {
	
	
	

	  rach-ConfigGenericTwoStepRA-r16
	RACH-ConfigGenericTwoStepRA
	
	

	  msgA-TotalNumberOfRA-Preambles-r16
	Not present
	
	

	  msgA-SSB-PerRACH-OccasionAndCB-PreamblesPerSSB-r16 CHOICE {
	Not present
	
	

	    one
	n8
	
	FR1

	
	n4
	
	FR2

	  }
	
	
	

	  msgA-CB-PreamblesPerSSB-PerSharedRO-r16
	Not present
	
	

	  msgA-SSB-SharedRO-MaskIndex-r16
	Not present
	
	

	  groupB-ConfiguredTwoStepRA-r16
	Not present
	
	

	  msgA-PRACH-RootSequenceIndex-r16 CHOICE {}
	Not present
	
	

	  msgA-TransMax-r16
	N8
	
	

	  msgA-RSRP-Threshold-r16
	RSRP-Range
	
	

	  msgA-RSRP-ThresholdSSB-r16
	RSRP-Range
	
	

	  msgA-SubcarrierSpacing-r16
	Not present
	
	

	  msgA-RestrictedSetConfig-r16
	Not present
	
	

	  ra-PrioritizationForAccessIdentityTwoStep-r16 SEQUENCE {
	
	
	

	    ra-Prioritization-r16
	RA-Prioritization
	
	

	    ra-PrioritizationForAI-r16 
	'10'B
	
	

	  }
	
	
	

	  ra-ContentionResolutionTimer-r16
	sf32
	
	

	  ra-PrioritizationForSlicingTwoStep-r17
	Not present
	
	

	
	RA-PrioritizationForSlicing-r17
	
	Slice_RACH

	  featureCombinationPreamblesList-r17 SEQUENCE (SIZE(1..maxFeatureCombPreamblesPerRACHResource-r17)) OF FeatureCombinationPreambles-r17{}
	Not present
	
	

	
	FeatureCombinationPreambles-r17
	
	Slice_RACH

	}
	
	
	



	Condition
	Explanation

	Slice_RACH
	Slice specific RACH configuration
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