

	
[bookmark: _Hlk6897498][bookmark: _Hlk59524035]3GPP TSG-RAN5 Meeting #97	R5-226466r1
Toulouse, France, 14th Nov – 18th Nov 2022

	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.523-2
	CR
	0272
	rev
	-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Addition of applicability for PDCP UDC

	
	

	Source to WG:
	CATT

	Source to TSG:
	R5

	
	

	Work item code:
	NR_UDC-UEConTest
	
	Date:
	2022-10-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	To add applicability for following PDCP UDC:
· 7.1.3.6.1, 7.1.3.6.2, 7.1.3.6.3.

	
	

	Summary of change:
	Applicability for following NR UDC TCs are added:
· 7.1.3.6.1, 7.1.3.6.2, 7.1.3.6.3.

	
	

	Consequences if not approved:
	Work plan is incomplete.

	
	

	Clauses affected:
	Table 4.1-2a, Table 4.2-1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 38.508-2 CR 0389

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	'X' and 'Y' shall be resolved according to R5-226465 Table A.4.3.3-1 of TS 38.508-2.

	
	

	This CR's revision history:
	R1:
[bookmark: _GoBack]Add condition Cyyy for UEs supporting 5GS and uplink data compression operation and UL data compression with SIP static dictionary.



Page 1


<<< START OF CHANGES >>>
[bookmark: _Toc114918858][bookmark: _Toc100141932][bookmark: _Toc90490559][bookmark: _Toc75369788][bookmark: _Toc68076598][bookmark: _Toc58241945][bookmark: _Toc51768022][bookmark: _Toc43900799][bookmark: _Toc36040067][bookmark: _Toc27419191][bookmark: _Hlk515458350]4.1	Protocol conformance test cases applicability
Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	7.1.3.5
	PDCP other
	
	
	

	7.1.3.5.1
	PDCP Discard
	Rel-15
	C02
	UEs supporting 5GS and RLC UM Mode

	7.1.3.5.2
	PDCP Uplink Routing / Split DRB
	Rel-15
	C10
	UEs supporting EN-DC and UL transmission via both MCG path and SCG path for the split DRB

	
	
	
	C97
	UEs supporting NR-DC and UL transmission via both MCG path and SCG path for the split DRB

	
	
	
	C194
	UEs supporting NE-DC and UL transmission via both MCG path and SCG path for the split DRB

	7.1.3.5.3
	PDCP Data Recovery
	Rel-15
	C01
	UEs supporting EN-DC

	
	
	
	C80
	UEs supporting NR-DC

	7.1.3.5.4
	PDCP reordering / Maximum re-ordering delay below t-Reordering / t-Reordering timer operations
	Rel-15
	R
	UEs supporting 5GS

	7.1.3.5.5
	PDCP Duplication
	Rel-15
	C62
	UEs supporting EN-DC and PDCP duplication over split DRB

	
	
	
	C98
	UEs supporting NR-DC and PDCP duplication over split DRB

	7.1.3.5.6.1
	PDCP Duplication / 3 RLC entities / Intra-band Contiguous CA
	Rel-16
	C104
	UEs supporting 5GC and Intra-band contiguous CA and DL and UL NR CA with 3 carriers and PDCP duplication with more than two RLC entities

	7.1.3.5.6.2
	PDCP Duplication / 3 RLC entities / Intra-band non-Contiguous CA
	Rel-16
	C181
	UEs supporting 5GC and Intra-band non-contiguous CA and DL and UL NR CA with 3 carriers and PDCP duplication with more than two RLC entities

	7.1.3.5.7
	Ethernet header compression and decompression / Correct functionality of ethernet header compression and decompression
	Rel-16
	C105
	UEs supporting 5GS and RLC UM Mode and PDCP ethernet header compression

	7.1.3.6
	PDCP UDC
	
	
	

	7.1.3.6.1
	PDCP UDC / No dictionary
	Rel-17
	Cxxx
	UEs supporting 5GS and uplink data compression operation

	7.1.3.6.2
	PDCP UDC / Pre-defined dictionary
	Rel-17
	Cyyy
	UEs supporting 5GS and uplink data compression operation and UL data compression with SIP static dictionary

	7.1.3.6.3
	PDCP UDC / checksum error / Reset
	Rel-17
	Cxxx
	UEs supporting 5GS and uplink data compression operation



[bookmark: _Toc114918859][bookmark: _Toc100141933][bookmark: _Toc90490560][bookmark: _Toc75369789][bookmark: _Toc68076599][bookmark: _Toc58241946][bookmark: _Toc51768023][bookmark: _Toc43900800][bookmark: _Toc36040068][bookmark: _Toc27419192]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C211
	IF A.4.3.2-1/85 THEN R ELSE N/A
	UEs supporting repetition of Message 3 PUSCH

	C212
	IF A.4.1-5/1 AND A.4.3.12-1/2 THEN R ELSE N/A
	UEs supporting 5G Core and RedCap

	Cxxx
	IF A.4.3.3-1/X THEN R ELSE N/A
	UEs supporting 5GS and uplink data compression operation

	Cyyy
	IF A.4.3.3-1/X and A.4.3.3-1/Y THEN R ELSE N/A
	UEs supporting 5GS and uplink data compression operation and UL data compression with SIP static dictionary
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