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< Unchanged sections omitted >
Table 8.3.1-2: MeasConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	MeasObjectToAddModListNot present
	Table 8.3.1-4
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList
	Not present
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  s-MeasureConfig
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig
	Table 8.3.1-3
	

	  measGapSharingConfig
	Not present
	
	

	}
	
	
	



Table 8.3.1-3: MeasGapConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig ::= SEQUENCE {
	
	
	

	  gapFR2
	Not present
	
	

	  gapFR1
	Not present
	
	

	  gapUE CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset
	3
	
	

	      mgl
	ms3
	
	

	      mgrp
	ms160
	
	

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.3.1-4: MeasObjectToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectToAddModList ::=SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectToAddMod {
	1 entry
	
	

	   MeasObjectToAddMod[1] SEQUENCE { 
	
	entry 1
	

	      measObjectId 
	1
	
	

	      measObject CHOICE {
	
	
	

	          measObjectNR 
	MeasObjectNR
	Table 8.3.1-5
	

	      }
	
	
	

	   }
	
	
	

	}
	
	
	




	Table 8.3.1-5: MeasObjectNR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR ::=SEQUENCE {
	
	
	

	   ssbFrequency
	ARFCN-ValueNR for NR Cell 1
	
	

	   ssbSubcarrierSpacing
	Subcarrier spacing of SSB for NR Cell 1
	
	

	   smtc1
	Not present
	
	

	   smtc2
	Not present
	
	

	   refFreqCSI-RS
	Not present
	
	

	   referenceSignalConfig SEQUENCE {
	
	
	

	      ssb-ConfigMobility
	Not present
	
	

	      csi-rs-ResourceConfigMobility
	Not present
	
	

	   }
	
	
	

	   absThreshSS-BlocksConsolidation
	Not present
	
	

	   absThreshCSI-RS-Consolidation
	Not present
	
	

	   nrofSS-BlocksToAverage
	Not present
	
	

	   nrofCSI-RS-ResourcesToAverage
	Not present
	
	

	   quantityConfigIndex
	1
	
	

	   offsetMO SEQUENCE {
	
	
	

	      rsrpOffsetSSB
	dB0
	
	

	      rsrqOffsetSSB
	dB0
	
	

	      sinrOffsetSSB
	dB0
	
	

	      rsrpOffsetCSI-RS
	dB0
	
	

	      rsrqOffsetCSI-RS
	dB0
	
	

	      sinrOffsetCSI-RS
	dB0
	
	

	   }
	
	
	

	   cellsToRemoveList
	Not present
	
	

	   cellsToAddModList
	Not present
	
	

	   excludedCellsToRemoveList
	Not present
	
	

	   excludedCellsToAddModList
	Not present
	
	

	   allowedCellsToRemoveList
	Not present
	
	

	   allowedCellsToAddModList
	Not present
	
	

	   freqBandIndicatorNR
	Not present
	
	

	   measCycleSCell
	Not present
	
	

	   smtc3list-r16
	Not present
	
	

	   rmtc-Config-r16
	Not present
	
	

	   t312-r16
	Not present
	
	

	   associatedMeasGapSSB-r17
	Not present
	
	

	   associatedMeasGapCSIRS-r17
	Not present
	
	

	   smtc4list-r17
	Not present
	
	

	   measCyclePSCell-r17
	Not present
	
	

	   cellsToAddModListExt-v1710
	Not present
	
	

	   associatedMeasGapSSB2-v1720
	Not present
	
	

	   associatedMeasGapCSIRS2-v1720
	Not present
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