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<< Unchanged sections omitted >>
6.2.4_2	Additional Maximum Power Reduction (A-MPR) for UL 64QAM
Many information is skipped
Table 6.2.4_2.5-23: UE Power Class Test requirements (network signalled value "NS_23")
	Configuration ID
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	2
	0
	0
	21
	2.0
	21
	2.0

	2
	2
	0
	0
	21
	2.0
	21
	2.0

	Note 1:	Lower limit is assuming ΔTIB,c is zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5.3-1.

	Configuration ID
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX,c (dBm)
	TL,c (dB)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	2
	0
	0
	21
	3
	2.0
	26
	17

	2
	2
	0
	0
	21
	3
	2.0
	26
	17

	Note 1:	Lower limit is assuming ΔTIB,c is zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5.3-1.
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