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	As 45MHz channel bandwidth is included in NS_49, the additional spurious emission test case should be updated to test 45MHz CBW.
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<Start of Changes>
[bookmark: _Toc27478188][bookmark: _Toc36226900][bookmark: _Toc44324185][bookmark: _Toc52990379][bookmark: _Toc60823578][bookmark: _Toc60825500][bookmark: _Toc76020267][bookmark: _Toc83720750]6.5.3.3	Additional spurious emissions
<Unchanged Text Skipped>
6.5.3.3.4	Test description
6.5.3.3.4.1	Initial conditions
<Unchanged Text Skipped>
Table 6.5.3.3.4.1-23: Test Configuration Table (network signalling value "NS_49")
Same test configuration as listed in Table 6.2.3.4.1-29 shall be used with the following exceptions:
-	Test Channel Bandwidths shall be: 25, 30, 40, 45 and 50 MHz
-	Test SCS shall be: Lowest.
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Table 6.5D.3_1.3.4.1-3: Test Configuration table for NS_49
Same test configuration as listed in Table 6.2.3.4.1-29 shall be used with the following exceptions:
-	Test Channel Bandwidths shall be: 25, 30, 40, 45 and 50 MHz
-	Test SCS shall be: Lowest.
-	Only Test IDs 43 53 to 84 104 shall be tested.
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