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<Start of Changes>
[bookmark: _Toc21621596][bookmark: _Toc29297211][bookmark: _Toc36149412]
[bookmark: _Toc114991090]4.1.1.5	FR1 TxD test cases
This section contains information on test point selection for TxD test cases [2]. Except for test cases listed in Table 4.1.1.5-1, the test point selection principle in single carrier test cases applies to all TxD test cases in term of Test environment, Test SCS, Test channel bandwidths, modulation and RB allocations.
Table 4.1.1.5-1: NR UE transmitter test point selection for TxD test cases in FR1 (test)
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.2G.1	UE maximum output power for Tx Diversity
	Power Class 2: 270
Power Class 1.5: 0
	“38.521-1_TPanalysis_6.2G.1_MaxOP_TxD.zip”
	RAN5#95-e

	6.2G.2	Maximum Output Power Reduction for Tx Diversity
	Ppower Cclass 2: 920 (contiguous allocation), 120 (almost contiguous allocation)
Ppower Cclass 1.5: 1080
Power Class 3: 1120
	“38.521-1_TPanalysis_6.2G.2_MPR_6.5G.2.1_SEM_6.5G.2.3.1_NR_ACLR_TxD_v1.zip”
	RAN5#975-e

	6.2G.3	UE additional maximum output power reduction for Tx Diversity
	See clause 4.1.2.1
	See clause 4.1.2.1
	See clause 4.1.2.1

	6.5G.2.3.1	NR ACLR for Tx diversity
	power class 2: 920 (contiguous allocation), 120 (almost contiguous allocation)
power class 1.5: 1080
	“38.521-1_TPanalysis_6.2G.2_MPR_6.5G.2.1_SEM_6.5G.2.3.1_NR_ACLR_TxD.zip”
	RAN5#95-e




[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

Add the following attached .zip file to TR 38.905:
38.521-1_TPanalysis_6.2G.2_MPR_6.5G.2.1_SEM_6.5G.2.3.1_NR_ACLR_TxD_v1.zip
Remove the following .zip file from TR 38.905:
38.521-1_TPanalysis_6.2G.2_MPR_6.5G.2.1_SEM_6.5G.2.3.1_NR_ACLR_TxD.zip

