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	Reason for change:
	According to the agreements in R4-2217759, there is no more requirements from the operators for the following intra-band contiguous EN-DC configurations for DC_(n)41 in which all CCs are contiguous in DL but neither carrier is contiguous to each other in UL.
EN-DC
configuration
Uplink EN-DC
configuration
DC_(n)41AB
DC_(n)41CA
DC_(n)41DA
DC_41A_n41A



The above related intra-band contiguous EN-DC configurations for DC_(n)41 in RAN5 spec should also be removed accordingly.

	
	

	Summary of change:
	Remove the intra-band contiguous EN-DC configurations for DC_(n)41 in which all CCs are contiguous in DL but neither carrier is contiguous to each other in UL.

	
	

	Consequences if not approved:
	The unnecessary intra-band contiguous EN-DC configurations for DC_(n)41 will remain in the spec.
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<< Start of changes >>
[bookmark: _Toc27475553][bookmark: _Toc29495144][bookmark: _Toc36116190][bookmark: _Toc36118239][bookmark: _Toc36560352][bookmark: _Toc43976849][bookmark: _Toc52213412][bookmark: _Toc60742868][bookmark: _Toc68206048][bookmark: _Toc75971844][bookmark: _Toc85051267][bookmark: _Toc90493264][bookmark: _Toc90493904][bookmark: _Toc100093927][bookmark: _Toc106872571][bookmark: _Toc114908200][bookmark: _Toc75972101][bookmark: _Toc85051536][bookmark: _Toc90493555][bookmark: _Toc90494195][bookmark: _Toc100094234][bookmark: _Toc106872909][bookmark: _Toc114908546]5.3B.1.2	BCS for Intra-band contiguous EN-DC
For intra-band contiguous EN-DC, an EN-DC configuration is a single operating band supporting an intra-band contiguous EN-DC bandwidth class.
Bandwidth combination sets for intra-band contiguous EN-DC are specified in Table 5.3B.1.2-1. The EN-DC configurations and bandwidth combination sets in Table 5.3B.1.2-1 also apply to higher order EN-DC combinations that include inter-band and intra-band EN-DC on the downlink and inter-band EN-DC on the uplink. If no BCS is reported in the UE capabilities for an intra-band combination the default is that the UE supports BCS0.
Table 5.3B.1.2-1: EN-DC configurations and bandwidth combination sets defined for intra-band contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_(n)41AA
	DC_(n)41AA
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_(n)41CA
	DC_(n)41AA, DC_41A_n41A
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_(n)41DA
	DC_(n)41AA, DC_41A_n41A
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	DC_(n)71AA
	DC_(n)71AA
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	Void
NOTE 4:	The channel bandwidths for E-UTRA or NR carrier should be at least supported in one of the BCS indicated in E-UTRA bandwidth combination sets or NR bandwidth combination sets if reported.




<< Unchanged sections omitted >>
[bookmark: _Toc106872588][bookmark: _Toc114908217]5.5B.2	Intra-band contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in TS 36.521-1 [10] and for NR operating bands in TS 38.521-1 [8].
Table 5.5B.2-1: Intra-band contiguous EN-DC configurations
	EN-DC Configuration
	Uplink EN-DC configuration (NOTE 1)
	Single UL allowed

	DC_(n)41AA5
DC_(n)41CA5
DC_(n)41DA5
	DC_(n)41AA
	Yes3

	DC_(n)41CA5
DC_(n)41DA5
	DC_41A_n41A
	Yes3

	DC_(n)71AA2
	DC_(n)71AA
	No4

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Requirements in this specification apply for NR SCS of 15 kHz only.
NOTE 3:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 4:	For UE(s) supporting dynamic power sharing it is mandatory to do dual simultaneous UL. For UE(s) not supporting dynamic power sharing single UL is allowed.
NOTE 5:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.
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<< End of changes >>

