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	Reason for change:
	The style for table heading of Table 6.3D.3.4.3-1 shall be TH.

	
	

	Summary of change:
	The style for table heading of Table 6.3D.3.4.3-1 was corrected to TH.
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	The style for table heading of Table 6.3D.3.4.3-1 will remain incorrect.
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<< Unchanged sections omitted >>
[bookmark: _Toc27478007][bookmark: _Toc36226700][bookmark: _Toc44323985][bookmark: _Toc52990178][bookmark: _Toc60823377][bookmark: _Toc60825299][bookmark: _Toc69306200]6.3D.3.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 ensuring Table 4.6.3-182 with condition 2TX_UL_MIMO and following exceptions.
Table 6.3D.3.4.3-1: Void
Table 6.3D.3.4.3-2: TDD-UL-DL-Config
	Derivation Path: TS 38.508-1[5], Table 4.6.3-192

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	SubcarrierSpacing
	
	

	  pattern1 SEQUENCE {
	
	
	

	    dl-UL-TransmissionPeriodicity
	ms5
	
	FR1

	
	ms10
	
	FR1_15kHz

	    nrofDownlinkSlots
	6
	
	FR1_15kHz

	
	6
	
	FR1_30kHz

	
	14
	
	FR1_60kHz

	    nrofDownlinkSymbols
	10
	
	FR1_15kHz

	
	6
	
	FR1_30kHz

	
	12
	
	FR1_60kHz

	    nrofUplinkSlots
	3
	
	FR1_15kHz,FR1_30kHz

	
	4
	
	FR1_60kHz

	    nrofUplinkSymbols
	4
	
	FR1_30kHz

	
	2
	
	FR1_15kHz,

	
	8
	
	FR1_60kHz

	
	
	
	

	  }
	
	
	

	  pattern2
	Not present
	
	

	}
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