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<<< START OF CHANGES >>>
7.2.2.2.1_3	2Rx TDD FR2 PDSCH mapping Type A performance - 2x2 MIMO with 256QAM for SA and NSA (Rel-16 and forward)
7.2.2.2.1_3.1	Test Purpose
Verify the PDSCH mapping Type A normal performance with different channel models, MCSs and number of MIMO layers.
7.2.2.2.1_3.2	Test Applicability
This test applies to all types of NR UE release 16 and forward supporting 256QAM for PDSCH.
This test also applies to all types of EUTRA UE release 16 and forward supporting EN-DC and NR 256QAM for PDSCH.
7.2.2.2.1_3.3	Test Description
Same test description as in clause 7.2.2.2.1_1.3 with following exception:
-	Table 7.2.2.2.1_3.4-1 instead of Table 7.2.2.2.1_1.4-1
7.2.2.2.1_3.3.1	Message contents
Message contents are according to TS 38.508-1 [6] clause 5.4.2 with the following exceptions:
7.2.2.2.1_3.3.1_1	Message exceptions for SA
Same as 7.2.2.2.1_1.3.3_1 with following exceptions:
Table 7.2.2.2.1_3.3.1_1-1: SchedulingRequestResourceConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-157

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceConfig ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    Sl80
	7
	
	Test 1-4

	  }
	
	
	

	}
	
	
	



Table 7.2.2.2.1_3.3.1_1-1: Void

Table 7.2.2.2.1_3.3.1_1-2: SearchSpace
	Derivation Path: TS 38.508-1 Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n1
	AL4
	Test 1-4

	    aggregationLevel8
	n0
	
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	}
	
	
	



Table 7.2.2.2.1_3.3.1_1-3: PDSCH-Config
	Derivation Path: TS 38.508-1 Table 5.4.2.0-26 with condition DEMOD_FR2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  mcs-Table
	qam256
	
	Test 1-4

	}
	
	
	



Table 7.2.2.2.1_3.3.1_1-4: PDSCH-ServingCellConfig
	Derivation Path: TS 38.508-1 Table 5.4.2.0-25 with condition DEMOD_FR2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	8
	
	Test 1-4

	}
	
	
	



7.2.2.2.1_3.3.1_2	Message exceptions for NSA
Same as 7.2.2.2.1_3.3.1_1.
7.2.2.2.1_3.4	Test Requirements
Table 7.2.2.2.1.0-2 defines the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2 for each throughput test shall meet or exceed the specified value in Table 7.2.2.2.1_3.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 7.2.2.2.1_3.4-1: Test Requirement for Rank 1 (FRC) for 256QAM
	Test num.
	Reference channel
	Bandwidth (MHz)/Subcarrier spacing (kHz)
	Modulation and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNRBB (dB)

	1-4
	R.PDSCH.5-10.1 TDD
	50/120
	256QAM
0.67
	FR2.120-1
	TDLD30-75
	2x2 ULA Low
	70
	22.0



<<< END OF CHANGES >>>



