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[bookmark: _Toc97300078]<Start of Changes>
[bookmark: _Toc97300086][bookmark: _Toc121786109][bookmark: _Toc121822794][bookmark: _Toc121822980]5.2.2	FR1 EN-DC band combinations
Editor’s Note: Example EN-DC combinations can be added
Principle of EN-DC band combinations selection for FR1 TRP TRS OTA testing:
1.	Focus on the performance of the NR carrier and do not consider multiple permutations between different LTE bands and NR band under test, i.e., for each NR band, only select one EN-DC band combination.
2.	For UE supporting multiple EN-DC band combinations for the same NR band, consider only those EN-DC configurations which have no MSD impact on either LTE or NR, i.e., the selected EN-DC combination should be no MSD issue identified in TS 38.101-3 Section 7.3B.2.3 (Inter-band EN-DC within FR1).
Table 5.2.2-1: Measurement parameters for example inter-band EN-DC band combinations (two bands)
	EN-DC
configuration
	E-UTRA configurations
	NR configurations

	DC_3A_n28A
	Note1
	Note2

	DC_2A_n41A
	Note1
	Note2

	DC_1A_n78A
	Note1
	Note2

	DC_1A_n79A
	Note1
	Note2

	Note 1: As per TR 37.902 [10], Section 6.4 (Measurement frequencies).
Note 2: As per Table 4.3.3-1 and Table 4.3.3-2 in TR 38.834.



With the above basic principle and EN-DC example band combination, the selection logic for testing is defined by the decision tree below.
[image: Diagram, text

Description automatically generated]
Figure 5.2.2-1: Decision tree to select the EN-DC band combination for TRP/TRS testing
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