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4.1	Protocol conformance test cases applicability
…
[bookmark: _Hlk515458350]Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	7
	Layer 2
	
	
	

	7.1
	NR Layer 2
	
	
	

	7.1.1
	MAC
	
	
	

	7.1.1.1
	Random Access Procedures
	
	
	

	7.1.1.1.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.1a
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by PDCCH Order / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.2
	Random access procedure / Successful / C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.3
	Random access procedure / Successful / SI request
	Rel-15
	C21
	UEs supporting 5G Core

	7.1.1.1.4
	Random access procedure / Successful / Beam Failure / Preamble selected by MAC itself / non-Contention Free RACH procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.5
	Random access procedure / Successful / Supplementary Uplink
	Rel-15
	C28
	UEs supporting 5GS and supplemental uplink with dynamic switch

	7.1.1.1.6
	Random access procedure / Successful / Temporary C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.7
	Random access procedure / 2-step RACH / RA_TYPE selection
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.8
	Correct selection of RACH parameters / 2-step RACH/MSGA and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.9
	Random access procedure / Successful / 2-step RACH/C-RNTI Based / Preamble selected by MAC itself
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.10
	Random access procedure / 2-step RACH/not complete/ RA_TYPE to 4-stepRA
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.16
	Random access procedure / RedCap UE identification / Msg3-based / CCCH1
	Rel-17
	C212X
	UEs supporting 5G Core and RedCap and RRC_INACTIVE

	7.1.1.1.17
	Random access procedure / RedCap UE identification
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.1.18
	Random access procedure / Msg3 repetition indication / Random access resources selection
	Rel-17
	C211
	UEs supporting repetition of Message 3 PUSCH

	7.1.1.2
	Downlink Data Transfer
	
	
	

	7.1.1.2.1
	Correct Handling of DL MAC PDU / Assignment / HARQ process
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.2
	Correct Handling of DL HARQ process PDSCH Aggregation
	Rel-15
	C20
	UEs supporting 5GS and PDSCH aggregation

	7.1.1.2.3
	Correct HARQ process handling / CCCH
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.4
	Correct HARQ process handling / BCCH
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.2.5
	Correct HARQ process handling / DL grant prioritization
	Rel-16
	C179
	UEs supporting DCI DL Priority Indicator

	7.1.1.3
	Uplink Data Transfer
	
	
	

	7.1.1.3.1
	Correct Handling of UL MAC PDU / Assignment / HARQ process
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.2
	Logical channel prioritization handling
	Rel-15
	C02
	UEs supporting 5GS and RLC UM Mode

	7.1.1.3.2b
	Logical channel prioritization handling with Mapping restrictions
	Rel-15
	C175
	UEs supporting 5GS and selection of logical channels for each UL grant based on RRC configured restriction

	7.1.1.3.3
	Correct handling of MAC control information / Scheduling requests
	Rel-15
	C53
	UEs supporting 5GS and Logical Channel SR-Delay Timer

	7.1.1.3.4
	Correct handling of MAC control information / Buffer status / UL data arrive in the UE Tx buffer / Regular BSR
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.5
	Correct handling of MAC control information / Buffer Status / UL resources are allocated / Padding BSR
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.6
	Correct handling of MAC control information / Buffer status / Periodic BSR timer expires
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.7
	UE power headroom reporting / Periodic reporting / DL pathloss change reporting
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.3.8
	UE power headroom reporting / SCell activation / DL pathloss change reporting
	
	
	

	7.1.1.3.8.1
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Intra-band Contiguous CA
	Rel-15
	C81
	UEs supporting 5GCore  and intra-band contiguous CA and UL NR CA with 2 carriers

	
	
	
	C81A
	UEs supporting EN-DC and intra-band contiguous CA and EN-DC with 2 NR UL carriers

	7.1.1.3.8.2
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Inter-band CA
	Rel-15
	C82
	UEs supporting 5GCore  and inter-band CA and UL NR CA with 2 carriers

	
	
	
	C82A
	UEs supporting EN-DC and inter-band CA and EN-DC with 2 NR UL carriers

	7.1.1.3.8.3
	UE power headroom reporting / SCell activation / DL pathloss change reporting / Intra-band non Contiguous CA
	Rel-15
	C83
	UEs supporting 5GCore  and intra-band non-contiguous CA and UL NR CA with 2 carriers

	
	
	
	C83A
	UEs supporting EN-DC and intra-band non-contiguous CA and EN-DC with 2 NR UL carriers

	7.1.1.3.9
	Correct Handling of UL HARQ process / PUSCH Repetition Type A / PUSCH Aggregation
	Rel-15
	C51
	UEs supporting 5GS and PUSCH aggregation

	7.1.1.3.10
	Correct Handling of HARQ process / Multiple CORESETPoolIndex
	Rel-16
	C107
	UEs supporting 5GS and multi-DCI based Multi-TRP

	7.1.1.3.11
	Correct handling of UL grant prioritization
	Rel-16
	C114
	UEs supporting 5GS and LCH-based UL grant prioritization

	7.1.1.3.12
	Correct Handling of UL HARQ process / PUSCH Repetition Type B
	Rel-16
	C134
	UEs supporting PUSCH repetition type B

	7.1.1.3.13
	Logical channel prioritization handling with Mapping restrictions / physical layer priority
	Rel-16
	C180
	UEs supporting DCI UL Priority Indicator and LCH grant prioritisation

	7.1.1.4
	Transport Size Selection
	
	
	

	7.1.1.4.1
	DL-SCH Transport Block Size Selection
	
	
	

	7.1.1.4.1.1
	DL-SCH Transport Block Size selection / DCI format 1_0
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.1.2
	Void
	
	
	

	7.1.1.4.1.3
	DL-SCH transport block size selection / DCI format 1_1 / RA type 0/RA Type 1 / 2 Codewords enabled
	Rel-15
	C64
	UEs supporting 5GS and The maximum number of spatial multiplexing layer(s) supported by the UE for DL reception. For single CC standalone NR, it is mandatory with capability signalling to support at least 4 MIMO layers in the bands where 4Rx is specified as mandatory for the given UE and at least 2 MIMO layers in FR2. If absent, the UE doesn’t support MIMO on this carrier

	7.1.1.4.1.4
	DL-SCH transport block size selection / DCI format 1_1 / RA type 0/RA Type 1 / 2 Codewords enabled / 256QAM
	Rel-15
	C65
	UEs supporting 5GS and The maximum number of spatial multiplexing layer(s) supported by the UE for DL reception. For single CC standalone NR, it is mandatory with capability signalling to support at least 4 MIMO layers in the bands where 4Rx is specified as mandatory for the given UE and at least 2 MIMO layers in FR2. If absent, the UE doesn’t support MIMO on this carrier and 256QAM for PUSCH

	7.1.1.4.1.5
	DL-SCH transport block size selection / DCI format 1_2
	Rel-16
	C146
	Ues supporting monitoring DCI format 1_2 for DL scheduling and monitoring DCI format 0_2 for UL scheduling

	7.1.1.4.2
	UL-SCH Transport Block Size Selection
	
	
	

	7.1.1.4.2.1
	UL-SCH Transport Block Size selection / DCI format 0_0 / Transform precoding disabled
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.2.2
	Void
	
	
	

	7.1.1.4.2.3
	UL-SCH transport block size selection / DCI format 0_1 / RA type 0/RA Type 1 / Transform precoding disabled
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.2.4
	UL-SCH transport block size selection / DCI format 0_1 / RA type 0/RA Type 1 / 256QAM / Transform precoding disabled
	Rel-15
	C11
	UEs supporting 5GS and 256QAM for PDSCH for FR1/FR2

	7.1.1.4.2.5
	UL-SCH Transport Block Size selection / DCI format 0_0 / Transform precoding and 64QAM
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.4.2.6
	UL-SCH Transport Block Size selection / DCI format 0_2
	Rel-16
	C146
	UEs supporting monitoring DCI format 1_2 for DL scheduling and monitoring DCI format 0_2 for UL scheduling

	7.1.1.5
	Discontinuous reception
	
	
	

	7.1.1.5.1
	DRX operation / Short cycle not configured / Parameters configured by RRC
	Rel-15
	C03
	UEs supporting 5GS and long DRX cycle

	7.1.1.5.2
	DRX operation / Short cycle not configured / Long DRX command MAC control element reception
	Rel-15
	C03
	UEs supporting 5GS and long DRX cycle

	7.1.1.5.3
	DRX operation / Short cycle configured / Parameters configured by RRC
	Rel-15
	C04
	UEs supporting 5GS and short DRX cycle

	7.1.1.5.4
	DRX operation / Short cycle configured / DRX command MAC control element reception
	Rel-15
	C04
	UEs supporting 5GS and short DRX cycle

	7.1.1.5.5
	DRX operation / Short cycle configured / Long DRX command MAC control element reception
	Rel-15
	C70
	UEs supporting 5GS and long DRX cycle and short DRX cycle

	7.1.1.6
	Semi-Persistent Scheduling
	
	
	

	7.1.1.6.1
	Correct handling of DL assignment / Semi-persistent case
	Rel-15
	C17
	UEs supporting 5GS and PDSCH reception based on semi-persistent scheduling

	7.1.1.6.2
	Correct handling of UL grant / configured grant Type 1
	Rel-15
	C18
	UEs supporting 5GS and Type 1 PUSCH transmissions with configured grant

	7.1.1.6.3
	Correct handling of UL grant / configured grant Type 2
	Rel-15
	C19
	UEs supporting 5GS and Type 2 PUSCH transmissions with configured grant

	7.1.1.6.4
	Correct handling of DL assignment / Multi Semi-persistent configuration
	Rel-16
	C113
	UEs supporting 5GS and PDSCH reception based on multiple semi-persistent scheduling

	7.1.1.6.5
	Correct handling of UL grant / Multi configured uplink grants
	Rel-16
	C142
	UEs supporting 5GS and PUSCH transmissions on multiple configured uplink grants

	7.1.1.7
	Activation/Deactivation of SCells
	
	
	

	7.1.1.7.1
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer
	
	
	

	7.1.1.7.1.1
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer / Intra-band Contiguous CA
	Rel-15
	C44
	UEs supporting 5GS and intra-band contiguous CA

	7.1.1.7.1.2
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer / Inter-band CA
	Rel-15
	C45
	UEs supporting 5GS and inter-band CA

	7.1.1.7.1.3
	Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer / Intra-band non-Contiguous CA
	Rel-15
	C46
	UEs supporting 5GS and intra-band non-contiguous CA

	7.1.1.8
	Bandwidth Part (BWP) operation
	
	
	

	7.1.1.8.1
	Bandwidth Part (BWP) operation UL/DL
	Rel-15
	C66
	UEs supporting 5GS and (DCI and timer based active BWP switching delay type1 or type2) and (Support of BWP adaptation upto2 or up to 4)

	7.1.1.8.3
	Separate BWP / IDLE / RedCap
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.9
	MAC Reconfiguration and Reset
	
	
	

	7.1.1.9.1
	MAC Reset
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.10
	Other Procedures
	
	
	

	7.1.1.10.1
	DataInactivityTimer expiry
	Rel-15
	C21
	UEs supporting 5G Core

	7.1.1.10.2
	Recommended Bit Rate
	Rel-15
	C100
	UEs supporting 5G Core and MTSI speech and bit rate recommendation query message

	7.1.1.11
	NR Dual Connectivity
	
	
	

	7.1.1.11.1
	DC power headroom reporting / PSCell activation and DL pathloss change reporting
	Rel-15
	C80
	UEs supporting NR-DC

	7.1.1.12
	UE Power Saving
	
	
	

	7.1.1.12.1
	 Void
	
	
	

	7.1.1.12.3
	DRX adaptation / UE wakeup indication
	Rel-16
	C103
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation

	7.1.1.12.4.1
	DRX adaptation / SCell dormancy indication / Intra-band Contiguous CA
	Rel-16
	C118
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band contiguous CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology

	7.1.1.12.4.2
	DRX adaptation / SCell dormancy indication / Intra-band non Contiguous CA
	Rel-16
	C119
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and intra-band non-contiguous CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology

	7.1.1.12.4.3
	DRX adaptation / SCell dormancy indication / Inter-band CA
	Rel-16
	C120
	UEs supporting 5GS and Long DRX Cycle and DRX adaptation and SCell Dormancy indication outside active time and inter-band CA and UL NR CA with 2 carriers and two PUCCH group in CA with a same numerology

	7.1.1.13
	SDT
	
	
	

	7.1.1.13.1
	RA Based SDT / 2-step RACH / Successful
	Rel-17
	C232
	UEs Supporting 2-Step RACH and Random access SDT

	7.1.1.13.2
	RA Based SDT / 4-step RACH / Successful
	Rel-17
	C233
	UEs supporting Random Access SDT

	7.1.1.13.3
	RA Based SDT / 2-step RACH / not complete  / RA_TYPE to 4-stepRA
	Rel-17
	C232
	UEs Supporting 2-Step RACH and Random access SDT

	7.1.1.13.4
	RA Based SDT / 4-step RA based SDT / Time Alignment Timer expiry
	Rel-17
	C233
	UEs supporting Random Access SDT

	7.1.2
	RLC
	
	
	

	7.1.2.2
	RLC Unacknowledged Mode
	
	
	

	7.1.2.2.1
	UM RLC / Segmentation and reassembly / 6-bit SN / Segmentation Info (SI) field
	Rel-15
	C05
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	7.1.2.2.2
	UM RLC / Segmentation and reassembly / 12-bit SN / Segmentation Info (SI) field
	Rel-15
	C06
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number
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