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	[RAN4 dependency]
To be consistent with the format using in the channel bandwidths for NR bands, it is suggested that the channel bandwidths rules collected in TR 38.862 also be applied to NR V2X bands. Furthermore, the NOTE in Table 5.3E.2-1 is missing.
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	(1) Use unified format for the channel bandwidth columns for NR V2X band.
(2) Add NOTE in Table 5.3E.2-1.
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<< Start of changes >>
[bookmark: _Toc45888026][bookmark: _Toc45888625][bookmark: _Toc52989841][bookmark: _Toc60823030][bookmark: _Toc60824953][bookmark: _Toc69305850][bookmark: _Toc69309705][bookmark: _Toc76020016][bookmark: _Toc83720486][bookmark: _Toc90916340][bookmark: _Toc90916537][bookmark: _Toc90917293]5.3E	Channel bandwidth for V2X
[bookmark: _Toc45888027][bookmark: _Toc45888626][bookmark: _Toc52989842][bookmark: _Toc60823031][bookmark: _Toc60824954][bookmark: _Toc69305851][bookmark: _Toc69309706][bookmark: _Toc76020017][bookmark: _Toc83720487][bookmark: _Toc90916341][bookmark: _Toc90916538][bookmark: _Toc90917294]5.3E.1	General
[bookmark: _GoBack]NR V2X operation channel bandwidths for each operating band is are specified in Table 5.3E.15-1 in subclause 5.3E.15. The same (symmetrical) channel bandwidth is specified for both the transmission and reception path. The maximum channel bandwidth for SL operation in licensed band is 40MHz.
Table 5.3E.1-1 NR V2X operation channel bandwidths for each operating band
	NR band / SCS / UE Channel bandwidth (MHz)

	NR Band
	SCS
(kHz)
	5
	10
	20
	30
	40

	n38
	15
	
	10
	20
	30
	40

	
	30
	
	10
	20
	30
	40

	
	60
	
	10
	20
	30
	40

	n47
	15
	
	10
	20
	30
	40

	
	30
	
	10
	20
	30
	40

	
	60
	
	10
	20
	30
	40



[bookmark: _Toc45888028][bookmark: _Toc45888627][bookmark: _Toc52989843][bookmark: _Toc60823032][bookmark: _Toc60824955][bookmark: _Toc69305852][bookmark: _Toc69309707][bookmark: _Toc76020018][bookmark: _Toc83720488][bookmark: _Toc90916342][bookmark: _Toc90916539][bookmark: _Toc90917295]5.3E.2	Channel bandwidth for V2X concurrent operation
For NR V2X inter-band con-current operation in FR1, the NR V2X channel bandwidths for each operating band is are specified in Table 5.3E.2-1.
Table 5.3E.2-1: Inter-band con-current V2X configurations
	V2X con-current operating band Configuration
	NR Bands
	SCS kHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	30
MHz
	40
MHz
	50
MHz
	Maximum bandwidth [MHz]
	Bandwidth combination set

	V2X_n71A-n47A
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	60
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	

	
	n47
	15
	
	Yes
	
	Yes
	Yes
	Yes
	
	
	

	
	
	30
	
	Yes
	
	Yes
	Yes
	Yes
	
	
	

	
	
	60
	
	Yes
	
	Yes
	Yes
	Yes
	
	
	



	NR V2X inter-band con-current operating configuration
	NR Band
	Interface
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	V2X_n71A-n47A
	n71
	Uu
	5, 10, 15, 20
	0

	
	n47
	PC5
	10, 20, 30, 40
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
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