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	Other comments:
	  Selection of test channel BW/SCS as per R5-180023
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draft_v1_R5-180073:

· Test applicability: Removed “Power Class 3”

· Initial conditions: Align with “template test case” in R5-180068
· Test Configuration Table: Changed to TBD in several places
· Added placeholder for table 6.3.4.3.4.1-2 and references accordingly.
draft_v2_R5-180073:

· Added step 6 in in initial conditions


<< Start of changes >>
6.3.4.3
Power Control Relative power tolerance

Editor’s note:  The following items are missing or incomplete

- Test purpose is not complete

- Minimum requirements is not defined (missing in 38.101-1)

 
- Test description is not complete, many TBD, power pattern missing etc.

- Test requirement is FFS
6.3.4.3.1
Test purpose

To verify the ability of the UE transmitter to set its output power in a target [sub-frame] relatively to the power of the most recently transmitted reference [sub-frame] if the transmission gap between these sub-frames is TBD.
6.3.4.3.2
Test applicability

This test applies to all types of NR UE release 15 and forward.

6.3.4.3.3
Minimum conformance requirement

The UE shall meet the requirements specified in Table 6.3.4.3.3-1.

The minimum requirements specified in Table 6.3.4.3.3-1 apply when the power of the target and reference sub-frames are within the power range bounded by the minimum output power as defined in sub-clause 6.3.1 and the measured [PUMAX] as defined in sub-clause [configured output power].

 Table 6.3.4.3.3-1 Relative Power Tolerance
	
	
	
	

	
	
	
	

	
	
	
	

	


The normative reference for this requirement is TS 38.101-1 clause 6.3.4.3.

6.3.4.3.4
Test description

6.3.4.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.4.3.4.1-1 and table 6.3.4.3.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].
Table 6.3.4.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 38.508-1 [xx] subclause TBD
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 38.508-1 [xx] subclause TBD
	FFS

	Test Channel Bandwidths / SCS per test channel BW as specified in

TS 38.508-1 [xx] subclause TBD
	FFS

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for Power Control Relative power tolerance test case
	Mod'n
	RB allocation (NOTE 1)

	
	
	
	FDD
	TDD

	5MHz
	
	TBD
	TBD
	TBD

	10MHz
	
	TBD
	TBD
	TBD

	15MHz
	
	TBD
	TBD
	TBD

	20MHz
	
	TBD
	TBD
	TBD

	25MHz
	
	TBD
	TBD
	TBD

	40MHz
	
	TBD
	TBD
	TBD

	50MHz
	
	TBD
	TBD
	TBD

	60MHz
	
	TBD
	TBD
	TBD

	80MHz
	
	TBD
	TBD
	TBD

	100MHz
	
	TBD
	TBD
	TBD

	NOTE 1:      The specific configuration of each RB allocation is defined in Table 6.3.4.3.4.1-2.
NOTE 2:
Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table TBD
NOTE 3: 
[The starting resource block shall be RB# 0.]


Table 6.3.4.3.4.1-2: Uplink Configuration of each RB allocation








FFS
1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 6.3.4.3.4.1-1 and Table 6.3.4.3.4.1-2.

5.
Propagation conditions are set according to [TBD].
6. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity (FFS), DC bearer (FFS) according to TS 38.508-1 [xx] clause [TBD]. Message contents are defined in clause 6.3.4.3.4.3.
6.3.4.3.4.2
Test procedure

The procedure is separated in various subtests to verify different aspects of relative power control. The power patterns of the subtests are described in figure TBD.
1.
Sub test: [ramping up pattern]
FFS

2.
Sub test: [ramping down pattern]
FFS

3.
Sub test: [alternating pattern]
FFS 

6.3.4.3.4.3
Message contents

Message contents are according to TS 38.508-1 [TBD] subclause 4.6.
6.3.4.3.5
Test requirement

FFS
<< End of changes >>
