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<Start of modified section>
6.5
Signaling characteristics

6.5.5
Link recovery procedures

6.5.5.0
Minimum conformance requirements

6.5.5.0.1
Minimum conformance requirements for SSB-based BFD and link recovery procedures

UE shall be able to evaluate whether the downlink radio link quality on the configured SSB resource in set 
[image: image1.wmf]0
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 estimated over the last TEvaluate_BFD_SSB [ms] period becomes worse than the threshold Qout_LR_SSB within TEvaluate_BFD_SSB [ms] period.

The value of TEvaluate_BFD_SSB is defined in Table 6.5.5.0.1-1 for FR1.

For FR1,

-
P=1/(1 – TSSB/MGRP), when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB; and

-
P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.

Longer evaluation period would be expected if the combination of BFD-RS, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 6.5.5.0.1-1: Evaluation period TEvaluate_BFD_SSB for FR1

	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	max([50], ceil(5*P)*TSSB)

	DRX cycle ≤ 320ms
	max([50], ceil(7.5*P)*max(TDRX,TSSB))


	DRX cycle > 320ms
	ceil(5*P)*TDRX

	Note:
TSSB is the periodicity of SSB in the set [image: image2.wmf]0

q

. TDRX is the DRX cycle length.


When the radio link quality on all the configured RS resources in set 
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 is worse than Qout_LR, Layer 1 of the UE shall send a beam failure instance indication to the higher layers. A Layer 3 filter may be applied to the beam failure instance indications as specified in TS 38.331 [13].

The beam failure instance evaluation for the configured RS resources in set 
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 shall be performed as specified in section 6 in TS 38.213 [8]. Two successive indications from Layer 1 shall be separated by at least TIndication_interval_BFD.

When DRX is not used, TIndication_interval_BFD is max(2ms, TBFD-RS,M), where TBFD-RS,M is the shortest periodicity of all configured RS resources in set 
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 for the accessed cell, corresponding to either the shortest periodicity of the SSB  in the set 
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 or CSI-RS resource in the set 
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.

When DRX is used, TIndication_interval_BFD is max(1.5*DRX_cycle_length, 1.5*TBFD-RS,M) if DRX cycle_length is less than or equal to 320ms, and TIndication_interval is DRX_cycle_length if DRX cycle_length is greater than 320ms.

UE shall be able to evaluate whether the L1-RSRP measured on the configured SSB resource in set [image: image8.wmf]1

q

 estimated over the last TEvaluate_CBD_SSB [ms] period becomes better than the threshold Qin_LR provided SSB_RP and SSB Ês/Iot are according to Annex Table B.2.4.1 for a corresponding band.

The value of TEvaluate_CBD_SSB is defined in Table 6.5.5.0.1-2 for FR1.

For FR1,

-
P=1/(1 – TSSB/MGRP), when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB; and

-
P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.

In both FR1 and FR2, if different SCS is used for SSB and CSI-RS, and the UE does not support simultaneousRxDataSSB-DiffNumerology, it is assumed that the SSB configured for candidate beam detection and each CSI-RS resource shall be TDMed transmited.
Table 6.5.5.0.1-2: Evaluation period TEvaluate_CBD_SSB for FR1

	Configuration
	TEvaluate_CBD_SSB (ms) 

	non-DRX
	ceil([3]*P) * TSSB

	DRX cycle ≤ 320ms
	ceil([3]*P*1.5) * max(TDRX,TSSB)

	DRX cycle > 320ms
	ceil([3]*P) * TDRX

	Note:
TSSB is the periodicity of SSB in the set [image: image9.wmf]1

q

. TDRX is the DRX cycle length.


The normative reference for this requirement is TS 38.133 [6] clause 8.5.2.2, 8.5.4 and 8.5.5.2.
6.5.5.0.2
Minimum conformance requirements for CSI-RS-based BFD and link recovery procedures

UE shall be able to evaluate whether the downlink radio link quality on the configured CSI-RS resource in set 
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 estimated over the last TEvaluate_BFD_CSI-RS [ms] period becomes worse than the threshold Qout_LR_CSI-RS within TEvaluate_BFD_CSI-RS [ms] period.

The value of TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-1 for FR1.

For FR1,

-
P=1/(1 – TCSI-RS/MGRP), when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS; and

-
P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.

Longer evaluation period would be expected if the combination of BFD-RS, SMTC occasion and measurement gap configurations does not meet pervious conditions.
The values of MBFD used in Table 6.5.5.0.2-1 is defined as

-
MBFD = 10, if the CSI-RS resource configured for BFD is transmitted with Density = 3.

Table 6.5.5.0.2-1: Evaluation period TEvaluate_BFD_CSI-RS for FR1

	Configuration
	TEvaluate_BFD_CSI-RS (ms) 

	no DRX
	max([50], [MBFD *P] * TCSI-RS)

	DRX cycle ≤ 320ms
	max([50], [1.5×MBFD *P]*max(TDRX, TCSI-RS))

	DRX cycle > 320ms
	[MBFD*P] * TDRX

	Note:
TCSI-RS is the periodicity of CSI-RS resource in the set [image: image11.wmf]0

q

. TDRX is the DRX cycle length.


When the radio link quality on all the configured RS resources in set 
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 is worse than Qout_LR, Layer 1 of the UE shall send a beam failure instance indication to the higher layers. A Layer 3 filter may be applied to the beam failure instance indications as specified in TS 38.331 [13].

The beam failure instance evaluation for the configured RS resources in set 
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 shall be performed as specified in section 6 in TS 38.213 [8]. Two successive indications from Layer 1 shall be separated by at least TIndication_interval_BFD.

When DRX is not used, TIndication_interval_BFD is max(2ms, TBFD-RS,M), where TBFD-RS,M is the shortest periodicity of all configured RS resources in set 
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 for the accessed cell, corresponding to either the shortest periodicity of the SSB  in the set 
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 or CSI-RS resource in the set 
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.

When DRX is used, TIndication_interval_BFD is max(1.5*DRX_cycle_length, 1.5*TBFD-RS,M) if DRX cycle_length is less than or equal to 320ms, and TIndication_interval is DRX_cycle_length if DRX cycle_length is greater than 320ms.
UE shall be able to evaluate whether the L1-RSRP measured on the configured CSI-RS resource in set [image: image17.wmf]1

q

 estimated over the last TEvaluate_CBD_CSI-RS [ms] period becomes better than the threshold Qin_LR within TEvaluate_CBD_CSI-RS [ms] period provided CSI-RS Ês/Iot is according to Annex Table B.2.4.2 for a corresponding band.

The value of TEvaluate_CBD_CSI-RS is defined in Table 6.5.5.0.2-2 for FR1.

For FR1,

-
P=1/(1 – TCSI-RS/MGRP), when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS; and

-
P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
In both FR1 and FR2, if different SCS is used for SSB and CSI-RS, and the UE does not support simultaneousRxDataSSB-DiffNumerology, it iss assumed that the CSI-RS configured for candidate beam detection and each SSB shall be TDMed transmitted.
The values of MCBD used in Table 6.5.5.0.2-2 is defined as

-
MCBD = 3, if the CSI-RS resource configured in the set [image: image18.wmf]1

q

 is transmitted with Density = 3.

Table 6.5.5.0.2-2: Evaluation period TEvaluate_CBD_CSI-RS for FR1

	Configuration
	TEvaluate_CBD_CSI-RS (ms) 

	non-DRX
	max([25], ceil(MCBD *P) * TCSI-RS)

	DRX cycle ≤ 320ms
	ceil(MCBD *P*N) * max(TDRX, TCSI-RS)

	DRX cycle > 320ms
	ceil(MCBD *P) *TDRX

	Note:
TCSI-RS is the periodicity of CSI-RS resource in the set [image: image19.wmf]1

q

. TDRX is the DRX cycle length.


The normative reference for this requirement is TS 38.133 [6] clause 8.5.3.2, 8.5.4 and 8.5.6.2.
<End of modified section>
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