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{Start of changes}
4.6.3
Radio resource control information elements

–
AdditionalSpectrumEmission
Table 4.6.3-1: AdditionalSpectrumEmission
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AdditionalSpectrumEmission
	0
	
	


<Unchanged Sections Skipped>
–
MeasIdToAddModList
Table 4.6.3-73: MeasIdToAddModList

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasIdToAddModList::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	  measId[1]
	MeasId
	
	

	  measObjectId[1]
	MeasObjectId
	
	

	  reportConfigId[1]
	ReportConfigId
	
	

	}
	
	
	


–
MeasObjectEUTRA
Table 4.6.3-74: MeasObjectEUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	MeasObjectEUTRA ::= SEQUENCE {
	
	
	

	  carrierFreq
	Downlink EARFCN for Freq
	
	

	  allowedmeasBandwidth
	The number of the resource blocks for Freq
	
	

	  cellsToRemoveListEUTRAN
	Not present
	
	

	  cellsToAddModListEUTRAN
	Not present
	
	

	  blackCellsToRemoveListEUTRAN
	Not present
	
	

	  blackCellsToAddModListEUTRAN
	Not present
	
	

	  eutra-PresenceAntennaPort1
	[TRUE]
	[at least two cell-specific antenna ports are used in all neighbouring cells]
	

	  eutra-Q-OffsetRange
	Not present
	
	

	  widebandRSRQ-Meas
	[FALSE]
	
	

	}
	
	
	


–
MeasObjectId
Table 4.6.3-75: MeasObjectId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectId
	1
	
	


<Unchanged Sections Skipped>
–
ReportConfigId
Table 4.6.3-140: ReportConfigId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigId
	1
	
	


–
ReportConfigInterRAT
Table 4.6.3-141: ReportConfigInterRAT (EUTRA-Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	EVENT_B1

	          b1-ThresholdEUTRA CHOICE {
	
	
	

	            rsrp
	RSRP-RangeEUTRA
	INTEGER (0..97)
	

	          }
	
	
	

	          reportOnLeave
	FALSE
	
	

	          Hysteresis
	0 (0 dB)
	The actual value is field value * 0.5 dB
	

	          timeToTrigger
	ms0
	
	

	        }
	
	
	

	        eventB2 SEQUENCE {
	
	
	EVENT_B2

	          b2-Threshold1 CHOICE {
	
	
	

	            rsrp
	RSRP-Range
	INTEGER(0..127)
	

	          }
	
	
	

	          b2-Threshold2EUTRA CHOICE {
	
	
	

	            rsrp
	RSRP-RangeEUTRA
	INTEGER (0..97)
	

	          }
	
	
	

	          reportOnLeave
	FALSE
	
	

	          Hysteresis
	3 (1.5dB)
	The actual value is field value * 0.5 dB
	

	          timeToTrigger
	ms1024
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ms120
	
	

	      reportAmount 
	r2
	
	

	      reportQuantity SEQUENCE {
	
	
	

	        rsrp
	TRUE
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	}
	
	
	


	Condition
	Explanation

	EVENT_B1
	Configuration of Event B1

	EVENT_B2
	Configuration of Event B2


–
ReportConfigNR
Table 4.6.3-142: ReportConfigNR(Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	EVENT_A1

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset CHOICE  {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA4 SEQUENCE {
	
	
	EVENT_A4

	          a4-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA6 SEQUENCE {
	
	
	EVENT_A6

	          a6-Offset CHOICE {
	
	
	

	            rsrp
	Thres
	 Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount 
	r2
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	true
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRS-Indexes
	Not present
	
	

	      maxNrofRS-IndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      reportAddNeighMeas
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A2
	Configuration of Event A2

	EVENT_A3
	Configuration of Event A3

	EVENT_A4
	Configuration of Event A4

	EVENT_A5
	Configuration of Event A5

	EVENT_A6
	Configuration of Event A6


{End of changes}
