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<Start of first modified section>
–	SL-ConfiguredGrantConfig
[bookmark: _CRTable4_6_68]Table 4.6.6-8: SL-ConfiguredGrantConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ConfiguredGrantConfig-r16 ::= SEQUENCE {
	
	
	

	  sl-ConfigIndexCG-r16
	1
	
	

	  sl-PeriodCG-r16 CHOICE {
	
	
	

	    sl-PeriodCG1-r16
	ms100
	
	

	  }
	
	
	

	  sl-NrOfHARQ-Processes-r16
	4
	
	

	  sl-HARQ-ProcID-offset-r16
	1
	
	

	  sl-CG-MaxTransNumList-r16 SEQUENCE (SIZE (1..8)) OF SL-CG-MaxTransNum-r16
	8 entries
	
	

	    SL-CG-MaxTransNum-r16[k, k=1..8] SEQUENCE {
	
	entry k
	

	      sl-Priority-r16
	k
	
	

	      sl-MaxTransNum-r16
	8
	max Tx number = 8 for all priorities
	

	    }
	
	
	

	  }
	
	
	

	  rrc-ConfiguredSidelinkGrant-r16
	Not present
	TYPE 2 CG is configured by default
	

	  rrc-ConfiguredSidelinkGrant-r16 SEQUENCE {
	
	
	TYPE 1

	    sl-TimeResourceCG-Type1-r16
	a TRIV chosen by SS from the range 0 to 496 as specified in 38.214
	
	

	    sl-StartSubchannelCG-Type1-r16
	0
	
	

	    sl-FreqResourceCG-Type1-r16
	a FRIV chosen by SS from the range 0 to 6929 as specified in 38.214
	
	

	    sl-TimeOffsetCG-Type1-r16
	0
	
	

	    sl-N1PUCCH-AN-r16
	Not present
	
	

	
	PUCCH-ResourceId
	
	SL_HARQ_VIA_UU

	    sl-PSFCH-ToPUCCH-CG-Type1-r16
	Not present
	
	

	
	1
	
	SL_HARQ_VIA_UU

	    sl-ResourcePoolID-r16
	1
	Resource pool for normal case is used
	

	    sl-TimeReferenceSFN-Type1-r16
	Not present
	Default value sfn0 is used
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	TYPE 1
	To configure a type 1 SL configured grant for UE

	SL HARQ_VIA_UU
	to report HARQ-ACK information that the UE generates based on PSFCH reception via UL



–	SL-ConfiguredGrantConfigDedicated-SL-PRS-RP
Table 4.6.6-8A: SL-ConfiguredGrantConfigDedicated-SL-PRS-RP
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ConfiguredGrantConfigDedicatedSL-PRS-RP-r18 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



<End of modified section>

