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	Reason for change:
	The applicability condition C322 lacks of A.4.3.4-1/2 (pc_um_WithShortSN) as mentioned in the pre-test condition of TC 7.1.2.2.5a and 7.1.3.5.1a.
Table 7.1.2.2.5a.3.1-1: RLC parameters
	t-Reassembly
	ms200

	t-ReassemblyExt-r17
	ms1100

	Uplink UM RLC sn-FieldLength
	IF (pc_um_WithShortSN ) size6
ELSE size12

	Downlink UM RLC sn-FieldLength
	F (pc_um_WithShortSN ) size6
ELSE size12
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[Start of change]
[bookmark: _Toc146804992]4.2	Protocol conformance test cases applicability conditions
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	…
	
	

	C321
	IF A.4.1-5/1 AND A.4.4-1/17 AND A.4.3.2-1/138 THEN R ELSE N/A
	UEs supporting 5G Core and NR NTN access and UE reporting of information related to TA pre-compensation

	C322
	IF A.4.1-5/1 AND A.4.4-1/17 AND (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5G Core and NR NTN access and RLC UM Mode

	C323
	IF A.4.1-5/1 AND A.4.4-1/17 AND A.4.3.6-1/76 THEN R ELSE N/A
	UE supporting 5G Core and NR NTN access and UE supporting location-based triggered measurement reporting (i.e., event D1)

	C324
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.3.7-1/58 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and No E-UTRA Disabling In 5GS
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