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<Start of changes>
Table 6.2.1.1.1.3.2-2: Handheld PC2 UE TRP minimum performance requirement for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	[bookmark: _Hlk127183155]NR Band
	Bandwidth (MHz)
	Usage Scenario
	Power Class 2

	
	
	
	Average TRP (dBm)

	
	
	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	20
	HL and HR
	
	

	n41
	100
	HL and HR
	
	12.5

	n78
	100
	HL and HR
	
	13

	n79
	100
	HL and HR
	
	



The normative reference for this requirement is TS 38.161 [1] clause 6.2.1.1.1.
<Unchanged sections skipped>
7.2.1.1.1.3	Minimum conformance requirements
The average measured total radiated sensitivity (TRS) of low, mid and high channel for handheld UE shall be lower than the average TRS requirement specified in subclauses 7.2.1.1 and 7.2.1.2. The averaging shall be done in linear scale for the TRS results of both right and left side of the phantom head in case of beside the head and hand phantom positions. For the hand phantom browsing mode position the averaging shall be done in linear scale for the TRS results of both right and left hand phantom measurements.

For UEs which do not support NR FR1 in stand-alone mode, EN-DC mode requirements apply. SA and EN-DC test case applicability is defined in Clause 4.3, and test case applicability based on power class capability is defined in Clause 4.4. The relevant test methodology is defined in Annexes A and B of this specificationthe present document.
[bookmark: _Toc114077871][bookmark: _Toc121933404][bookmark: _Toc124151788]7.2.1.1.1.3.1	Hand phantom browsing mode
Hand phantom browsing mode positions are defined in Clause B.3.1.
[bookmark: _Toc114077872][bookmark: _Toc121933405][bookmark: _Toc124151789][bookmark: _Toc130573967]7.2.1.1.1.3.2	Minimum conformance requirements for NR FR1 in hand phantom browsing position
Handheld UE TRS minimum performance requirement for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode are defined in Tables 7.2.1.1.1.3.2-1.
Table 7.2.1.1.1.3.21-1: Handheld PC3 and PC2 UE TRS minimum performance requirement for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	NR Band
	Bandwidth (MHz)
	Usage Scenario
	Power Class 3 and Power Class 2

	
	
	
	Average TRS (dBm)

	
	
	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	20
	HL and HR
	
	

	n41
	100
	HL and HR
	
	-80

	n78
	100
	HL and HR
	
	-81.2

	n79
	100
	HL and HR
	
	



The normative reference for this requirement is TS 38.161 [1] clause 67.2.1.1.1.	
<Unchanged sections skipped>
7.2.1.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 and 5.4 with the following exceptions.
Table 67.2.1.1.1.4.3-1: PUSCH-Config

<End of changes>

