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	Reason for change:
	In the current TTCN implementation, at Step 9, both NCell 1 and NCell 2 are set to -150 dBm and then at Step 11, cell power of NCell 1 is set to -85 dBm, then, the UE is immediately paged at Step 12.

It could happen that the UE may miss the page whilst it is busy trying to camp on Ncell 1. It is recommended that a delay is introduced to allow the UE enough time to camp on NCell 1 to be able to receive the Page.
NOTE: A Prose CR shall be raised at the next RAN5
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	Introduced a delay of 30s after Step 11 to allow the UE enough time to perform the camp on Ncell 1 and be ready to receive the Page at Step 12.

	
	

	Consequences if not approved:
	Conformant UE may fail the testcase.

	
	

	Clauses affected:
	22.4.19a

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	36.523-1 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Prose CR also needed


Table of Contents
2Table of Contents

1
Corrections required
3
1.1
f_TC_22_4_19a
3



1 Corrections required

1.1 f_TC_22_4_19a
	Template name
	f_TC_22_4_19a

	Reason for change
	In the current TTCN implementation, at Step 9, both NCell 1 and NCell 2 are set to -150 dBm and then at Step 11, cell power of NCell 1 is set to -85 dBm, then, the UE is immediately paged at Step 12.

It could happen that the UE may miss the page whilst it is busy trying to camp on Ncell 1. It is recommended that a delay is introduced to allow the UE enough time to camp on NCell 1 to be able to receive the Page.
NOTE: A Prose CR shall be raised at the next RAN5

	Summary of change
	Introduced a delay of 30s after Step 11 to allow the UE enough time to perform the camp on Ncell 1 and be ready to receive the Page at Step 12.

	TTCN module
	NBIOT_RRC_ControlPlane.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
function f_TC_22_4_19a_NBIOT() runs on NBIOT_PTC
{
  <<SKIPPED CODE>>
   //@siclog "Step 10" siclog@
    //Wait for 12 seconds (T311 = 10s)
    f_Delay(12.0);
    //@siclog "Step 11" siclog@
    //The SS changes Ncell 1 to ServingCell
    f_NBIOT_SetCellPowerList(v_CellPowerList_Step11);
    //@siclog "Step 12-16" siclog@
    //Check: Does the test result of generic test procedure in TS 36.508 subclause 8.1.5A.2 indicate that the UE is camped on E-UTRAN Ncell 1?
    //NOTE: The UE performs a TAU procedure and the RRC connection is released.
    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);// @sic R5-183199 sic@
<<SKIPPED CODE>>
  


After Change:

	<<SKIPPED CODE>>
function f_TC_22_4_22_NBIOT() runs on NBIOT_PTC
{
<<SKIPPED CODE>>
//@siclog "Step 10" siclog@
    //Wait for 12 seconds (T311 = 10s)
    f_Delay(12.0);
    //@siclog "Step 11" siclog@
    //The SS changes Ncell 1 to ServingCell
    f_NBIOT_SetCellPowerList(v_CellPowerList_Step11);
    //WA#22_4_19a
    f_Delay(30.0);
    //@siclog "Step 12-16" siclog@
    //Check: Does the test result of generic test procedure in TS 36.508 subclause 8.1.5A.2 indicate that the UE is camped on E-UTRAN Ncell 1?
    //NOTE: The UE performs a TAU procedure and the RRC connection is released.
    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);// @sic R5-183199 sic@   

<<SKIPPED CODE>>



