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	Reason for change:
	1.- Current implementation of test case 8.2.4.3 is including Carrier Frequency IEs in RRC Reconnection Reconfiguration in step 5 but according to Table 8.2.4.3.3.3-2: MobilityControlInfo (Table 8.2.4.3.3.3-1) it should be not present.

2.- Specific IEs when the UE supports Cat-M are not included (v890_IEs) in RRC Reconnection Reconfiguration message at step 5.

To solve that issue, f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Security
has been modified to not include Carrier Frequency information and v890_IEs has been added as parameters to support Cat-M devices.

A prose CR containing changes to include v890_IEs will be submitted along with this CR.

	
	

	Summary of change:
	Removed Carrier Frequency information and added v890_IEs to RRC Reconnection Reconfiguration at step 5.
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	A conformant UE may fail the testcase.
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1 Corrections required

1.1 f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Security
	Template name
	f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Security

	Reason for change
	Carrier frequency information should not be included in RRC Connection Reconfiguration, also v890_IEs to support Cat-M devices are missing.

	Summary of change
	Replaced f_Generate_cs_508_MobilityControlInfo_HO with  f_Generate_cs_MobilityControlInfo_HO function to not include frecuency carrier information and also added v890_IEs to support Cat-M UEs at step 5.

	TTCN module
	EUTRA_RRCSteps.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
  function f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Security(EUTRA_CellId_Type p_SourceCellId,

                                                        EUTRA_CellId_Type p_TargetCellId,

                                                        template (value) SecurityConfigHO p_SecurityConfigHO,

                                                        template (value) TimingInfo_Type  p_TimingInfo := cs_TimingInfo_Now)  runs on EUTRA_PTC

  {

    f_EUTRA_RRC_ConnReconfigHO_Common(p_SourceCellId,

                                      omit,

                                      f_Generate_cs_508_MobilityControlInfo_HO (p_TargetCellId),

                                      f_Generate_cs_508_RadioResourceConfigDedicated_HO (p_TargetCellId),

                                      p_SecurityConfigHO,

                                      p_TimingInfo);

  }
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
  function f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Security(EUTRA_CellId_Type p_SourceCellId,

                                                        EUTRA_CellId_Type p_TargetCellId,

                                                        template (value) SecurityConfigHO p_SecurityConfigHO,

                                                        template (value) TimingInfo_Type  p_TimingInfo := cs_TimingInfo_Now)  runs on EUTRA_PTC

  {

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;

    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA_CellInfo_GetReconfig_BR(eutra_Cell1);
    f_EUTRA_RRC_ConnReconfigHO_Common(p_SourceCellId,

                                      omit,

                                      f_Generate_cs_MobilityControlInfo_HO(p_TargetCellId),

                                      f_Generate_cs_508_RadioResourceConfigDedicated_HO (p_TargetCellId),

                                      p_SecurityConfigHO,

                                      p_TimingInfo,

                                      v_RRCConnectionReconfiguration_v890_IEs);

  }
<<SKIPPED CODE>>


