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	Other comments:
	


1. Corrections required 
These changes are proposed on top of iwd-TTCN 3-B2019-23_D19wk23 TTCN delivery.

Change 1
	Function name
	fl_TC_8_2_3_Common_TestBody()

	Reason for change
	The useage of the template cs_NR_Measurement_Config_A1 is currently incorrect. The 5th paramter to the template is p_AbsThresholdSSB and the 6th is p_FreqBandIndicatorNR. These are being passed in the wrong order from the functions of test case 8.2.3.4.1.



	Summary of change
	Correct the order of paramters in references to template cs_NR_Measurement_Config_A1

	TTCN module
	RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	Accepted


Before Change
function fl_TC_8_2_3_Common_TestBody(NR_RRCMeasurement_TriggerEvent_Type p_TriggerEvent) runs on ENDC_NR_PTC

{
…

 select (p_TriggerEvent) {

      case(triggerEvent_A1) {

        //Table 8.2.3.4.1.3.3-3

        if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

        {

            v_RsrpThres := 72;           //@sic R5-190692, R5s190062, R5-191877 sic@

        }

        else

        {

            //v_RsrpThres := 78 + px_NR_PrimaryBandDeltas.DeltaNRf1;           //@sic R5-195369 sic@

            v_RsrpThres := 69 + px_NR_PrimaryBandDeltaNRf1;           //@sic R5-195369 sic@ //Temporary Pixit Change - Please note that Prose Change will be needed for threshold value change.

        }

        v_AbsThreshSS_Rsrp := 72;    //@sic R5-187704 sic@

        v_MeasConfig := cs_NR_Measurement_Config_A1(v_SSB_Freq, v_SubCarrierSpacing, v_SSB_ToMeasure, v_SSB_MTC, v_FreqBandIndicator, v_AbsThreshSS_Rsrp, v_RsrpThres, infinity_, 6);  //@sic R5-185154, R5-190692 sic@

      }

      case(triggerEvent_A2) {

After Change
  function fl_TC_8_2_3_Common_TestBody(NR_RRCMeasurement_TriggerEvent_Type p_TriggerEvent) runs on ENDC_NR_PTC

{
…

 select (p_TriggerEvent) {

      case(triggerEvent_A1) {

        //Table 8.2.3.4.1.3.3-3

        if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

        {

            v_RsrpThres := 72;           //@sic R5-190692, R5s190062, R5-191877 sic@

        }

        else

        {

            //v_RsrpThres := 78 + px_NR_PrimaryBandDeltas.DeltaNRf1;           //@sic R5-195369 sic@

            v_RsrpThres := 69 + px_NR_PrimaryBandDeltaNRf1;           //@sic R5-195369 sic@ //Temporary Pixit Change - Please note that Prose Change will be needed for threshold value change.

        }

   v_AbsThreshSS_Rsrp := 72;    //@sic R5-187704 sic@

        v_MeasConfig := cs_NR_Measurement_Config_A1(v_SSB_Freq, v_SubCarrierSpacing, v_SSB_ToMeasure, v_SSB_MTC, v_AbsThreshSS_Rsrp, v_FreqBandIndicator, v_RsrpThres, infinity_, 6);  //@sic R5-185154, R5-190692 sic@

      }

      case(triggerEvent_A2) {
Change 2
	Function name
	  fl_TC_8_2_3_4_1_Additional_TestBody()

	Reason for change
	The useage of the template cs_NR_Measurement_Config_A1 is currently incorrect. The 5th paramter to the template is p_AbsThresholdSSB and the 6th is p_FreqBandIndicatorNR. These are being passed in the wrong order from the functions of test case 8.2.3.4.1.



	Summary of change
	Correct the order of paramters in references to template cs_NR_Measurement_Config_A1.

	TTCN module
	RRCMeasurement_ENDC_EUTRA.ttcn

	MCC160 Comment
	Accepted in module RRCMeasurement_ENDC_NR.ttcn


Before Change
  fl_TC_8_2_3_4_1_Additional_TestBody() runs on ENDC_NR_PTC

  {

…..
if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

    {

        v_RsrpThres := 72;           //@sic R5-190692, R5s190062, R5-191877 sic@

    }

    else

    {

        //v_RsrpThres := 78 + px_NR_PrimaryBandDeltas.DeltaNRf1;           //@sic R5-195369 sic@

        v_RsrpThres := 69 + px_NR_PrimaryBandDeltaNRf1;               //@sic R5-195369 sic@ //Temporary Pixit Change - Please note that Prose Change will be needed for threshold value change.      

    }

 v_FreqBandIndicator := f_NR_CellInfo_GetBandIndicator(nr_Cell1);  //@sic R5-194795 sic@

    //Table 8.2.3.4.1.3.3-9
    v_MeasConfig := cs_NR_Measurement_Config_A1(v_SSB_Freq, v_SubCarrierSpacing, v_SSB_ToMeasure, v_SSB_MTC, v_FreqBandIndicator, v_AbsThreshSS_Rsrp, v_RsrpThres, r1, v_Hysteresis, true);  //@sic R5-187704 sic@

    f_NR_SendRRCReconfigurationContentsToEUTRA (omit, omit,v_MeasConfig);
After Change
  fl_TC_8_2_3_4_1_Additional_TestBody() runs on ENDC_NR_PTC

  {

…..

if(f_NR_CellInfo_GetIsFR1(nr_Cell1))

    {

        v_RsrpThres := 72;           //@sic R5-190692, R5s190062, R5-191877 sic@

    }

    else

    {

        //v_RsrpThres := 78 + px_NR_PrimaryBandDeltas.DeltaNRf1;           //@sic R5-195369 sic@

        v_RsrpThres := 69 + px_NR_PrimaryBandDeltaNRf1;               //@sic R5-195369 sic@ //Temporary Pixit Change - Please note that Prose Change will be needed for threshold value change.      

    }

 v_FreqBandIndicator := f_NR_CellInfo_GetBandIndicator(nr_Cell1);  //@sic R5-194795 sic@

       //Table 8.2.3.4.1.3.3-9

    v_MeasConfig := cs_NR_Measurement_Config_A1(v_SSB_Freq, v_SubCarrierSpacing, v_SSB_ToMeasure, v_SSB_MTC, v_AbsThreshSS_Rsrp, v_FreqBandIndicator, v_RsrpThres, r1, v_Hysteresis, true);  //@sic R5-187704 sic@

    f_NR_SendRRCReconfigurationContentsToEUTRA (omit, omit,v_MeasConfig);
