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	Reason for change:
	This test case is defined to be run with UEs supporting 64 QAM modulation.

1. According to applicability condition C296 ( TS 36523-2 ) this test case will be applicable if the UE is category 5,6 or 7.

2. An UE with CategoryDL_13 only supports 256 QAM modulation.

Considering this two facts, a UE category 6 or 7 with CategoryDL_13 ( only possible combination for CategoryDL_13  ) should not be applicable to run this test case as it does not support 64QAM.With current implementation it is applicable.

In order to fix that problem, a restriction to “CategoryDL_13” UEs should be added to C296.

	
	

	Summary of change:
	Added an restriction to C296 to not allow a UE supporting CategoryDL_13 run this test case,
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	A conformant UE may fail the testcase
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1 Corrections required

1.1 f_SelectionExpr
	Template name
	f_SelectionExpr

	Reason for change
	A UE supporting CategoryDL_13 should not run this test case,

	Summary of change
	Added an restriction to C296 to not allow a UE supporting CategoryDL_13 run this test case.

	TTCN module
	LTE_36523_SelectionExpressions.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
      case(C295){

      //C295: UEs supporting E-UTRA and data inactivity monitoring

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_dataInactMon;

      }

      case(C296){

        //C296: UEs supporting E-UTRA and ((UE Category 5 to UE Category 7) or (UE Category 9 to UE Category 12) or UE DL Category 15 or UE DL Category 16 or UE DL Category 18 or UE DL Category 19 or UE DL Category 20 or UE DL Category 21) and 4-layer spatial multiplexing.

        // @sic R5-184512 sic@

        v_ApplCond := (pc_eFDD or pc_eTDD) and (pc_ue_Category_5 or pc_ue_Category_6 or pc_ue_Category_7 or pc_ue_Category_9 or pc_ue_Category_10 or pc_ue_Category_11 or pc_ue_Category_12 or pc_ue_CategoryDL_15 or pc_ue_CategoryDL_16 or pc_ue_CategoryDL_18 or pc_ue_CategoryDL_19 or pc_ue_CategoryDL_20 or pc_ue_CategoryDL_21) and pc_4Layer_spatial_mux_tm3_tm4;

      }

      case(C297){

      //C297: UEs supporting E-UTRA and (UE Category 11 or UE Category 12 or UE DL Category 13 or UE DL Category 15 or UE DL Category 16 or UE DL Category 18 or UE DL Category 19 or UE DL Category 20 or UE DL Category 21) and 4-layer spatial multiplexing and downlink 256QAM

      //@sic R5-184513 sic@

        v_ApplCond := (pc_eFDD or pc_eTDD) and (pc_ue_Category_11 or pc_ue_Category_12 or pc_ue_CategoryDL_13 or pc_ue_CategoryDL_15 or pc_ue_CategoryDL_16 or pc_ue_CategoryDL_18 or pc_ue_CategoryDL_19 or pc_ue_CategoryDL_20 or pc_ue_CategoryDL_21) and pc_4Layer_spatial_mux_tm3_tm4 and pc_DL_256QAM;

      }
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

      case(C295){

      //C295: UEs supporting E-UTRA and data inactivity monitoring

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_dataInactMon;

      }

      case(C296){

        //C296: UEs supporting E-UTRA and ((UE Category 5 to UE Category 7) or (UE Category 9 to UE Category 12) or UE DL Category 15 or UE DL Category 16 or UE DL Category 18 or UE DL Category 19 or UE DL Category 20 or UE DL Category 21) and 4-layer spatial multiplexing.

        // @sic R5-184512 sic@

        v_ApplCond := (pc_eFDD or pc_eTDD) and (pc_ue_Category_5 or pc_ue_Category_6 or pc_ue_Category_7 or pc_ue_Category_9 or pc_ue_Category_10 or pc_ue_Category_11 or pc_ue_Category_12 or pc_ue_CategoryDL_15 or pc_ue_CategoryDL_16 or pc_ue_CategoryDL_18 or pc_ue_CategoryDL_19 or pc_ue_CategoryDL_20 or pc_ue_CategoryDL_21) and not (pc_ue_CategoryDL_13) and pc_4Layer_spatial_mux_tm3_tm4;

      }

      case(C297){

      //C297: UEs supporting E-UTRA and (UE Category 11 or UE Category 12 or UE DL Category 13 or UE DL Category 15 or UE DL Category 16 or UE DL Category 18 or UE DL Category 19 or UE DL Category 20 or UE DL Category 21) and 4-layer spatial multiplexing and downlink 256QAM

      //@sic R5-184513 sic@

        v_ApplCond := (pc_eFDD or pc_eTDD) and (pc_ue_Category_11 or pc_ue_Category_12 or pc_ue_CategoryDL_13 or pc_ue_CategoryDL_15 or pc_ue_CategoryDL_16 or pc_ue_CategoryDL_18 or pc_ue_CategoryDL_19 or pc_ue_CategoryDL_20 or pc_ue_CategoryDL_21) and pc_4Layer_spatial_mux_tm3_tm4 and pc_DL_256QAM;

      }
<<SKIPPED CODE>>


