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	Reason for change:
	According to 38.133 cl 9.2.1, when measurement gaps are needed, the UE is not expected to detect SSB which start earlier than the gap starting time + switching time, nor detect SSB which end later than the gap end – switching time. Switching time is 0.5ms for frequency range FR1 and 0.25ms for frequency range FR2. Therefore, UE SSB detection is proposed to start earlier to take into account gap starting time + switching time.
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	Summary of change:
	Change the value of SIB24 periodicityAndOffset_r15 to sf20_r15 = 19

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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	All NR5GC_IRAT cell-reselection from EUTRA_IDLE to NR RRC_IDLE
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1. [bookmark: _Toc122434485][bookmark: _Toc58338509]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc58338510]Corrections required
1.1 [bookmark: _Toc54186269][bookmark: _Toc58338511][bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK10][bookmark: OLE_LINK11]Change 1
	2 [bookmark: _Hlk58437833]Template name
	cs_MTC_SSB_NR_FR1

	Reason for change
	According to 38.133 cl 9.2.1, when measurement gaps are needed, the UE is not expected to detect SSB which start earlier than the gap starting time + switching time, nor detect SSB which end later than the gap end – switching time. Switching time is 0.5ms for frequency range FR1 and 0.25ms for frequency range FR2. Therefore, UE SSB detection is proposed to start earlier to take into account gap starting time + switching time.

#draft proseCR would be raised for next RAN5 meeting

	Summary of change
	Change the value of SIB24 periodicityAndOffset_r15 to sf20_r15 = 19

	TTCN module
	EUTRA38_IRAT_CommonFunctions.ttcn

	MCC160 Comment
	



Before change:

  template(value) MTC_SSB_NR_r15 cs_MTC_SSB_NR_FR1 :=
  { /* @status    APPROVED (NR5GC_IRAT) */
    periodicityAndOffset_r15 := { sf20_r15 := 0 },
    ssb_Duration_r15 := sf2
  };
   

After change:
  
  template(value) MTC_SSB_NR_r15 cs_MTC_SSB_NR_FR1 :=
  { /* @status    APPROVED (NR5GC_IRAT) */
    periodicityAndOffset_r15 := { sf20_r15 := 19 },
    ssb_Duration_r15 := sf2
  };

