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	Reason for change:
	The main testbody finishes on nr_cell4, but the postamble is expected on nr_cell2.
This needs to be corrected.

	
	

	Summary of change:
	In the postoable procedure, correct the cell from nr_Cell2 to nr_Cell4
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	A conformant UE will fail this test case.
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	1. Function name
	f_TC_6_1_2_19_NR5GC()

	Reason for change
	1. In the postable procedure, the cell number is incorrect. Correct it from nr_Cell2 to nr_Cell4

	Summary of change
	1. In the postable procedure, the cell number is incorrect. Correct it from nr_Cell2 to nr_Cell4

	TTCN module
	NR5GC\6_1_2\Idle_CellReSelection_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_6_1_2_19_NR5GC() runs on NR5GC_PTC
  { // Speed-dependent cell reselection
  
    // System information combination NR-1 as defined in TS 38.508-1 clause 4.4.3.1.3 is used in NR cell
    f_NR5GC_Init(NR_2);
    
    // Table 6.1.2.19.3.3-1: SystemInformationBlockType2 for NR Cell 1, NR Cell 2, and NR Cell 4
    f_NR_CellInfo_SetSIB2_T_ReselectionNR(nr_Cell1, 7);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR(nr_Cell2, 7);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR(nr_Cell4, 7);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR_SF(nr_Cell1, cs_T_ReselectionEUTRA_SF);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR_SF(nr_Cell2, cs_T_ReselectionEUTRA_SF);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR_SF(nr_Cell4, cs_T_ReselectionEUTRA_SF);
    f_NR_CellInfo_SetSIB2_SpeedStateReselectionPars(nr_Cell1, cs_SpeedStateReselectionParsNR(-,-,3,3));
    f_NR_CellInfo_SetSIB2_SpeedStateReselectionPars(nr_Cell2, cs_SpeedStateReselectionParsNR(-,-,3,3));
    f_NR_CellInfo_SetSIB2_SpeedStateReselectionPars(nr_Cell4, cs_SpeedStateReselectionParsNR(-,-,3,3));

    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell2);
    f_NR_CellConfig_Def(nr_Cell4);
    
    // The UE is in NR RRC_IDLE state (state 1N-A with PDU session inactive) as defined in TS 38.508-1, table 4.4A.2-1 on NR Cell 1
    f_NR5GC_Preamble(nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    f_TC_6_1_2_19_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // Switch/Power off UE
    f_NR_Postamble(nr_Cell2, STATE_IDLE_1A); // @sic R5s201423 sic@
  } //end of f_TC_6_1_2_19_NR5GC
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After Change:
	  function f_TC_6_1_2_19_NR5GC() runs on NR5GC_PTC
  { // Speed-dependent cell reselection
  
    // System information combination NR-1 as defined in TS 38.508-1 clause 4.4.3.1.3 is used in NR cell
    f_NR5GC_Init(NR_2);
    
    // Table 6.1.2.19.3.3-1: SystemInformationBlockType2 for NR Cell 1, NR Cell 2, and NR Cell 4
    f_NR_CellInfo_SetSIB2_T_ReselectionNR(nr_Cell1, 7);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR(nr_Cell2, 7);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR(nr_Cell4, 7);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR_SF(nr_Cell1, cs_T_ReselectionEUTRA_SF);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR_SF(nr_Cell2, cs_T_ReselectionEUTRA_SF);
    f_NR_CellInfo_SetSIB2_T_ReselectionNR_SF(nr_Cell4, cs_T_ReselectionEUTRA_SF);
    f_NR_CellInfo_SetSIB2_SpeedStateReselectionPars(nr_Cell1, cs_SpeedStateReselectionParsNR(-,-,3,3));
    f_NR_CellInfo_SetSIB2_SpeedStateReselectionPars(nr_Cell2, cs_SpeedStateReselectionParsNR(-,-,3,3));
    f_NR_CellInfo_SetSIB2_SpeedStateReselectionPars(nr_Cell4, cs_SpeedStateReselectionParsNR(-,-,3,3));

    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell2);
    f_NR_CellConfig_Def(nr_Cell4);
    
    // The UE is in NR RRC_IDLE state (state 1N-A with PDU session inactive) as defined in TS 38.508-1, table 4.4A.2-1 on NR Cell 1
    f_NR5GC_Preamble(nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    f_TC_6_1_2_19_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // Switch/Power off UE
    f_NR_Postamble(nr_Cell4, STATE_IDLE_1A); // @sic R5s201423 sic@
  } //end of f_TC_6_1_2_19_NR5GC



