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	Reason for change:
	Following the agreement of R5-211389, a UE which supports SINR measurements may (or may not) include SINR results for the serving cell in measurement reports.


	
	

	Summary of change:
	Allow serving cell SINR included or not in measurement reports, for test cases listed in R5-211389.

	 
	

	Consequences if not approved:
	A conformant UE may fail the test cases
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1. [bookmark: _Toc122434485][bookmark: _Toc69215432]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc69215433]Corrections required

1. [bookmark: _Toc69215434]Change 1
	Function name
	New template cr_NR_MeasQuantityResults_NoCheckSinr

	Reason for change
	Following the agreement of R5-211389, a UE which supports SINR measurements may (or may not) include SINR results for the serving cell in measurement reports.

	Summary of change
	Add new template “cr_NR_MeasQuantityResults_NotCheckSinr” which allows SINR included or not.

	TTCN module
	NR_Measurement_Templates

	MCC160 Comment
	



New template : 
	//KS R5s21xxx change_SINR 
template (present) MeasQuantityResults cr_NR_MeasQuantityResults_NoCheckSinr :=
{ /* @status APPROVED (ENDC, NR5GC, NR5GC_IRAT) */
rsrp := ?,
rsrq := ?,
sinr := *
};



1. [bookmark: _Toc69215435]Change 2
	Function name
	f_TC_8_1_3_2_1_TestBody()

	Reason for change
	Following the agreement of R5-211389, a UE which supports SINR measurements may (or may not) include SINR results for the serving cell in measurement reports.

	Summary of change
	Use defined template to allow serving cell SINR included or not in measurement report at step 5

Note : Similar change required for all other test cases listed in R5-211389 : 8.1.3.1.2, 8.1.3.1.5, 8.1.3.1.8, 8.1.3.1.13, 8.1.3.1.16, 8.1.3.1.17.1, 8.1.3.1.18.1, 8.1.3.2.1, 8.1.3.2.2, 8.1.3.2.3, 8.1.4.1.2

	TTCN module
	RRC_Measurement_NR5GC_NR

	MCC160 Comment
	



Before Change
	function f_TC_8_1_3_2_1_TestBody() runs on NR_BASE_PTC
{
………………
//@siclog "Step 5" siclog@
//Check: Does the UE transmit a MeasurementReport message to report event B1 with the measured RSRP value for NR Cell 1?
v_PhysCellId := f_NR_CellInfo_GetPhysicalCellId(nr_Cell1);
f_NR_ReceiveMeasurementReports(nr_Cell1, v_PhysCellId, tsc_NR_MeasId1, -, -, cr_NR_MeasResults_MeasResultNeighCells_EUTRA({cr_NR_MeasResultEUTRA_CellResults(v_EUTRA_CellId, cr_NR_MeasQuantityResultsEUTRA_Rsrp_Rsrq)})); //@sic R5-204437, R5-201213, R5s200181, R5-211389 sic@


}//End of f_TC_8_1_3_2_1_TestBody()



After Change
	function f_TC_8_1_3_2_1_TestBody() runs on NR_BASE_PTC
{
………………………
//@siclog "Step 5" siclog@
//Check: Does the UE transmit a MeasurementReport message to report event B1 with the measured RSRP value for NR Cell 1?
v_PhysCellId := f_NR_CellInfo_GetPhysicalCellId(nr_Cell1);
f_NR_ReceiveMeasurementReports(nr_Cell1,
v_PhysCellId, 
tsc_NR_MeasId1,
-,
-, 
cr_NR_MeasResults_MeasResultNeighCells_EUTRA({cr_NR_MeasResultEUTRA_CellResults(v_EUTRA_CellId, cr_NR_MeasQuantityResultsEUTRA_Rsrp_Rsrq)}),
-,
-,
-,
-,
-,
cr_NR_MeasQuantityResults_NoCheckSinr); 

}//End of f_TC_8_1_3_2_1_TestBody()




