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	Reason for change:
	Following the power level change at step 7 there is not enough time for the UE to measure the power levels before they are changes again at step 7A, and hence the UE may send the measurement report at step 8 still based on the power levels of T1.


	
	

	Summary of change:
	Added a delay of 30 seconds between steps 7 and 7A to ensure that the UE has read the updated power levels and sends correct measurement report at step8.

Note: an associated prose CR on 38.523-1 will be raised at RAN5#91-e

	 
	

	Consequences if not approved:
	A conformant UE may fail the  test case
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1. [bookmark: _Toc122434485][bookmark: _Toc71620501]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc71620502]Corrections required

1. [bookmark: _Toc71620503] Change 1
	Function name
	fl_TC_8_1_3_1_18_x_TestBody

	Reason for change
	Following the power level change at step 7 there is not enough time for the UE to measure the power levels before they are changes again at step 7A, and hence the UE may send the measurement report at step 8 still based on the power levels of T1.

	Summary of change
	Added a delay of 30 seconds between steps 7 and 7A to ensure that the UE has read the updated power levels and sends correct measurement report at step8.

Note: an associated prose CR on 38.523-1 will be raised at RAN5#91-e

	TTCN module
	RRC_Measurement_CA_NR5GC.ttcn

	MCC160 Comment
	



Before Change
     function fl_TC_8_1_3_1_18_x_TestBody(NR_CellId_Type p_SCellId, NR_CellId_Type p_NeigbourCellId1,  NR_CellId_Type p_NeigbourCellId2) runs on NR_BASE_PTC
  {
…
…
…
    
      
    //@siclog "Step 7" siclog@
    //The SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.1.3.1.18.1.3.2-1/2.
    f_NR_SetCellPowerList(v_CellPowerList_AtT2);
     
    //@siclog "Step 7A" siclog@
    //The SS re-adjusts the cell-specific reference signal level according to row "T3" in table 8.1.3.1.18.1.3.2-1/2, 1 second after step 7
    //@sic R5-202530, R5s200734 sic@
    f_Delay(1.0);
    f_NR_SetCellPowerList(v_CellPowerList_AtT3);

      
…
…
…
  

After Change

      function fl_TC_8_1_3_1_18_x_TestBody(NR_CellId_Type p_SCellId, NR_CellId_Type p_NeigbourCellId1,  NR_CellId_Type p_NeigbourCellId2) runs on NR_BASE_PTC
  {
…
…
…
    
      
    //@siclog "Step 7" siclog@
    //The SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.1.3.1.18.1.3.2-1/2.
    f_NR_SetCellPowerList(v_CellPowerList_AtT2);
    
    //Wait 30s to ensure UE reads the new cell powers
    f_Delay(30.0);
     
    //@siclog "Step 7A" siclog@
    //The SS re-adjusts the cell-specific reference signal level according to row "T3" in table 8.1.3.1.18.1.3.2-1/2, 1 second after step 7
    //@sic R5-202530, R5s200734 sic@
    f_Delay(1.0);
    f_NR_SetCellPowerList(v_CellPowerList_AtT3);

      
      
…
…

      
  }//End of fl_TC_8_1_3_1_18_x_TestBody

