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	Reason for change:
	when IMS is enabled on UE,after the UE switch off -> on, SS cannot handle second SIP REGISTER request.

	
	

	Summary of change:
	Changed TTCN to use function f_NR5GC_SwitchOnAndResetIMS() instead of f_UT_SwitchOnUE(UT)

	 
	

	Consequences if not approved:
	A conformant UE can fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc75963323]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc75963324]Corrections required

[bookmark: _Toc278558114][bookmark: _Toc279399112][bookmark: _Toc370291978][bookmark: _Toc370840834][bookmark: OLE_LINK8][bookmark: OLE_LINK9][bookmark: OLE_LINK12][bookmark: OLE_LINK15][bookmark: OLE_LINK57][bookmark: OLE_LINK58]2.1 Change 1
	Function name
	fl_TC_6_2_1_3_TestBody()

	Reason for change
	when IMS is enabled on UE,after the UE switch off -> on after the preamble, SS cannot handle second SIP REGISTER request.

	Summary of change
	Changed TTCN to use function f_NR5GC_SwitchOnAndResetIMS() instead of f_UT_SwitchOnUE(UT)

NOTE – same change shall apply to other testcases, e.g. 6.1.1.1, 6.1.1.4, 6.1.1.7, 9.1.1.1, 9.1.1.2, 9.1.1.3, 9.1.1.4, 9.1.1.5, 9.1.1.6, 9.1.2.3, 9.1.2.4, 9.1.2.5, 9.1.2.6, 9.1.2.7, 9.1.2.8, 9.1.3.1, 9.1.5.1.1, 9.1.5.1.6, 9.1.5.1.8, 9.1.5.1.9, 9.1.5.1.10, 9.1.5.1.11, 9.1.5.1.12, 9.1.5.1.13, 9.1.5.2.2


	TTCN module
	Idle_PLMNSelection_NR5GC_NR

	MCC160 Comment
	



Before Change

function fl_TC_6_2_1_3_TestBody() runs on NR5GC_PTC
  {
    var template(value) NR_CellPowerList_Type v_CellPowerList_T0;
    var template(value) NR_CellPowerList_Type v_CellPowerList_T1;    
…
       // @siclog "Step 1" siclog@
    // The UE is switched on
    f_UT_SwitchOnUE(UT);

…
…
}

After Change

  function fl_TC_6_2_1_3_TestBody() runs on NR5GC_PTC
  {
    var template(value) NR_CellPowerList_Type v_CellPowerList_T0;
    var template(value) NR_CellPowerList_Type v_CellPowerList_T1;    
…
       // @siclog "Step 1" siclog@
    // The UE is switched on
    f_NR5GC_SwitchOnAndResetIMS();
…

}     

