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	Reason for change:
	Following the implementation of R5-212048, this function is checking FMTP parameters in UPDATE according to updated 34.229-5 A.4.1 step 6:

a=fmtp: (format) br=13.2; bw=swb; mode-set=0,1,2; max-red=(att-field) [Note 7]
a=fmtp: (format) br=5.9-13.2; bw=nb-swb; mode-set=0,1,2, max-red=(att-field) [Note 8]

The UE may also include additional declarative parameters e.g. ch-aw-recv in the SDP answer, which would currently fail the test case.


	
	

	Summary of change:
	Extend v_FmtpParameterList to allow additional FMTP paramters

	
	

	Consequences if not approved:
	A conformant UE may fail these test cases

	
	

	Clauses affected:
	e.g. 7.2.NR5GC 7.4.NR5GC, 7.14.NR5GC
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1. [bookmark: _Toc122434485][bookmark: _Toc70092377]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc70092378]Corrections required
[bookmark: _Toc70092379]2 Change 1
	Function name
	f_SDP_SelectedEVSCodecParameters_AnswerRX()

	Reason for change
	Following the implementation of R5-212048, this function is checking FMTP parameters in UPDATE according to updated 34.229-5 A.4.1 step 6:

a=fmtp: (format) br=13.2; bw=swb; mode-set=0,1,2; max-red=(att-field) [Note 7]
a=fmtp: (format) br=5.9-13.2; bw=nb-swb; mode-set=0,1,2, max-red=(att-field) [Note 8]

The UE may also include additional declarative parameters e.g. ch-aw-recv in the SDP answer, which would currently fail the test case.

	Summary of change
	Extend v_FmtpParameterList to allow additional FMTP paramters

	TTCN module
	IMS_SDP_Templates.ttcn

	MCC160 Comment
	



Before Change:
	 function f_SDP_SelectedEVSCodecParameters_AnswerRX(SDP_media_desc p_MediaDescription_InitialOffer) return template (present) SemicolonParam_List
  {
    var template (present) SemicolonParam_List v_FmtpParameterList;
    
    v_FmtpParameterList := fl_SDP_SelectedEVSCodecParameters_Common(p_MediaDescription_InitialOffer);
    v_FmtpParameterList := f_SemicolonParam_List_Add_RX(v_FmtpParameterList, cr_AMR_MaxRed);
    
    return v_FmtpParameterList;
  }   




After Change:
	  function f_SDP_SelectedEVSCodecParameters_AnswerRX(SDP_media_desc p_MediaDescription_InitialOffer) return template (present) SemicolonParam_List
  {
    var template (present) SemicolonParam_List v_FmtpParameterList;
    
    v_FmtpParameterList := fl_SDP_SelectedEVSCodecParameters_Common(p_MediaDescription_InitialOffer);
    v_FmtpParameterList := f_SemicolonParam_List_Add_RX(v_FmtpParameterList, cr_AMR_MaxRed);


    v_FmtpParameterList := f_SemicolonParam_List_Add_RX(v_FmtpParameterList, *);
    
    return v_FmtpParameterList;
  }





